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METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:
1. NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.
2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

76-030
232.457m

84R635 - Lake Crest Rd. & Waverley St., Tblt on top
of 0.05m dia. x 2.4m iron pipe, 14.2m N. of S.L. of
Lake Crest Rd. & 0.6m E. of E.L. of Waverley St.

TOE OF SLOPE LIMIT
OF REGRADING

LIMIT OF CONSTRUCTION

STA. 10+296.326

SAW CUT  EXISTING PAV'T
& REMOVE SHOULDER

EXISTING MH

EXISTING CURB INLET

EXISTING CMP

MATCH EXISTING PAV'T

CONNECT TO EXISTING &
INSTALL 250mm Ø 5m

BEVELLED CMP CULVERT
N.INV=232.530

3.0%

EXISTING TOP OF SLOPE

EXISTING BOTTOM OF SLOPE

EXISTING TOE OF SLOPE

EXISTING DITCH CENTER LINE

DITCH REGRADING
AS REQUIRED

FRENCH DRAIN
PLACED EVERY 50m (TYP.)

3
8 19

-0.03% 0.10%

10+101.947
233.612

10+210.780
233.582

10+296.326
233.671

EXISTING GROUND AT
WB NORTH TRAVEL LANE

WESTBOUND AUXILARY
 LANE EDGE

EXISTING GROUND AT
NORTH DITCH

EXISTING GROUND AT
WB SOUTH TRAVEL LANE

-0.00%

10+334.555
231.400PROPOSED DITCH

REGRADING


