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1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.
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THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
TACHE BACKLESS BENCH

SCD-121

1800 mm or SIZE AS SHOWN ON PLAN
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MATERIALS:
WOOD - VERTICAL GRAIN CLEAR SITKA SPRUCE OR B.C.  RED CEDAR.
FINISH - SIKKENS CETOL 1 no. 078 NATURAL
METAL - PRIME WITH RUSTOLEUM No. 769.  FINISH WITH SAPOLIN BLACK WROUGHT FINISH.

NOTE:
ALL DIMENSIONS SHOWN 
ARE IN MILLIMETERS.

DRAWN ST
DATE JUNE/03
NOT TO SCALE

FINISHED GRADE

POURED IN PLACE 
CONCRETE BASE

50 mm SQUARE TUBING

6 mm             WELD

13 mm x 50 mm x 380 mm 
STEEL PLATE

12 mm diam x 114 mm SURFACE MOUNTED 
CADMIUM PLATED CARRIAGE BOLTS C/W 
NUT & WASHER FOR EACH 89 x 89 UNIT

89 x 89 C/W CHAMFERED EDGES

FRONT ELEVATION

SIDE ELEVATION SUPPORT DETAILS
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MATERIALS

- 100 mm x 100 mm COMPOSITE BOARDS
- CEDAR TONE FINISH
- METAL FINISH - PRIME WITH
  RUSTOLEUM NO. 769
  FINISH WITH SAPOLIN
  BLACK WROUGHT FINISH

686

241

THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
TACHE BENCH COMPOSITE with ARMS

SCD - 139

1:20
DATE : NOV 2007
DRAWN BY: SP

NOTE: ALL DIMENSIONS SHOWN
ARE IN MILLIMETERS

13 mm x 50 mm STEEL 
PLATE

CADMIUM PLATED 
CARRIAGE BOLTS 
(114 mm IN LENGTH)

CHAMFERED EDGES - (typ)

10 mm x 100 mm lg. SURFACED
MOUNTED CADMIUM PLATED 
CARRIAGE BOLTS WITH ACORN NUTS

13 mm x 50 mm STEEL PLATE

9.5 mm THICK STEEL ARMREST 
WELDED TO THE STEEL BENCH 
SUPPORT

CADMIUM PLATED CARRIAGE
BOLTS (114 mm in LENGTH)

50 mm SQUARE TUBING

FINISHED GRADE

POURED-IN-PLACE CONCRETE 
BASE

PLAN VIEW

SIDE ELEVATION FRONT ELEVATION

C
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150 mm

6mm Clean Stone Backfill

150 mm Multi-Flow Collector Line

Safety Surfacing Drainage 
Layer

150 mm MultiFlow Drain 
System c/w End Caps and 
Connectors. Place in center 
of trench. 

150 mm

Coarse Sand - min. 2mm particle 
size

150 mm Multi-Flow Collector Line

MULTI-FLOW DRAINAGE IN SAFETY SURFACING DETAIL

MULTI-FLOW DRAINAGE IN TURF DETAIL

50

Slope bottom of trench min. 0.5%

50 M
IN

.

Safety Surfacing

Slope bottom of trench min. 0.5%

150 mm MultiFlow Drain 
System c/w End Caps and 
Connectors. Place in center 
of trench. 

Non-woven Geotextile

6mm Clean Stone Backfill

Non-woven Geotextile
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DATE:

DIMENSIONS SHOWN ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED

SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 

Drawing Title: Drawing No:

DRAWN BY:

Multi-Flow Drainage SCD-659

January 12, 2012
NTS
SP

REVISION: 1

NOTES:
1.  Multi-flow connection to catch 
     basin shall be as per 
     Standard Specification 
     CW 3120.3.5.

DATE:

DIMENSIONS SHOWN ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED

SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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DRAWN BY:

TACHE STYLE WHEELCHAIR
METAL FRAME PICNIC TABLE

SCD-122A

January 12, 2012
N.T.S.
SP

13mm r ROUNDED 
CORNERS (TYP.)

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE SIDE ONLY

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm STRAP 
FASTENED WITH No. 10 x 8mm R.H. Pan 
Head SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS 
SECURED WITH WASHER AND NUT.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm-140mm BASE

31.7mm I.D. PIPE

38mm x 89-140mm
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Parks, Waterways & Community Initiatives Division

REVISION: 1

MATERIALS

WOOD SLATS:
-  VERTICAL GRAIN CLEAR SITCA SPRUCE 
   OR CLEAR CEDAR
-  FINISH - SIKKENS CETOL No. 078 NATURAL 
   or PAINTED FINISH:  GREEN, WALNUT, 
   CEDAR OR GREY (AS SPECIFIED)

METAL LEG OPTIONS:
- BLACK POWDERCOATED - (Metal suitably cleaned to remove any grease, 
  wax etc. for proper paint bonding to occur.  Base coat  Zinc rich primer.  
  Baked with a final thickness of paint between 5 - 8 mil
or
- GALVANIZED 
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SCDSCD 650
Wood  Fibre  Safety  Surfacing  

Drainage  Diagram

Drainage  of  site  
low
ground

high
ground

Inside  edge  of
Containment  Timbers

Rock  Sump  Pit:

0.9m  diameter
x  1.8m  depth

0.6m

Slope  excavated  
subsurface  
towards  low  end  
of  site.

Perforated  PVC  Pipe,
100mm  diameter,

c/w  filter  sock,
draining  at  a

minimum  of  1%
towards  Rock  Sump

Pit

End  Caps

End  Caps

min  0.6mm

Play  Area  Edging  (or  similar)

Wood  Fibre  Safety  Surfacing

Rock  Sump  Pit:
0.9m  diam.  x  1.8  depth.    (Must  be  min.  
of  0.6m  above  seasonally  high  
groundwater  table  or  bedrock)    Fill  with  
38mm-76mm  diameter  clean  crushed  
stone.

Gravel,  (25-51mm  clean  gravel)
min.  75mm  depth

0.6-1%  slope

Section    
NTS

Filter  Fabric

100mm  Perforated  PVC  Pipe  c/w  
filter  sock  and  end  caps

Existing  Grade

Line  Rock  Sump  Pit  with  Filter  Fabric

Plan    
NTS

Vertical  Pipe  for  Pump  Out

THE  CITY  OF  WINNIPEG
Planning,Property  and  Development  Department
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TITLE
Pedra  Single  Timber  Edging  Detail SCD  651

(R1)

Scale:  NTS

Drawn  By:  C.H.

Date:  Jan.09

Existing  Subgrade

32  x  150mm  Pedra  Top
Course  Set  with  Grain  of  Wood  
Curved  Down  as  Shown.

150  x  150mm  Pressure  Treated
Timbers  Base  Course.

8mm  Chamfer  
Top  Edges

Safety  Surfacing

Topsoil  and  Sod/Seed  Repairs
Max.  500mm  from  timber  edging.
Ensure  positive  drainage  away  from  
play  area  -  min.  1%,  max.  10%  slope.

19mm  dia.  x  500mm  
Rebar  @  max.  
1200mm  O.C.

32

75
m
m 75mm  Depth  (min.)  x  

300mm  Width  -  
19mm  down  crushed  
granular  base

Filter  Fabric  between  
subgrade  and  safety  
surfacing

NOTE:

ALL  DIMENSIONS  SHOWN  
ARE  IN  MILLIMETERS.

Base  course  timber  shall  be  pinned  with  minimum  of  two  (2)  
19mm  dia.  rebar  @  max.  1200mm  O.C.
Pedra  top  course  shall  be  pre-drilled  and  screwed  down  using  
screws  treated  for  ACQ  use  and  sized  to  suit.  Two  screws  at  each  
end  and  every  600mm  alternating  sides  along  length.    Only  use  
but  joints  for  straight  sections  of  pedra.    Min.  length  of  timbers  to  
be  1200mm.  Install  longest  lengths  possible.


