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MAYFAIR PARK ASPHALT AND LIGHTING IMPROVEMENTS
BCI II FORT ROUGE EAST FORT GARRY WARD
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50mm YELLOW PAINTED LINE 
PAVEMENT MARKING (TYP.)

TENNIS COURT 
NET LINE

TENNIS COURT SLEEVE, 
POSTS AND NET SEE 

DTL. 5 THIS SHEET
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50mm WHITE PAINTED LINE PAVEMENT 
MARKING (TYP.)

TENNIS COURT 
CENTRE LINE

BASKETBALL GOAL: DOUGLAS GOOSENECK 
HEAVY DUTY BASKETBALL STANDARD 
SEE DTL. 4 THIS SHEET

BASKETBALL GOAL: DOUGLAS GOOSENECK 
HEAVY DUTY BASKETBALL STANDARD 
SEE DTL. 4 THIS SHEET
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PARK PATHWAY ASPHALT

FINISHED GRADE

400mm  DIA. CIP CONC. PILE  
W/4 10M VERT. CONT. & 

10M RINGS  @ 300mm O.C. 
PER CW 2160

BAND CLAMP
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COMPACTED GRANULAR 50mm 
DOWN CRUSHED LIMESTONE

'BELL' BOTTOM OF PILE
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DOUGLAS GOOSENECK HEAVY 
DUTY BASKETBALL STANDARD 

SEE SPECS.

PARK PATHWAY ASPHALT

FINISHED GRADE

400mm  DIA. CIP CONC. PILE  
W/4 10M VERT. CONT. & 

10M RINGS  @ 300mm O.C. 
PER CW 2160
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COMPACTED GRANULAR 50mm 
DOWN CRUSHED LIMESTONE

'BELL' BOTTOM OF PILE
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POST MODEL NO. 63051 
SEE SPECS 

INSTALL PER MANUFACTURERS 
SPECS

610mm / 24" LONG GROUND 
SLEEVE MODEL NO. GS-24  

TOP OF SLEEVE TO BE FLUSH 
W/TOP OF PILE 

INSTALL PER MANUFACTURERS 
SPECS. 

P
O

S
T

ASPHALT FINISHED GRADE

1800mm DEEP CIP CONC. PILE 
250mm DIA. FOR LINE POSTS  

300mm DIA. FOR TERMINAL POSTS

3050mm HT. GALVANIZED CHAIN 
LINK FENCE TO CW 3550 

CHAIN LINK FENCE TO FACE 
INSIDE BALL COURT

CURB FINISHED GRADE

BOTTOM RAIL 50mm ABOVE 
FINISHED GRADE

SOD FINISHED GRADE

PARK PATHWAY ASPHALT

BETWEEN PILES, ALIGH 
EDGE OF ASPHALT W/BACK 
OF POLE

TOP OF PILE TO BE FLUSH 
W/ASPHALT OR SOD


