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TREE VAULT SECTION - SOUTH SIDE OF MARKET

1:20L4.1

EXISTING TREE

CURB & GUTTER - SEE CIVIL

CIP CONC SIDEWALK

THICKEN EDGE TO ACCOMMODATE

SIDEWALK PANEL

COMPACTED SUBGRADE

75 DEPTH BLACK GRANITE MULCH
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INDICATOR STRIP - ENDICOTT PAVER

SEE DTL. 1/L5.2

EXISTING PLANTING MEDIUM

EXISTING TREE ROOTS TO BE PROTECTED

DURING CONSTRUCTION
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TREE VAULT SECTION - NORTH SIDE OF MARKET
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CURB & GUTTER - SEE CIVIL

CIP CONC SIDEWALK

1220 x 1220 x 150 PRECAST CONC

SIDEWALK PANEL

INDICATOR STRIP - ENDICOTT PAVER

SEE DTL. 1/L5.2

150 DIA PERF DRAINAGE PIPE

SLOPE BOTTOM OF EXCAVATION TO PIPE

CONNECT END OF PIPE TO EXISTING CATCH

BASIN LINE

PLANTING MEDIUM
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1.0% SLOPE

75 DEPTH WOOD MULCH

GRANULAR DRAINAGE MATERIAL

THICKENED EDGE TO ACCOMMODATE SIDEWALK

PANEL

COMPACTED SUBGRADE

GEOTEXTILE PER CW3120
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ELGIN - SECTION
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INDICATOR STRIP

3 COURSE BROADWAY

PAVER BUFF COLOUR

RUNNING BOND

PATTERN

SEE DTL. 3/L5.2 & CIVIL

RAIL LINE IN CONC

BLOCKOUT

SEE DTL. 2/L5.2

ROADWAY

PAVEMENT - SEE

CIVIL

4, 8, 12 OR 16 COURSE

BROADWAY 318 PAVER

CHARCOAL COLOUR

RUNNING BOND PATTERN

SEE DTL. 3/L5.2 & CIVIL

12mm FLEXCELL BETWEEN

PAVEMENT AND BUILDING FACE
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BERTHA - SECTION
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SET TREE PLUM

75 DEPTH WOOD MULCH

500 DEPTH MIN PLANTING

MEDIUM

OR TO SUIT DEPTH OF TREE

ROOTBALL

SCARIFY SUBGRADE TO 150

DEPTH

COMPACTED SUBGRADE

TYP SHRUB PLANTING DETAIL
7

L5.3

TYP TREE PLANTING DETAIL
7

L5.3

2 COURSE BROADWAY PAVER

CHARCOAL COLOUR,

RUNNING BOND PATTERN

13 BEDDING SAND

302 x 113 BLOCKOUT

SEE CIVIL

ROADWAY PAVEMENT - SEE CIVIL
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CIP CONC. RETAINING WALL

SEE DTL. 7/L5.2

EXISTING WINDOW
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JOHN HIRSCH SECTION - PATHWAY & UNIT PAVERS
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TYP. SHRUB PLANTING DETAIL 7

L5.3

CIP CONC SIDEWALK

THICKEN EDGE TO ACCOMMODATE GRADE CHANGE

EXTEND 200mm MIN BELLOW EXISTING GRADE

EXISTING GRADE AT TREE

IN-SITU PLANTING MEDIUM

BLACK GRANITE ROCK MULCH

210 x 105 x 60mm SIERRA GREY HOLLAND UNIT

PAVER IN CONC BLOCKOUT

SEE DTL 3/L5.2

EXISTING TREE TO REMAIN

TREE TO BE PRUNED BY CERTIFIED ARBORIST SEE

SPECS
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JOHN HIRSCH SECTION - PATHWAY
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TYP. SHRUB PLANTING DETAIL 7

L5.3

CIP. CONC SIDEWALK

100mm DEPTH BLACK

GRANITE ROCK MULCH

COMPACTED SUBGRADE

GEOTEXTILE PER CW3120

1500

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES
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JHISSUED FOR 66% REVIEW 27/6/14
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L4.1 & ELGIN SECTIONS

MARKET, JOHN HIRSCH, BERTHA
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