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INDICATOR STRIP (TYP.)

1:10L5.2

BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)

3 COURSE RUNNING BOND

194  x 93 x 57mm DARK IRONSPOT

ENDICOTT BRICK PAVER

ON 16 BEDDING SAND

+/-280 x 73 BLOCKOUT

CIP CONC. SIDEWALK
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SCALE

2

RAIL LINE

1:10L5.2

ROADWAY PAVEMENT - SEE CIVIL

RAIL LINE FROM STOCKPILE

254 x 114 BLOCKOUT

RAIL TO SIT FLUSH W/ADJACENT CONC.

60# ASCE ENCLOSED FLANGEWAY

C/W 6m RAIL PAD, 62 RAIL CLIP & EPFLEX

RAILSEAL FIELD SIDE(BOTH SIDES OF RAIL)

SUPPLIED BY POLYCORP INC. SEE SPECS.

50 DIA. WEEPING HOLES AT 3000 O.C.

W/GEOTEXTILE PER CW3120

ROLLED & PLACED IN HOLE

62 RAIL CLIP

RAIL PAD

EPFLEX RAILSEAL FIELD SIDE (BOTH SIDES

254
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SCALE

4

GRANITE PAVERS IN CONC. BLOCKOUT

1:10L5.2

BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)

SURFACE VARIES

CIP CONC. SIDEWALK

 OR ROADWAY PAVEMENT

SEE CIVIL

400 x 150 x 60 GRANITE HEADER

200 x 100 x 60 GRANITE PAVERS

16 BEDDING SAND
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6

SCALE

5

CURB RAMP W/ TACTILE WARNING TILE

NTSL5.2

CONSTRUCT RAMP MONOLITHIC WITH THE SIDEWALK

RAMP, THE FULL LENGTH OF THE CURB RAMP

TOP OF TRUNCATED DOMES FLUSH W/

SURFACE OF ADJACENT CONC. RAMP

FULL DEPTH

SAW CUT

NEW OR EXISTING

PAVEMENT

LINE OF CURB &

SIDEWALK BEYOND

9R

5R

BACK OF CURB

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

600 x 1200 TACTILE WARNING TILE

CAST IN PLACE TO CW SDE-229E

& SDE-229AA COLOUR: YELLOW

PARALLEL TEXTURED BROOM

FINISH ON RAMP SURFACE
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6

CONC. RETAINING WALL (TYP.)

1:20L5.2

TYP. SHRUB PLANTING DETAIL 7

L5.3

CIP CONC. RETAINING WALL

SEE STRUCTURAL

25 RADIUS BOTH SIDES

CIP CONC. SIDEWALK

COMPACTED BASE

SEE STRUCTURAL

COMPACTED SUBGRADE
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SCALE

7

CONC. RETAINING WALL AT BERTHA WINDOW WELL

1:20L5.2

GRATE

SEE STRUCTURAL

FINISHED GRADE

CIP CONC. RETAINING WALL

SEE STRUCTURAL

COMPACTED BASE

SEE STRUCTURAL

COMPACTED SUBGRADE

EXISTING WINDOW
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FACE OF BUILDING

ROADWAY PAVEMENT - SEE CIVIL

CIP CONC.

RETAINING WALL

SEE STRUCTURAL

GRATE

SEE STRUCTURAL

WINDOW
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SCALE

3

UNIT PAVERS IN CONC. BLOCKOUT

1:10L5.2

ROADWAY SIDEWALK

BROADWAY PAVER 300 x 151 x 100mm OR

BROADWAY 318 PAVER 451 x 75 x 100mm

RUNNING BOND PATTERN

ON 13mm BEDDING SAND &

113mm DEPTH BLOCKOUT

ROADWAY PAVEMENT - SEE CIVIL

HOLLAND PAVER 210 x 105 x 60mm

PATTERN: HERRINGBONE;

COLOUR:SIERRA GREY

ON 13mm BEDDING SAND &

73mm DEPTH BLOCKOUT

CIP CONC. SIDEWALK
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LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

AUG 7, 2014

JHISSUED FOR 66% REVIEW 27/6/14

JHISSUED FOR TENDER 7/8/14
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L5.2 HARDSCAPE DETAILS
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