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TYP. DECIDUOUS TREE PLANTING DETAIL 

NTSL5.3 SCALE

6

TYP. CONIFEROUS TREE PLANTING DETAIL

NTSL5.3

WOOD STAKE

ROOTBALL

TREE TIE

TREE TIE: BIODEGRADABLE

OR POLYETHYLENE FABRIC

STRAPPING MIN. 38 WIDE

76 DIA x 2440 WOOD STAKES

WATERING SAUCER

100 DEPTH

75 DEPTH WOOD MULCH

PLANTING MEDIUM

FINISH GRADE

REMOVE BURLAP FROM TOP 1/3 OF

ROOTBALL

SCARIFY BOTTOM & SIDES OF TREE

WELL TO 150 DEPTH

COMPACTED SUBGRADE

300 METAL TREE ANCHOR

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL

PLANTING MEDIUM

SCARIFY SIDES AND BOTTOM

TO 150 DEPTH

SPADE EDGE TO DIAMETER OF

BRANCHES OR 1.0 MIN.

75 DEPTH WOOD MULCH

WATERING SAUCER 100 DEPTH

PLAN

SECTION

PLAN

SECTION

GUY WIRE 9 GAUGE FLEXIBLE

NON-CORROSIVE STRAND WIRE

TREE PROTECTION 13 DIA

GARDEN HOSE OVER GUY WIRE

TREE ANCHOR

GUY WIRE

FLAGGING TAPE ON ALL 3 GUY

WIRES

WIDTH OF

ROOTBALL

WIDTH OF

ROOTBALL ±
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TYP. PERENNIAL / VINE PLANTING

NTSL5.3

SCALE

7

TYP. SHRUB PLANTING DETAIL

NTSL5.3

PLANT IN SAUCER 75mm

ABOVE FINISH GRADE ROOT BALL

ENSURE ANY DAMAGED

STEMS ARE PRUNED OFF

PRIOR TO PLANTING

VINE PLANTING HOLE MIN. 450mmØ

COMPACTED SAND RICH TOPSOIL

WATERING SAUCER

75mm WOODCHIP

MULCH THROUGHOUT TYP

SCARIFY MIN 150mm

COMPACTED SUBGRADE

EXISTING GRADE

COMPACTED SUBGRADE

SCARIFY BOTTOM OF SHRUB

BED TO 150 DEPTH

ROOTBALL

PLANTING MEDIUM

75 DEPTH WOOD MULCH OVER

PLANTING MEDIUM

450
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SCALE
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STEEL BOLLARD (TYP.)

1:10L5.3

SCALE

4

BENCH

1:10L5.3

BASE PLATE TO MATCH

TRELLIS

FLAT BLACK COLOUR

SEE STRUCTURAL

POST TO MATCH TRELLIS

FLAT BLACK COLOUR

SEE STRUCTURAL

25mm LEVELLING GROUT

SEE SPECS.

CIP CONC. SIDEWALK

PLAN SECTION B-B

FINISHED GRADE

4 ANCHOR BOLTS TO MATCH TRELLIS

SEE STRUCTURAL

B

B

CIP CONC. SIDEWALK

BENCH - VICTOR STANLEY MODEL C-140  SEE SPECS.

REVIEW LOCATION WITH CONTRACT ADMINISTRATOR

PRIOR TO INSTALLATION

4 - 6mm DIA. X 100mm (200mm ON UNIT PAVERS)

STAINLESS STEEL ANCHOR BOLTS C/W WASHERS

355
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SCALE
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GRANITE BOLLARD (TYP)

1:15L5.3

RECESS CONCRETE

TO RECEIVE BOLTS

STOCKPILED GRANITE BOLLARDS

C/W STEEL PLATE AND BOLTS

12mm DIA. x 100mm STAINLESS

STEEL  ANCHOR BOLTS

INDICATOR STRIP

CIP CONC. SIDEWALK

STOCKPILED GRANITE BOLLARDS

C/W STEEL PLATE AND BOLTS

PLAN

SECTION C-C

C C

ONE LAYER OF WELDED WIRE MESH

152 X 152 - MW9.1 X MW9.1

SEE LAYOUT
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LATTICE SCREEN FENCE

1:15L5.3

PLAN

SECTION B-B

OUTSIDE

FIN. GRADE

PLANTING BED SIDE

PATIO SIDE

ELEVATION

139 x 38mm CAP RAIL

89 x 38mm TOP RAILS

139 x 139mm POST

38 x 19mm PEDRA HORIZONTAL

LATTICE SP. @ 210mm

38 x 19mm PEDRA VERTICAL

LATTICE SP. @ 165mm

ADJACENT SURFACE

REPAIR TO ADJACENT

PROPERTY TO MATCH

EXISTING AS REQUIRED (TYP.,

SEE MATERIALS PLAN X/LX)

MIN. 1400mm DEPTH POST HOLE

BACKFILL WITH COMPACTED GRANULAR

ALL WOOD TO BE PRESSURE-

TREATED UNLESS OTHERWISE

NOTED.
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100 x 50mm EDGING

89 x 38mm BOTTOM RAILS
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LATTICE SCREEN FENCE

1:15L5.3

PLAN

SECTION B-B

OUTSIDE

FIN. GRADE

PLANTING BED SIDE

PATIO SIDE

ELEVATION

139 x 38mm CAP RAIL

89 x 38mm TOP RAILS

139 x 139mm POST

38 x 19mm PEDRA HORIZONTAL

LATTICE SP. @ 210mm

38 x 19mm PEDRA VERTICAL

LATTICE SP. @ 165mm

ADJACENT SURFACE

REPAIR TO ADJACENT

PROPERTY TO MATCH

EXISTING AS REQUIRED (TYP.,

SEE MATERIALS PLAN X/LX)

MIN. 1400mm DEPTH POST HOLE

BACKFILL WITH COMPACTED GRANULAR

ALL WOOD TO BE PRESSURE-

TREATED UNLESS OTHERWISE

NOTED.
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LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

AUG 7, 2014

JHISSUED FOR 66% REVIEW 27/6/14

JHISSUED FOR TENDER 7/8/14
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LANDSCAPE DETAILS

FENCING, FURNITURE & SOFT

11


