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s PROPOSED LOCATION FOR

PART 4 - /_
LOCATION OF RELOCATED /
PLAQUE. REFERTO 4/L2

PART 1 -

LETINSKY MONUMENT.
REFER TO 2/L1

MAIN STREET

N—PART 3 - /

PROPOSED ’ /
LOCATION FOR
NEW BOLLARD. T~

o~ EXIS':FING DISTRIBUTION BOX.

REFER TO 1/L2 SUPPLY AND INSTALL THREE NEW

15A BREAKERS IN THE POWER
DISTRIBUTION CENTER AT
LOCATION DIRECTED BY C.A.
'/ SUPPLY AND INSTALL NEW
- PHOTOCELL IN THE TOP OF THE

EXISTING LETINSKY

DISTRIBUTION POINT TO
CONTROL THE POWER TO THE
LED LIGHTING

MONUMENT TO BE
RELOCATED.
REFURBISH SITE.
REFER TO 3/L1
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EXISTING FIRE PROPOSED PAVING
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SWEEP SAND OVER FINISH PAVER
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GROUND JUNCTION BOX, REFER TO
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WITH C.A. PRIOR TO INSTALLATION

)

2 ExisTING
SIDEWALK ]

EXISTING —
PLANTER

A
&
/\Q‘ APPROXIMATE LOCATION OF IN
§

EXISTING
PLANTER /

v

o

L |

\—EXISTING—\
SHED N

PROPOSED LOCATION FOR LETINSKY
MONUMENT. LINE UP CENTRE POINT
WITH EXISTING PLANTERS ROW.
EXACT LOCATION AND ORIENTATION
TO BE CONFIRMED ON SITE WITH C.A.
PRIOR TO PLACEMENT. REFER TO 5/L1
FOR BASE DETAILS

APPROXIMATE LOCATION OF
RECEPTACLE. CONFIRM LOCATION

" WITHC.A. PRIOR TO INSTALLATION

BURY A 45mm PVC CONDUIT BETWEEN THE
DISTRIBUTION POINT AND THE MONUMENT.
INSTALL 6/C #10AWG RWU90 AND A
GROUND IN THE CONDUIT. BURY CONDUIT
TO DEPTH REQUIRED BY CEC FOR
NON-VEHICULAR AREAS.

Z EXISTING
PAVERS
AREA “ _

7 CONTRACTOR TO BE
\ CAUTIOUS OF 300 CS &
| | 250 WM IN THE AREA

\ PROPERTY
LINE i

' \ APPROXIMATE AREA OF TRENCHING FOR
CONNECTION WITH EXISTING LIGHTING
CONTROL PANEL AND POWER SUPPLY
(APPROX. 29m) EXACT LOCATION AND |
EXTENT TO BE CONFIRMED ON SITE WITH
C.A. CONTRACTOR TO CONFIRM LOCATION
OF UNDERGROUND STRUCTURE BEFORE
EXCAVATION AND TO REPAIR ALL AREA
DISTURBED BY CONSTRUCTION
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SKY MONUMENT PROPOSED SITE PLAN
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RELOCATED LETINSKY
MONUMENT. PATCH AND
REPAIR ANY CONCRETE
DAMAGE TO MATCH EXISTING

EXISTING 100mm (4") HT:
MONUMENT CONCRETE
PLATFORM TO REMAIN LEVEL

LED STRIP LIGHTS (APPROX.
14.3m LENGTH)

NEW CONCRETE BASE.
MAX. 350mm (14") HT.

150 x 150 x 150mm LOCKABLE BRASS
TAMPERPROOF CONTROL BOX FOR LED
LIGHT TRANSFORMER, FLUSH MOUNTED TO
BASE. CONDUIT EMBEDDED IN CONCRETE
BASE. BOX TO AVOID VERTICAL
REINFORCING AND VERTICAL SAWCUT
(CRACK CONTROL JOINTS). CONFIRM
LOCATION WITH C.A. PRIOR TO
INSTALLATION

WITH C.A. PRIOR TO INSTALLATION

FINISH
GRADE

ELECTRICAL NOTE

1.  PROVIDE AN IN-GROUND JUNCTION BOX IN A LANDSCAPING BOX TO PROVIDE AN
EXTENSION OF LOCAL CONNECTIONS FROM THE BURIED WIRE FEEDING THE BENCH.

2. CAST A JUNCTION BOX IN PLACE IN THE BASE OF THE BENCH, AWAY FROM WATER
INGRESS, TO ALLOW THE INSTALLATION OF THE POWER SUPPLY FOR THE LIGHTING
BEHIND A MACHINED COVER-PLATE WITH TAMPER RESISTANT SCREWS.

24V WW 200W, COMPLETE WITH ALL REQUIRED ACCESSORIES AND MOUNTING
REQUIREMENTS FOR A COMPLETE INSTALLED AND OPERATIONAL LIGHTING SYSTEM.

3. SUPPLY AND INSTALL A_L REQUIRED LIGHTING BASED ON GIREEN IMAGE GS 50 NFX4D / / j A
G

LIGHTS SHALL BE POWERED FROM THE CIRCUIT ON A PHOTOCELL AT THE POWER
DISTRIBUTION POINT.

EXISTING FIRE
HYDRANT AND VALVIEE
TO REMAIN AND
PROTECTED

T~ # EXISTING BIKE RACKS
TO REMAIN AND
PROTECTED

oY,

Z EXISTING
PAVERS AREA 7

LINE UP WITH

EXISTING CONCRETE
FLUSH CURB AROUND
TREE GRATE

PROPERTY LINE
/ EDGE OF
EXISTING FLUSH
CONCRETE
CURB

APPROXIMATE
LOCATION OF EXISTING
LETINSKY MONUMENT

AREA OF PAVING REPAIR

(APPROX. 38 sq.m.) .

1. CONTRACTOR TO REMOVE
AND STOCKPILE EXISTING
PAVERS IN LOCATION
DIRECTED BY C.A. CONFIRM
EXTENT WITH C.A. PRIOR TO
CONSTRUCTION.

2. REMOVE AND RELOCATE
MONUMENT.

3. RELEVEL AND GRADE AREA
OF PAVING REPAIR.

4. REINSTALL STOCKPILED
PAVERS.

Z ¢ ENSURE POSITIVE GRADE
EXISTING AND SMOOTH TRANSITION

CONCRETE WITH SURROUNDING AREA

SIDEWALK AND PAVING PATTERN.

7 ¢ ALSO REFER TO DETAILS 4/L1
AND SPECIFICATION

EXISTING
CURB

m LETINSKY MONUMENT EXISTING SITE REFURISHMENT

w SCALE - 1:50
LED STRIP LIGHTS
NEW CONCRETE BASE (APPROX. 14.3m LENGTH)
1" x 1" x 1/8" ALUMINUM

EXISTING 100mm (4") HT. ANGLE BENT TO CONFORM
MONUMENT CONCRETE TO MONUMENT RADIUS,
PLATFORM TO REMAIN LEVEL AROUND ENTIRE

150 x 150 x 150mm LOCKABLE BRASS TAMPERPROOF ELECTRIEAL
RECEPTACLE BOX (WITH TWO 15A, 125V DUPLEX RECEPTACLES
CAST IN PLACE), FLUSH MOUNTED TO BASE. CONDUIT EMBEDDED IN
CONCRETE BASE. BOX TO AVOID VERTICAL REINFORCING AND
VERTICAL SAWCUT (CRACK CONTROL JOINTS). CONFIRM LOCATION
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NOTES

1.

IF POWER EQUIPMENT IS TO BE USED FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:
A. NOTIFY ALL UTILITIES OF THE PROPOSED LOCATION OF EXCAVATION

B. TAKE PRECAUTION TO AVOID DAMAGE TO ALL UTILITIES.

LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE. BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALLL
SERVICES MUST BE OBTAINED BY THE CONTRACTOR FROM THE INDIVIDUAL UTILITIES BEFORE
PROCEEDING WITH CONSTRUCTION.

CONTRACTOR TO CONFIRM ALL EXISTING CONDITIONS, DIMENSIONS AND MATERIALS ON SITE AND
REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.
CONSTRUCTION ACCESS TO BE LIMITED TO THE ROUTES SPECIFIED ON SITE BY CONTRACT
ADMINISTRATOR.

ALL EXISTING TREES, SHRUBS, SIDEWALKS, CURBS, SOD, UTILITIES AND PAVING TO BE PROTECTED
(UNLESS OTHERWISE NOTED) DURING CONSTRUCTION TO CITY OF WINNIPEG STANDARDS.
CONTRACTOR TO MAKE GOOD ALL DAMAGED AREA DURING CONSTRUCTION BOTH ON AND OFF SITE
TO CITY OF WINNIPEG STANDARDS AT THE CONTRACTORS COSTS.

LAYOUT TO BE APPROVED BY CONTRACT ADMINISTRATOR PRIOR TO ANY CONSTRUCTION OR
REMOVAL.

ENSURE POSITIVE DRAINAGE IN ALL AREAS TO CATCH BASINS AND CURB INLETS.

SLOPE TOLERANCE FOR PAVED AREA: MAX. 5%, MIN. 2%; MAX. CROSS SLOPE 1.5%

REFER ALSO TO WRITTEN SPECIFICATIONS.
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