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Kildonan Park Golf Course Patio Renovation
Details Plan 1

K.3-6

242-2015

2021 Main Street

Barkman "Holland" Paving Stone
in Soldier/Sailor Edge

Barkman "Verano" Paving Stone
in Random Pattern #1 Configuration

25mm Bedding Sand

150mm MIN. of 19mm (3/4")
Down Crushed Limestone
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Non-Woven Geotextile Fabric

Compacted Subgrade

Existing Grade (Sod and Soil to be 
Removed Down to Clay Material)
-Depth of Removal Will Vary

Plastic Edge Restraint
& 250mm (10") Spike

Soil & WoodChips
(by others)

Depth of Granular Will 
Varry Depending
on depth of Existing 
Soil to be Removed
in Combination with 
Grading Plan

Paver Edging and Paving - Snap Edge
1:153

Barkman "Roman" Cap (350mm 14")

Barkman "Quarry Stone" PreCast
Concrete Blocks (Standard Units)
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WoodChips (by others)

Swale

Non-Woven Geotextile Fabric

19mm (3/4") Down
Crushed Limestone

Compacted Subgrade

Double Bead of PL Premium
Between Each Course of
Precast Concrete Blocks

Aluminum Powder-Coat Post
and Tempered Glass Assembly

(installed as per manufacturers specs)
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200 x 300mm - 30 MPa Concrete Grade Beam
c/w 2#10m Rebar Cont. 10m Ties @ 600mm o.c.

13mm Chamfered Edges

Pre-Cast Concrete Pavers

Non-Woven Geotextile Fabric

Compacted SubGrade

Compacted 19mm Dia.
Down Crushed Limestone

Existing Grade
(height of Top of Curb Compared to

Existing Grade Varies from 0mm at Building
Foundation to 163mm at Southern Edge

of Patio - consult grading plan)

Paver Edging - Concrete Grade Beam
1:104

Pre-Cast Concrete Block Wall - Barkman Quarry Stone
1:155
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DRAWING  NO.

CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY 
DISCREPANCIES TO CONTRACT ADMINISTRATOR PRIOR TO 
CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT 
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE 
SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. 
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and 
Development Department
Urban Design Division
Unit 15 - 30 Fort Street, 
Winnipeg, MB, (R3C 4X5)

DATE

HORIZ.  SCALE

VERT.  SCALE

MANAGER,
URBAN DESIGN DIVISION

DRAWING TITLE

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES

BID OPPORTUNITY NO.

NOTES:

Non-Woven Geotextile Fabric

Barkman "Quarry Stone" PreCast 
Concrete Blocks (Standard Units)
-No Cap

Double Bead of PL Premium
Between Each Course of
Precast Concrete Blocks

Wood Chips (by others)

Compacted Subgrade
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. Max Depth Depends on How Much 
Excavation Occurs for Removal of 
Existing Concrete Landing (Unknown)

Line Represents Top of Pavers
at Lowest Elevation of Ramp

TOP   100.501

TOP   100.246
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Crushed Limestone as per Detail 5

Top of Landing at Entrance to Building

Pre-Cast Concrete Block Wall & Paving  at Top of Landing - Barkman Quarry Stone
1:156


	K.3-5 [Details]
	Viewport-K.3-5 - Curb & Rail
	Viewport-K.3-5 - Wall 1 
	Viewport-K.3-5 - Curb & Rail-2
	Viewport-K.3-5 - Wall 2


