
Gap b/w Paver
& Light to be
Filled with 
Exterior Grade
Silicone or
Polymeric Sand

Core Out Centre
of Paver and Remove
9.5 mm (3/8")
Bedding Sand 
to Install Light
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Paver to be Cored Out Once 
all Pavers Have Been Set

Limestone Block
500H x 600W x 900L

Non-Woven Geotextile Fabric

19mm (3/4") Down
Crushed Limestone

Compacted Subgrade

Wood Chips (by others)
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Limestone Boulder
1:157

Paver Light Install A
1:58

Paver Light Install B
1:49

Bar Top Layout
1:2510 Bar Top to Fencing  Assembly

1:512

Barkman "Holland" 
Paver
- 210 x 210 
(8.25" x 8.25")

LED Paver Light 
Model SL6R
- 106 (4.17 inches) 
diameter round
X 70 (2.75 inches) tall
(114 diameter lip to lip)

Find Centre Point 
of Paver 
and Core out w/ 
Appropriate Sized 
Bit to Accomodate 
Paver Light
-Recommended to
Cut a 114mm Dia. Hole

Paver to be Cut Only
After all Paving has 
Been Installed

2 x 12 Cedar Lumber

Concrete Grade Beam

63.5mm (2 1/2") 
Bracket Apparatus

10mm Glass Insert
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Cedar Lumber  to be Mitred 
at a 45 Degree Angle
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Length of 2 x12 Cedar Lumber

45°

76.2mm (3") Corner
Bracket Apparatus

11
14
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Custom Brackets
(to be manufactured &

installed by supplier)

3/8" x 6" Hilti
Concrete Screw

and Neoprene Washer
(to be epoxied in place)

Installed as per
Manufacturer's Specifications

Aluminum Powder Coat
& Glass Insert Fencing Partition

to be Installed as per
Manufacturers Specifications

286

38

Patio Grade

200 x 300 Concrete
Grade Beam

2 x 12 Cedar Lumber

Custom Brackets
(to be manufactured &

installed by supplier)

38

#10 x 1 5/8" Cedar Rated
Pan Head Wood Screw

w/ Washer
(x34 needed)

2x12 Cedar Lumber
- Grain of Wood to be Down as Shown

- End Cuts to be Filleted to Match Those
Produced from Factory on Lumber

- Do Not Fillet Lumber Where 45 Degree
Mitre to Occur

- Cedar to be Sanded Down with a 180
Grit Sand Paper to Eliminate any Rough

Edges, Small Splinters Etc.

2 1/2" x 2 1/2" Aluminum
Powder Coat Post

10mm Tempered Glass Insert

76

(of post)
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Fencing w/ Bar Top
1:1511

Kildonan Park Golf Course Patio Renovation
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2021 Main Street
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