256'-6"

57'-0"

28'-6"

TEN STOREY TOWER
266 GRAHAM AVENUE

CONNECTOR ROOF

POLICE HEADQUARTERS
245 SMITH STREET

/"1 \ROOF PLAN

@ 1/16” = 1'=0"

TS

DRILL 3/8"@ HOLES IN ALUMINUM
PANEL. INSTALL 1/4” TRAXX STEEL
ALLOY CLIMASEAL ACR FINISH SCREWS

AT +20” o/c. C/W 1” UHMW +
STAINLESS STEEL WASHER

APPLY LOCTITE
TO SCREWS

/5 \TYPICAL WINDOW SILL

- - * -

\ EXISTING HAT CHANNEL OR

, Z—GIRT BEHIND ALUMINUM
4t PANELS (SITE CONFIRM

LOCATIONS)

3 3 .

20+ x NEW FASTENER

LOCATIONS

/"6 \DETAIL PANEL ELEVATION

@ 1/2" = 1'=0"

NOTES:
o PILOT HOLE TO CONFIRM HAT CHANNEL OR Z-GIRT
LOCATIONS.

o MINIMUM 3 SCREWS AT CORNER PANELS
« DRILL 3/8"@ HOLE THROUGH PANEL. SCREWS TO
BE "SNUG-TIGHT" ONLY ON PANEL FACE.

APPLY LOCTITE
TO SCREWS \

EXISTING PRE—FINISHED
METAL CAP FLASHING

EXISTING FASTENERS TO

\

|

REMAIN UNDISTURBED

DRILL 3/87@ HOLES IN ALUMINUM CAP
/ FLASHING. INSTALL 1/4" TRAXX STEEL

ALLOY CLIMASEAL ACR FINISH SCREWS
AT £20" o/c. C/W 1" UHMW +
STAINLESS STEEL WASHER

———— EXISTING PRE-FINISHED ALUMINUM

PARAPET DETAIL

APPLY LOCTITE

TO SCREWS

PANEL CLADDING

DRILL 3/8"¢ HOLES IN ALUMINUM

PANEL. INSTALL 1/4" TRAXX STEEL

AT £20" o/c. C/W 1" UHMW +
STAINLESS STEEL WASHER

—=———— EXISTING PRE-FINISHED ALUMINUM
PANEL CLADDING

/"3 \PANEL CONNECTION

APPLY LOCTITE —
TO SCREWS

DRILL 3/8°¢ HOLES IN ALUMINUM
/ PANEL. INSTALL 1/4” TRAXX STEEL

AT 20" o/c. C/W 1" UHMW +

STAINLESS STEEL WASHER

/ 4 \TYPICAL WINDOW HEAD

ALLOY CLIMASEAL ACR FINISH SCREWS

ALLOY CLIMASEAL ACR FINISH SCREWS

The General Contractor shall check & verify all dimensions and report any errors or omissions to the designers.
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