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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 588-2015
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McPHILLIPS PUMPING STATION - LOGAN ACCESS

PLAN & DETAILS

1-0640A-F0003-001

GFC

DML

WRJ

BWB

AS SHOWN

AS SHOWN

W130024-PL-03.DWG

AUTOMATED SECURITY GATES & PAVEMENT

WORKS - McPHILLIPS PUMPING STATION &

PLINGUET YARD

13/11/16

Member

COOLIDGE

G.F.

24465

A 14/07/17 GFCISSUED FOR CLIENT REVIEW

36-006

232.366m

D.B.M.-11.6 m S. of S. wall of McPhillips St. pumping

station, 10.4 m W. of line of E. wall of Bldg.

LOGAN AVENUE

McPHILLIPS PUMPING STATION SITE PLAN (LOGAN ACCESS)

SCALE:  1:200
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B 16/01/13 GFCISSUED FOR REVIEW

C 16/02/05 GFCISSUED FOR TENDER
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REMOVE AND SALVAGE

EXISTING FENCE AND GATES

TERMINAL POST ENSURE

MAX 150 mm GAP

2
.
0
0

INSTALL 2.43 m HIGH CHAINLINK FENCE

C/W 3 STRANDS OF BARBED WIRE

INSTALL 2.44 m HIGH MANUAL CHAINLINK

GATE C/W 3 STRANDS OF BARBED WIRE

TERMINAL POST ENSURE

MAX 150 mm GAP

50 GAS

750 CS

300 WM

HYDRO

SL

1220 AQUEDUCT

HYDRO

MTS

350 WM

750 CS
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EXISTING VALVE CHAMBER

EXISTING 1.52 m

HIGH FENCE
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15.088

3.687.683.72

PILE 0+506.597

O/S 6.550L

PILE 0+512.296

O/S 6.652L

2.44 m (8') HIGH x 5.10 m WIDE MANUAL CHAINLINK GATE

SCALE:  1:50

0 1.0 2.0 3.0m0.5

5100 mm

GATE ADJUSTMENT ASSEMBLY

114.3mm OD x 6.35mm ROUND

HOLLOW SECTION

101.6mm OD x 6.35mm ROUND

HOLLOW SECTION

600Ø CONCRETE

PILE 3.66 m DEEP

219.0 mm OD x 11.3 mm ROUND

HOLLOW SECTION HINGE

POST TO BOTTOM OF PILE,

CONCRETE FILLED

3 STRANDS OF BARBED WIRE

200 mm x 200 mm x 6.35 mm

PLATE GATE STOP (TYP)

600Ø CONCRETE

PILE 3.66 m DEEP

63.5 mm x 63.5 mm X 4.78 mm

SQUARE HOLLOW SECTION

60.3 mm OD x 3.91 mm

ROUND HOLLOW SECTION

114.3mm OD x 6.35mm ROUND

HOLLOW SECTION

2
4

4
0

 
m

m

168.3 mm OD x 11.3 mm ROUND

HOLLOW SECTION GATE

POST TO BOTTOM OF PILE,

CONCRETE FILLED

FABRIC


