
RE-LOCATE SIGNAL

SEE CIVIL

BLACK GRANITE MULCH AT

EXST. TREES - SEE SPECS.

CIP CONC. CURB

FROM RAMP TO

BUILDING CORNER
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111 MARKET RAMP

CIP CONC. SIDEWALK TO

CW 3310 & SD 228A
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4 VICTOR STANLEY SURFACE

MOUNTED BENCHES

SEE DTL. 5/L4.1

TREE VAULT AT EXIST.

TREES SEE SPECS.

INDICATOR STRIP -

ENDICOTT PAVER

SEE DTL. 2/L4.1

ENTRY PAVING

SEE DTL. 1/L4.1

2 MAGLIN WALL MOUNTED

BENCHES - SEE SPECS.

RETAIN, PROTECT & PRUNE EXISTING

TREES (TYP.) SEE SPECS.

GRANITE PAVERS - SEE CIVIL

CURB RAMP W/TACTILE

WARNING TILE - SEE

DTL. 4/L4.1

PEDESTRIAN

CROSSING SEE

CIVIL

TREE VAULT SEE

SPECS.

CURB RAMP W/TACTILE

WARNING TILE SEE DTL. 4/L4.1
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EXISTING SIGN TO BE

RETAINED & PROTECTED

1 MAGLIN WALL

MOUNTED

BENCH - SEE SPECS.

TREE VAULT AT EXIST.

TREES SEE SPECS.

BLACK GRANITE MULCH AT

EXST. TREES - SEE SPECS.

CURB RAMP W/TACTILE

WARNING TILE SEE DTL. 4/L4.1

INDICATOR STRIP - ENDICOTT

PAVER - SEE DTL. 2/L4.1

ENTRY PAVING

SEE DTL. 1/L4.1

NEW PLANTING MEDIUM

REMOVE TREES, PLANT MATERIAL

& TOPSOIL (TYP.)

3 x 12mm DEEP

SAW CUTS AT

1.2m O.C. (TYP.)

CIP CONC.

SIDEWALK TO CW

3310 & SD 228A

TREE VAULT AT EXIST.

TREES SEE SPECS.

PLANTING MEDIUM (TYP.)

3 x 12mm DEEP SAW

CUTS AT 1.2m O.C. (TYP.)

RETAIN, PROTECT &

PRUNE EXISTING TREES

(TYP.) SEE SPECS.

INDICATOR STRIP - ENDICOTT

PAVER - SEE DTL. 2/L4.1
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2 HOOP BIKE RACKS FIELD

LOCATE - SEE SPECS.

3 HOOP BIKE RACKS FIELD

LOCATE - SEE SPECS.

1

NEW PLANTING MEDIUM

REMOVE TREES, PLANT

MATERIAL & TOPSOIL (TYP.)

WASTE RECEPTACLE

SEE SPECS.

2 MAGLIN WALL MOUNTED

BENCHES. SEE SPECS.

3 x 12mm DEEP SAW CUTS @ +/- 750 O.C.

CONFIRM LOCATIONS & SPACING

W/CONSULTANT IN THE FIELD

INDICATOR STRIP -

ENDICOTT PAVER

SEE DTL. 2/L4.1

3 x 12mm DEEP SAW CUTS

AT 1.2m O.C. (TYP.)

2 MAGLIN WALL MOUNTED

BENCHES - SEE SPECS.

CIP CONC. SIDEWALK TO

CW 3310 & SD 228A

1 VICTOR STANLEY SURFACE

MOUNTED BENCH

SEE DTL. 5/L4.1

CIP CONC. SIDEWALK

TO CW 3310 & SD 228A

2 MAGLIN WALL MOUNTED

BENCHES - SEE SPECS.

PEDESTRIAN CROSSING

SEE CIVIL

CURB RAMP W/TACTILE

WARNING TILE

SEE DTL. 4/L4.1

CURB RAMP W/TACTILE

WARNING TILE SEE DTL. 4/L4.1

1 VICTOR STANLEY SURFACE MOUNTED

BENCH - SEE DTL. 5/L4.1
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RE-LOCATE 2 STITSVILLE LIGHTS

775mm FROM FACE OF CURB

SEE DTL. 8/L4.1

CIP CONC. CURB

FROM RAMP TO

BUILDING CORNER

1

RORIE FROM MARKET TO BANNATYNE - MATERIALS PLAN

: 1:200L1.1

GRANITE PAVERS IN

CONC. BLOCKOUT - SEE

CIVIL

APPROX LIMIT OF

CONSTRUCTION

MATERIALS LEGEND:

BLACK GRANITE MULCH

INDICATOR STRIP - SEE

DTL. 2/L4.1

CIP CONC SIDEWALK SIM

TO CW3310 & SD228A

BENCH - WALL MOUNTED

EXISTING LIGHT

STANDARD

PLANTING BED

EXISTING TREES TO

BE RETAINED &

PRUNED

SAW CUT

BENCH - SURFACE MOUNTED

SEE DTL. 5/L4.1

GENERAL NOTES

1. REFER TO CIVIL ENGINEER'S DRAWINGS FOR DEMOLITION, LAYOUT AND GRADING INFORMATION.

2. ALL UTILITIES ARE SHOWN AS INFORMATION ONLY. CONTRACTOR TO CONFIRM LOCATION OF ALL

UTILITIES ON SITE PRIOR TO CONSTRUCTION.

3. CONTRACTOR SHALL PROVIDE QUALIFIED CREW TO LAY OUT STREETSCAPING ELEMENTS. THE

CREW SHALL BE EQUIPPED WITH ALL THE NECESSARY EQUIPMENT TO PROVIDE HORIZONTAL AND

VERTICAL LAYOUT IN ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS.

4. CONTRACTOR TO STAKE OUT LOCATION OF ALL WORKS FOR APPROVAL BY CONTRACT

ADMINISTRATOR PRIOR TO ANY REMOVALS OR CONSTRUCTION.

5. CONTRACTOR SHALL CONFIRM ALL DIMENSIONS ON SITE  AND REPORT ANY DISCREPANCIES TO

THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.

6. DURING CONSTRUCTION CONTRACTOR TO PROTECT TO CITY OF WINNIPEG STANDARDS ALL

EXISTING TREES, SIDEWALKS, CURBS, UTILITIES AND PAVING TO REMAIN. AREAS DAMAGED DURING

CONSTRUCTION TO BE REPAIRED TO CITY OF WINNIPEG STANDARDS AT NO COST TO THE CITY.

7. CONTRACTOR IS RESPONSIBLE FOR ALL REMOVALS AS REQUIRED TO CONSTRUCT ALL WORKS AS

SHOWN ON THE DRAWINGS. ALL ITEMS TO BE REMOVED MUST BE DISPOSED OF LEGALLY OFF SITE.

ALL ITEMS DESIGNATED FOR RE-USE SHALL BE CAREFULLY REMOVED AND STOCKPILED IN A

PROTECTED PLACE - SEE SPECIFICATIONS.

8. ALL WORK TO BE DONE IN ACCORDANCE WITH CITY OF WINNIPEG STANDARD CONSTRUCTION

SPECIFICATIONS UNLESS OTHERWISE INDICATED.

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

JULY 21, 2015

JHISSUED TO U/G STRUCTURES FOR REVIEW 21/7/15

JHISSUED FOR TENDER 28/07/15

L1.1

MATERIALS PLAN

SURVEY LEGEND:

RORIE FROM MARKET TO BANNATYNE
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