
REGRADE EXIST. DITCH

AS REQUIRED

MATCH EXIST.

GRADE

PLAIN EXIST. ASPHALT

MIN. DEPTH 50mm

RENEW EXIST. ASPHALT

PATH COMPLETE WITH

DETECTABLE WARNING TILES

INSTALL NEW MONOLITHIC CURB

AND SIDEWALK COMPLETE WITH

DETECTABLE WARNING TILES

INSTALL NEW 600mm

SPLASH STRIP

REMOVE EXIST. CONCRETE

AND INSTALL NEW 230mn

PLAIN DOWELED CONCRETE

REMOVE EXIST. BARRIER CURB

AND BULLNOSE AND INSTALL

NEW BARRIER CURB COMPLETE

WITH SPLASH STRIP AND

BULL NOSE

REMOVE EXIST. LIP CURB AND INSTALL

NEW BARRIER CURB COMPLETE

WITH SPLASH STRIP

ASPHALT PLAINING AND

OVERLAY LIMIT

230mm CONCRETE PAVEMENT WIDENING

MATCH EXIST. PAVEMENT STRUCTURE OR

TO BE DETERMINED BY CONTRACT ADMINISTRATOR

REGRADE EXIST. DITCH

AS REQUIRED

ASPHALT OVERLAY

MIN 80mm-100mm DEPTH

(TYP)

ASPHALT PLAINING AND

OVERLAY LIMIT,

MATCH EXIST GRADES

LAGIMODIERE BLVD
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