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238.80 238.80
NOTES
1.  ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.
3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
238.40 238.40 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.
0+632.500 . 50:223'3(5)8 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
o N SW EL 237.875 : PROTECT EXISTING TREES WITHIN THE LIMITS OF
0+627 487 NORTH BACK OF SIDEWALK CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
0+615.434 N SW EL 237.781 0+687.500 ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
N SW EL 237.848 S NORTH PROPERTY LINE N SW EL 237.831 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
. SOUTH PROPERTY LINE UTILITIES/SERVICES IN THE FIELD PRIOR TO
N SW EL 237.651 0+692.500
238.00 & NSWELS 238.00 CONSTRUCTION.
' & ‘., .7y ' 6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
‘4 L3, 0+695.534 CB SD-025 OFFSETS ARE DIMENSIONED O/C.
2 N SW EL 237.632 7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
S1.730, REMOVED. MATCH RECONSTRUCTION LIMITS.
0
J, 8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING
EX CENTRELINE 5 TRAFFIC MANAGEMENT.
EX NORTH GUTTER _’% o — oS — ——— — 9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED
Ex SOUTH GUTTER — -3 on K= (SD-018). REFER TO BID OPPORTUNITY FOR FURTHER
237.60 S oS 237.60 REQUIREMENTS.
T — 10. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN
FE55654 S T GEODETIC ELEVATIONS.
S GUT EL 237.675 ——_ 11. MODIFIED BARRIER CURB & GUTTER INLET FRAME &
0+610.000 CL EL 237.651 COVER TF-122.
CL EL 237.650 N GUT EL 237.635
N GUT EL 237.550
0+682.670
0,
S GUT EL 237,550 0+647.500 CL EL 237.579
N SW EL 237.775 S GUT EL 237.479
237.20 237.20
CENTRELINE 0+649.466 0+662.000
NORTH & SOUTH GUTTER N SW EL 237.681 CL EL 237.390
N GUT EL 237.290
S GUT EL 237.290
236.80 PAVEMENT PROFILE 236.80
CHAINAGE Al
ALONG & l i _VERTICAL SCALE: 1:10 | L 4
PAVEMENT © ® = ° ¥
i z 0 01 02 03 04 05m x x
IS ' 30.480
| BELLA GHITA FITNESS INC / INSAHYU TRAINING & THERAPY | |3 | 59450 -
SAULTEAUX CRESCENT HORRILL CONSTRUCTION LTD : 15 10.058 | , 10.211
| 1#250 o | 762 »
RENEW 200mm CONCRETE ) é HI/}; | @ ! 1.50 >
| APPROACH (SD-232) TYP INSTALL DETECTABLE @ o 0 a) — <
( ) TYP. WARNING TILE R > | = N
RENEW 200mm CONCRETE GRADE BREAK REQUIRED FOR o e O'T) QZ) Ok IB CP #2 0+732.079 m
, GRADE BREAK REQUIRED FOR S | o© ==
| SW CROSSING 0+662.000 O/S 5.000 L @ \ S < =
ADJUST EX MH F&C (TYP) | NEW 100 mm CONCRETE INSTALL 1800 DP CB (SD-024) C/W TF-122 \ © 7)
| e CAUTION FO SIDEWALK (TYP) RIM EL 37.290, 1500 W&E INV 36.390 \ o
2500 S INV 35.640, BOT EL 35.040 A s
3 ‘. 2 o N CAUTION GAS| = CIW 2500 x 5.4 SSP @ 8.3% . \( O b o 3
o | $ | % S 3 2 R RRS CONNECT TO EX 4508 CONC LDS & \ < @ N PL 24.384 S PL
T~ ASPHALT N el N ASPHALT < | 0+664.000 @ INV +35.19 p ~ Q |
g L V #250 ' ,/ u'_-'_-_'.-_.'_-:_-_.‘SZ.668,-_-_'_-_-__-_.-_ll' ' : '/'/ - 7 HYDRO / ' ./—ADJUST EX MH .F.&C (T,YP) \\\ \L;y - | — 7.192 — — 10.000 — — 7.192 |
ok l T TBTS ) -."/-.‘(_37.775 YBT68D &||  BTBE - e / . e e (B LOB0 e e (31831 - BT.TT5 | 37.632. / AN ' |2 €2, ' - ' =
= | R I REMOVE EX CB & N ° EXISTING | [[EXISTING
a ~ GROUND
' o < ABANDON LEAD ot ] N GROUND
L ' 250 CONC WWS—— — <8 % - - - - ak > - — ~ - 250 CONC WWS 2-8%
L Q8 < Rr36.90 - S NG e -
| & o / F -' ———!/ \.\ \ D —" S P —
@E} (37-4155 37.535 .................................
', (37.290) $ / . ¥ REGRADE & RESOD C/W
l : ¢ L e S S S S IMPORTED TOPSOIL AS
4.2 5.0 4.0 4.0 5.0 5.0 4.1 A1 45 5.0 \\ ‘ 5.0 |38 | | ; 100 CONCRETE SIDEWALK _r/ e . REQD (TYP)
(TYP) 3 S|(TYP) 8] (TYP) x| (TYP) (TYP) e | 0 r 50 - 20 mm BASE COURSE ) ‘
(37.650 1 1 = 2 &—450 CONC LDS—H37.390"— —G7.57D 1 37.651 —t5 )< 1 450 CONC LDS = . (TYP) 0.450 | 200 REINFORCED CONC PAVT SUITABLE SITE
S S | m T | S —| =—=32%| 75 - 20 mm BASE COURSE FILL (TYP)
I \ 150 - 50 mm CRUSHED SUB-BASE
i l / 0+699.654 LIMIT OF 150 SUBDRAIN (SD-245) AT 450 - 150 mm CRUSHED SUB-BASE 180 mm MODIFIED
37550 37290 Y, 7 37675  RECONSTRUCTION LOCATIONS SHOWN IN PLAN SEPARATION GEOTEXTILE FABRIC INTEGRAL BARRIER
O —0 — = MATCH EX GRADES ] S PREPARED SUBGRADE CURB (SD-203B)
o Q s | —
5 R & 1 | I ke | ) h
S , U | ) | | p - | TYPICAL PAVEMENT SECTION
o o { N { ' \ \ 150 @ x 6.00 m SUBDRAINS % Pz '
< \ . / """ \—\ - /.\{ . S_H/:\/I\gsl:o . \ """ - L,\ C/W PLUGGED ENDS (TYP) """ \ . / CONCRETE PAVEMENT STRUCTU RE
= —A \ SO i C \ A\ ) \ SCALE: NTS
7)) . .. . - —MTS °
, v \ B N \ \ L\ C VR -
Z ASPHALT 3 S 8| 8¥8|&| 2 [CAUTION GAS}— / G
- — NE Al N | | : =
T ~ = - CAUTION FO ' ! / T -
O [CAUTION MTS REMOVE EX CB, CP & DSP o—] | -SHAW FO + e
i 0
|<T: CAUTION Fol AND ABANDON LEAD g (L Q // % a L
= O O 1
= 0+662.000 O/S 5.000 R 8 =p\& 3 | 2 & »
RENEW 200mm CONCRETE INSTALL 1800 DP CB (SD-024) C/W TF-122 o) Q o\ O / S O -
APPROACH (SD-232) TYP. RIM EL 37.290, 1500 W&E INV 36.390 ; o) © 3 3 3
MATCH EX GRADES 2500 N INV 35.640, BOT EL 35.040 z | O N T ’ <
C/W 2500 x 5.1 SSP @ 8.6% 5 S | | (- 0950
CONNECT TO EX 4500 CONC LDS 7.62 | I | 74 4.23 = -
0+663.000 @ INV £35.20 o I %:Gn
@ 15.24 : - o 7.32 = _ |
MULTI-UNIT COMMERCIAL BUILDING PLAN : %\& | Certificate of Authorization
METRI C #251 SCALE: 1:250 | > | / MORRISON HERSHFIELD
e E— No. 1736
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES 0 5 10 15m BID OPPORTUNITY No. 163-2016
- " S.E. Cor. M St. & Sault Cres., Thlt. in N. '
GAS O MANHOLE [ ) CONCRETE PAVEMENT LOCATION APPROVED E’LAEV 2280;3;17 o ?;und‘gﬁé’n o 7337“Me;l;>; S{fsz e 20.1 . PROFESSIONAL'S SEAL @ T H E C ITY O F WI N N I P E G
- _@' MTS / PEDESTAL D CATCH BASIN / CATCH PlT . CONC SIDEWALK / MEDIAN UNDERGROUND STRUCTURES ’ m below Conc. blocks of N.W. Cor. of Bldg- .
—— & HYDRO / CABINET A CURB INLET WITH BOX A ASPHALT PAVEMENT MORRISON HERSHFIELD N\ PUBLIC WORKS DEPARTMENT
- S CATV / FIBRE OPTIC S TREE PAVING STONE QU ggl;m#/TGEETRUCTURES DATE V Vll’lﬂlpeg ENGINEERING DIVISION
— — -© | TRAFFIC SIGNALS/PIT 4 TH-12 TEST HOLE GRAVEL EETNERTEE e
— . Sl . DESIGNED CHECKED CITY DRAWING NUMBER
- - _ p— _ p— .
LAND DRAINAGE SEWER - PROPERTY LINE == RAMP CURB L OGATION OF UNDERGROUND STRUCTURES o RPB o WRJ 2016 LOCAL STREETS PACKAGE /A
—— — —— | SANITARY/COMBINED SEWER | == o= cm— SURVEY BAR PLANING / REMOVAL AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO DRAWN APPROVED SAU LT EAUX C RESC E NT SHEET OF
— CB LEAD / SSP/ DCP —_— - FENCE GUARANTEE IS GIVEN THAT ALL EXISTING BY KMB BY BWB MURRAY PARK RD TO MORAY ST 6 13
- WATER MAIN — . e — — BOC / EDGE OF PAVEMENT UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF RELEASED FOR CONSTRUCTION DRAWING No. REV
= SUBDRAIN e 33.000 ELEVATION 33.333 EXISTENCE AND EXACT LOCATION OF ALL B | ISSUED FOR TENDER 160207 | ree | HORSCALE 1:250 e CONCRETE RECONSTRUCTION
- DITCH ~ TRAFFIC SIGN SERVICES MUST BE OBTAINED FROM THE VERT SCALE 1:10 HORIZONTAL AND VERTICAL ALIGNMENT
INDIVIDUAL UTILITIES BEFORE PROCEEDING A | ISSUED FOR CLIENT REVIEW 16/03/01 | RPB ' W160001-Saulteaux-PP-06.dwg 6 B
EXISTING LEGEND - PLAN NEW EXISTING LEGEND - PLAN NEW EXISTING LEGEND - PLAN NEW WITH CONSTRUCTION. No. | REVISIONS YYMMDD | BY | DATE 16/01/27 DATE ' 0+610 TO MORAY ST




