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0+117.221

CL EL 232.514

0+147.500

CL EL 232.666

0+204.680

CL EL 232.380

0+117.215

W GUT EL 232.542

W GUT EL 232.446

W GUT EL 232.566

W GUT EL 232.280

0+122.373

W SW EL 232.503

0+127.000

W SW EL 232.685

0+147.500

W SW EL 232.787

0+156.000

W SW EL 232.786

0+217.807

W SW EL 232.508

0+195.000

W SW EL 232.591

0+215.000

W SW EL 232.543

0+117.227

E GUT EL 232.486

E GUT EL 232.566

0+123.500

E GUT EL 232.446

E GUT EL 232.280

EAST (LEFT) PROPERTY LINE

EAST (LEFT) & WEST (RIGHT) GUTTER

CENTRELINE

EX EAST (LEFT) GUTTER

EX WEST (RIGHT) GUTTER

EX CENTRELINE

WEST (RIGHT) PROPERTY LINE

WEST (RIGHT) BACK OF SIDEWALK
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EXISTING

GROUND

VARIES

PLPL

10.000 VARIES

3.750

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

200 REINFORCED CONC PAVT

75 - 20 mm BASE COURSE

150 - 50 mm SUB-BASE

300 - 100 mm SUB-BASE

SEPARATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

SUITABLE SITE

FILL (TYP)

1.25

0.750

TYP

0.450

TYP

2%

2-8%

3.7501.25

2%

2-8
%

VARIES

2-4
%

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

REQ'D (TYP)

100 CONCRETE SIDEWALK

50 - 20 mm BASE COURSE

(TYP)

VARIES1.50

TYPICAL PAVEMENT SECTION

CONCRETE PAVEMENT STRUCTURE

SCALE: NTS

EXISTING

GROUND

180 mm MODIFIED

INTEGRAL BARRIER

CURB (SD-203B)

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED

OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO

BOC. CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO BID OPPORTUNITY FOR FURTHER

REQUIREMENTS.

10. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

11. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.
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0+121.616 O/S 7.841 R

1800 DP CB SD-024, C/W TF-100 F & C

RIM EL 32.405, 150 N & S INV 31.330

250  N  INV 30.755, BOT EL 30.155

C/W 250 Ø x 2.0 SSP @ 2.0%

CONNECT TO EX 250 SSP
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EXISTING MTS PEDESTAL

TO BE RELOCATED AND

COVERTED TO A VAULT

(BY OTHERS)

0+121.615 O/S 7.878 L

1800 DP CB (SD-024), C/W TF-100 F & C

RIM EL 32.402, 150 N&S INV 31.327

250 N INV 30.752, BOT EL 30.152

C/W 250 Ø x 17.0 SSP @ 4.0%

& 1.0 VERTICAL RISER

CONNECT TO EX 900 CONC LDS

0+104.612 @ INV ±28.24

INSTALL DETECTABLE

WARNING TILE (TYP)

0+117.221 LIMIT OF CONCRETE

RECONSTRUCTION

MATCH EX GRADES

CONTRACTOR TO MILL 1.00 m WIDE

HEADER & OVERLAY, MATCH EX GRADES

NEW 100 mm CONCRETE

SIDEWALK (TYP)

REMOVE EX CB &

2.0 m OF LEAD

 MODIFIED BARRIER

CURB (INTEGRAL),

SD-203B (TYP)
200 mm REINFORCED

CONCRETE APPROACH

(TYP)

REPLACE PATIO

 BLOCK SIDEWALK

REPLACE PATIO

 BLOCK SIDEWALK

INSTALL 50 mm  MH

LIFTER RING

150 Ø x 6.00 m SUBDRAINS

C/W PLUGGED ENDS (TYP)

ADJUST EX

GV (TYP)
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EXISTING TERASPAN CABLE TO BE

EXPOSED BY HYDROVAC METHODS AND

LOWERED TO BOTTOM OF SUBCUT

CONTROL LINE - CURVES

CURVE

C1

RADIUS

25.299

LENGTH

39.719

DELTA

89°57'19"

TANGENT

25.279

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB

33.333

H

M

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 181-2016

2016 LOCAL STREETS PACKAGE

ENGINEERING DIVISION

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250

1:10

9
W160015-Trottier-PP-01.dwg

9

HORIZONTAL AND VERTICAL ALIGNMENT

CHEVRIER BV TO STA 0+220

14

RPB

DML

WRJ

BWB

76-010

232.275 m

S. side Chevrier Blvd., W. of Hervo St., Tblt. in N. Conc.

foundation of No. 1238 Chevrier Blvd. (Pitt Leather Ltd.),

3.3 m E. & 0.1 m below brick of N.W. Cor. of Bldg.

16/04/19

RPBISSUED FOR CLIENT REVIEWA 16/04/19
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

CHAINAGE

ALONG  L

PAVEMENT

C

N/A

PLAN

SCALE:  1:250

0 15m105

PAVEMENT PROFILE

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m
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