SAWCUT THROUGH ENTIRE
THICKNESS OF SLAB. PROVIDE
NEW EPOXY GROUTED DOWELS
ALL AROUND.

SLAB ON GRADE REPLACEMENT

MIN. 3" TOP SURFACE REMOVAL 14"+

———— PROVIDE CONSTRUCTION HOARDING
ALONG NORTH EDGE OF TRENCH

REFER TO PLAN FOR EXTENTS

REMOVE AND REPLACE
SOUTH TRENCH ANGLE.

EXTENT APPROXIMATELY 24"
BEYOND SOUTH TRENCH EDGE

REMOVE EXISTING CONCRETE MfNIMUM

3" INTO TRENCH WALLS ALONG
SOUTH TRENCH EDGE.

EXISTING REINFORCING STEEL TO REMAIN.
PROVIDE SUPPLEMENTAL REINFORCING AS
DIRECTED BY CONTRACT ADMINISTRATOR

EPOXY DOWEL 2-10M BARS @ 24" o/c —
2—-15M CONTINUOUS

AND BRACING AS REQUIRED TO
COMPLETE CONCRETE REPAIRS

/ PROVIDE PLYWOOD FORMWORK
ALONG REPAIR TRENCH.

EXISTING 8" CONCRETE SLAB ON
COMPACTED GRANULAR FILL r/w
6x6/4x4 WW MESH TOP AND BOTTOM
4 MIL POLYTHENE VAPOUR BARRIER

EDGE SUPPORT ANGLE ALONG
/ NORTH TRENCH EDGE TO REMAIN.
4 /

EXISTING #4 @ 12" o/c

ALONG EXTENT OF WORK.

MIN. 6"
EMBEDMENT

EPOXY GROUT NEW 5/8"¢ SMOOTH
EPOXY COATED DOWELS ALONG NEW

SLAB PERIMETER @ 12" o/c. GREASE

EXPOSED END OF DOWEL TO INHIBIT
BOND TO CONCRETE.

SLOPE NEW CONCRETE
TO MATCH EXISTING

(FIXED PRICE)

FORM JOINT IN PLASTIC
CONCRETE ONE THIRD OF SLAB
DEPTH. UPON 28 DAY CURE
CUT JOINT TO J6"X%" REGLET.
PRIME REGLET, INSTALL BOND
BREAKER TAPE AND CONTINUOUS
BEAD OF SEALANT.

SAWCUT EXISTING CONCRETE
SLAB FULL DEPTH

INSTALL NEW 10M @ 12" o/c
EACH WAY TOP AND BOTTOM

NEW 5/8"¢ SMOOTH EPOXY COATED
DOWELS @ 12" o/c. GREASE ONE E
OF DOWEL TO INHIBIT BOND TO

CONCRETE.

TERMINATE SLAB REINFORCING

COMPACT EXISTING BASE TO PROVIDE

MINIMUM 95% S.P.D.D. PROVIDE
ADDITIONAL COMPACTED FILL SHOULD
VOIDS BENEATH SLAB BE FOUND.

EXISTING VAPOUR BARRIER TO

PLACE NEW 10 MIL POLYETHLYNE REMAIN.

VAPOUR BARRIER OVER OPENED
GRANULAR AREAS. LAP AND SEAL MIN.

6"t WITH EXISTING WHERE POSSIBLE.

/ 2\ SECTION

w NTS.  (FIXED PRICE)

— COMPLETE FULL DEPTH SAWCUTTING OF SLAB REPLACEMENT AREA INTO

MANAGEABLE SIZES.

— DEMOLITION OF SLAB ON GRADE SECTION AND INFILL OF SLAB TO TAKE

PLACE OVERNIGHT.

ND FORM JOINT IN PLASTIC CONCRETE
ONE THIRD OF SLAB DEPTH. UPON 28
DAY CURE RECUT JOINT TO %'X5"
REGLET. PRIME REGLET, INSTALL BOND
BREAKER TAPE AND CONTINUOUS BEAD
OF SEALANT.

5 s’ % xfzﬁ\mﬁ

COMPACT EXISTING BASE TO PROVIDE

AT CONTROL JOINTS

MINIMUM 95% S.P.D.D. PROVIDE
ADDITIONAL COMPACTED FILL SHOULD
VOIDS BENEATH SLAB BE FOUND.

/3 \TYPICAL CONTROL JOINT DETAIL

S4.1 / NTS.  (FIXED PRICE) (FIXED PRICE)

EXISTING #4 REINFORCING BARS

REMOVE EXSTING STEEL DIAGONAL ANGLE EDGE SUPPORT

WELD 1/2"x3/4" STEEL BAR ALONG EACH
ANGLE FACE. STEEL BARS & FIELD WELDING
TO BE COMPLETED BY CITY OF WINNIPEG.

GALV L3"x2"x 1/4" (LLV) PERIMETER
ANGLE SURROUNDING VENT OPENING.
PROVIDE WELDED 3/8¢ x 4" LONG
NELSON STUD ALONG EACH FACE. -

ANGLE TO BE SUPPLIED BY CITY OF
WINNIPEG.

EXISTING TRENCH EDGE ANGLE SUPPORT
L11/2"x11/2" x 1/4 BACK TO
BACK WITH INVERTED 3" x 3" x 1/4”
TRENCH EDGE ANGLE SUPPORT.

REMOVE AND REPLACE WITH NEW ANGLE
ASSEMBLY. ANGLES TO BE SUPPLIED BY
CITY OF WINNIPEG.

/A \ SECTION
w 3" = 1"-0"

REINSTALL EXISTING VENT COVER

GALV L3"x2"x 1/4" (LLV) PERIMETER ANGLE
SURROUNDING VENT OPENING. PROVIDE
WELDED 3/8" x 4" LONG NELSON STUD
ALONG EACH FACE. ANGLE TO BE SUPPLIED
BY CITY OF WINNIPEG.

<
LIMIT LAP OF DUCT BEHIND AND

TO ANGLE VERTICAL LEG TO 1/2°
MAXIMUM.

CUT EXISTING VENT DUCTWORK TO
ACCOMMODATE NEW DUCTWORK ASSEMBLY.
FASTEN NEW 22 GA. GALVANIZED DUCT
LINE TO EXISTING VENT LINE WITH
SELF-TAPPING SCREWS. NEW GALVANIZED
DUCT LINES TO BE SUPPLIED BY CITY OF
WINNIPEG.

REPLACE ALL GRANULAR FILL AS
REQUIRED TO ACCOMMODATE
NEW DUCTWORK INSTALLATION.

/\sr-:cnoN —VENT PENETRATION

W11/Z = 1'-

WELD 1/2"x3/4" STEEL BAR ALONG EACH
ANGLE FACE. STEEL BARS & FIELD WELDING
TO BE COMPLETED BY CITY OF WINNIPEG.

GALV L3"2"x 1/4" (LLV) PERIMETER
ANGLE SURROUNDING VENT OPENING.
PROVIDE WELDED 3/8°% x 4” LONG
NELSON STUD ALONG EACH FACE.

(UNIT PRICE)

REINSTALL EXISTING VENT COVER

GALV L3"x2"x 1/4" (LLV) PERIMETER ANGLE
SURROUNDING VENT OPENING. PROVIDE
WELDED 3/87¢ x 4" LONG NELSON STUD

ANGLE TO BE SUPPLIED BY CITY OF :Q ALONG EACH FACE. ANGLE TO BE SUPPLIED
WINNIPEG. n BY CITY OF WINNIPEG.
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LIMIT LAP OF DUCT BEHIND AND
TO ANGLE VERTICAL LEG TO 1/2"
MAXIMUM. /
R REPLACE ALL GRANULAR FILL AS
CUT EXISTING VENT DUCTWORK TO REQUIRED TO ACCOMMODATE NEW
ACCOMMODATE NEW DUCTWORK DUCTWORK [NSTALLATION.
ASSEMBLY. FASTEN NEW 22 GA. 7"+

GALVANIZED DUCT 'LINE TO
EXISTING VENT LINE WITH
SELF—TAPPING SCREWS. NEW
GALVANIZED DUCT LINES TO BE

FIELD FORM SHEET STEEL DUCTS
TO FIT OVER EXIST VENT OPENING

SUPPLIED BY CITY OF WINNIPEG.

75\ SECTION —VENT PENETRATION

S41 J11/2 = 10"

(UNIT PRICE)

4 N
The General Contractor shall check & verify all dimensions and
report any errors or omissions to the designers.
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