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CURB LANE

MEDIAN LANE

SOUTH ABUTMENT SIDEWALK

 CURB REPAIRS 3.83 m LONG,

SEE SHEET 02
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1

OHSS S-595 WEST PILE

CONCRETE REPAIR,

SEE DETAILS THIS SHEET

NORTH ABUTMENT SIDEWALK

CURB REPAIRS 2.5 m LONG,

SEE SHEET 02.

BRIDGE SIDEWALK CURB REPAIRS

AT VARIOUS LOCATIONS,

 TOTAL 25 m, SEE SHEET 02

SOUTH EXPANSION JOINT

REPLACEMENT, SEE SHEETS 06 - 08

NORTH EXPANSION JOINT

REPLACEMENT, SEE SHEETS 06 - 08

MEDIAN LANE CONCRETE BARRIER REPAIRS, SEE SHEETS 03 & 05

APPROXIMATE OUTLINE

OF NORTHBOUND STRUCTURE

SOUTH APPROACH ROADWORKS,

SEE SHEETS 09 - 11

NORTH APPROACH ROADWORKS,

SEE SHEETS 09 - 11
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MIDDLE LANE

SOUTHBOUND

CURB LANE CONCRETE BARRIER REPAIRS, SEE SHEETS 03 & 04

NOTE:

SEE SPECIFICATION E8. "TRAFFIC AND PEDESTRIAN

CONTROL" FOR TRAFFIC CONTROL WORK ZONE DETAILS

NORTH ROADWAY EXPANSION

JOINT REPLACEMENT, SEE

SHEETS 09 & 10.

NORTH APPROACH SLAB

REPAIRS, SEE SHEETS 09 & 11.

SOUTH APPROACH SLAB

REPAIRS, SEE SHEETS 10 & 11.

SOUTH ROADWAY EXPANSION

JOINT REPLACEMENT, SEE

SHEETS 10 & 11.

PEDESTRIAN HANDRAIL

S-595 OHSS WEST LEG

740 DIA. CONCRETE

PILE FOUNDATION

REMOVE DETERIORATED CONCRETE

TO SOUND CONCRETE OR MIN. 30mm

MIN. 20mm SAWCUT AROUND

PERIMETER OF REPAIR AREA

EXISTING GRADE

SIDEWALK CURB

1. SAWCUT MIN. 20mm AROUND PERIMETER OF

REPAIR AREA

2. REMOVE FRACTURED OR DETERIORATED

CONCRETE TO:

2.1. SOUND CONCRETE;

2.1. MIN. 30mm DEPTH, AND

2.2. IF REMOVALS EXCEED HALF DEPTH OF

REINFORCING BARS, THEN CONTINUE

MIN. 20mm PAST REINFORCING BARS

3. INSTALL 6 DIA. x 75mm S.S. SCREW

ANCHORS:

3.1. RANDOM PATTERN WITH MIN. 50mm

AND MAX 150mm SPACING,

3.2. 25mm PROJECTION, AND

3.3. MIN. 25mm CLEAR COVER

4. CLEAN CONCRETE REPAIR AREA AS

SPECIFIED AND APPLY BONDING AGENT

5. PLACE REPAIR MATERIAL AS SPECIFIED

1

-

OHSS S-595 WEST PILE CONCRETE REPAIR ELEVATION

1:20

C

L

SHAFT

& PILE

PILE REPAIR METHODS:

CONCRETE REPAIR

MIN. 20mm SAWCUT

AROUND PERIMETER

OF REPAIR AREA

A

-

6 DIA. X 75mm S.S. SCREW

ANCHOR (TYP.)

GROUT PAD REPAIR

EXISTING GRADE

OHSS 595 WEST LEG

PEDESTRIAN HANDRAIL

SIDEWALK CURB

1

-

SECTION

1:8

C

L

SHAFT

& PILE
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ST. JAMES SB KEY PLAN & OHSS S-595

CONCRETE REPAIR DETAILS

01

KEY PLAN

A

-

DETAIL

1:2

Date:No. 1789

JUNE 21, 2016

16-3513

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

JUNE 21, 2016

2016 BRIDGE MAINTENANCE - ST. JAMES

SOUTHBOUND BRIDGE REPAIRS
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