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PLAN - SOUTH EXPANSION JOINT PROPOSED

1:30

SIDEWALK EXPANSION

JOINT COVER PLATE

WEST SHOULDER BARRIER EAST SHOULDER BARRIER

WABOCRETE STRIPSEAL SE-400

EXPANSION JOINT ASSEMBLY
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SIDEWALK EXPANSION

JOINT COVER PLATE

WEST SHOULDER BARRIER

SIDEWALK CURB

EAST SHOULDER BARRIER
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PLAN - NORTH EXPANSION JOINT PROPOSED

1:30

WABOCRETE STRIP SEAL SE-400

EXPANSION JOINT ASSEMBLY
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SECTION - PROPOSED

1:30

7426 40184521535302

ELEV. 236.000 m

ELEV. 235.919 m

ELEV. 235.881 m

EAST

WEST

WABOCRETE SE-400

STRIPSEAL EXPANSION

JOINT ASSEMBLY

3

07

B
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08

SOUTH EXPANSION JOINT

100 WIDE PREFORMED EMSEAL BEJS (TYP.)

1

-

SECTION - PROPOSED

1:30

3

07

EAST

WEST

5449 5449

ELEV. 235.556 m

ELEV. 235.438 m

ELEV. 235.485 m

WABOCRETE SE-400

STRIPSEAL EXPANSION

JOINT ASSEMBLY

4601557306 460
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NORTH EXPANSION JOINT

100 WIDE PREFORMED EMSEAL BEJS (TYP.)
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NORTH

EXPANSION JOINT

REMOVE EXISTING WABO-MAURER STEEL

EXTRUSION TYPE A-2 (TYP.)

HIGH DENSITY

CONCRETE OVERLAY

CONCRETE

DECK SLAB

NORTH ABUTMENT

APPROACH SLAB

REMOVE EXISTING WABO-MAURER NEOPRENE SEAL

TYPE S500 NORTH ABUTMENT

TYPE S400 SOUTH ABUTMENT

533 x 305 x 20 THICK PLATE

AT 5 LOCATIONS

NORTH ABUTMENT ONLY

20 Ø x 225 ANCHOR

BOLTS AT 300 O/C (TYP.)

6

20 Ø x 216 MOLY PARABOLT

HIGH DENSITY

CONCRETE OVERLAY

TO BE REMOVED

CONCRETE

REMOVALS (TYP.)

CUT EXISTING ANCHOR

BOLTS FLUSH WITH

CONCRETE REMOVAL

7
5

(
T

Y
P

.
)

140

13mm FLEXCELL

200

EXISTING

NORTH

EXPANSION JOINT

7
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3

0

HIGH DENSITY

CONCRETE OVERLAY

CONCRETE DECK

NORTH ABUTMENT

APPROACH SLAB

3

6,7

SECTION

1:5

WABOCRETE SE-400

STRIP SEAL ASSEMBLY

FIELD INSTALL SEAL USING

WABO PRIMALUB ADHESIVE

NORTH EXPANSION JOINT SHOWN,

SOUTH EXPANSION JOINT SIMILAR

GAP DIMENSION "X"

SEE TABLE ON SHEET 08

WABOCRETE II POURED-IN-PLACE

ELASTOMERIC CONCRETE (TYP.)

INSTALL TEMPORARY

ASPHALT, REMOVE PRIOR

TO ASPHALT PAVING

PROPOSED

0 ISSUED FOR TENDER 6/21/16 RJT

B101-16-07

ST. JAMES SB EXPANSION JOINT LAYOUT -

PROPOSED

07

Date:No. 1789

JUNE 21, 2016

16-3513

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

JUNE 21, 2016

2016 BRIDGE MAINTENANCE - ST. JAMES

SOUTHBOUND BRIDGE REPAIRS

11

--

Member

TAYLOR

R.J.

32400

06/21/2016

NOTES:

1. DIMENSIONS AND ELEVATIONS OF EXISTING EXPANSION JOINTS ARE APPROXIMATE.

2. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ELEVATIONS OF EXPANSION JOINTS

PRIOR TO FABRICATION OF THE REPLACEMENT EXPANSIONS JOINTS.

3. DIMENSIONS SHOWN OF REPAIR AREAS ARE APPROXIMATE, LAYOUT ACTUAL REPAIR AREAS

WITH THE CONTRACT ADMINISTRATOR ON SITE.

4. SEE SPECIFICATION FOR REPAIR PREPARATION AND CONCRETE REPLACEMENT DETAILS.


