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NO WORK

50mm ASPHALT OVERLAY
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CONCRETE CURB (TYP.)

CONCRETE TRAFFIC BARRIER

S

I

D

E

W

A

L

K

CONCRETE TRAFFIC BARRIER

A
C

A
D

E
M

Y
 
R

O

A
D

O

F
F

-
R

A
M

P

APPROACH SLAB PARTIAL DEPTH

CONCRETE REPAIR (TYP.) SIZE VARIES,

SEE SHEET 11 FOR DETAILS

LIMITS OF CONSTRUCTION

LIMITS OF

CONSTRUCTION

REINFORCED CONCRETE

APPROACH SLAB

REINFORCED CONCRETE

APPROACH SLAB

SAWCUT 250 DEEP ON ROADWAY SIDE AND

REMOVE CONCRETE AND EXISTING SEAL
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BRIDGEROADWAY
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APPROACH SLAB
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ROADWAY EXPANSION JOINT
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50 mm WIDE EMSEAL BEJS,

RECESS 5mm BELOW CONCRETE

SURFACE

INSTALL STYROFOAM IN

VOID BELOW EMSEAL

REINFORCED CONCRETE

APPROACH SLAB

STYROFOAM

50 WIDE PREFORMED

EMSEAL BEJS
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CONCRETE BARRIER

PERMITTED EMSEAL

BEJS FIELD SPLICE

250 REINFORCED

CONCRETE

APPROACH SLAB

LIMIT OF SAWCUT

AND EMSEAL BEJS

BARRIER EMSEAL BEJS

ROADWAY EMSEAL BEJS

NORTH AND SOUTH ROADWAY EXPANSION JOINTS

(1 AT SOUTH APPROACH, 1 AT NORTH APPROACH)

PERMITTED EMSEAL

BEJS FIELD SPLICE
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ROADWORKS NOTES:

1. REPAIR IN ACCORDANCE WITH CITY OF WINNIPEG STANDARD

CONSTRUCTION SPECIFICATIONS.

2. LAYOUT ACTUAL REPAIR AREAS WITH THE CONTRACT ADMINISTRATOR

ON SITE.

16-3513

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES
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