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MMM Group Limited.

Suite 111 - 93 Lombard Ave.

Winnipeg, MB R3B 3B1

t. 204.943.3178

f. 204.943.4948

www.mmm.ca

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES
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NOTES:

1. ADJUST MH, CB RIMS, AND VALVES TO NEW GRADES.

2. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE

LIMITS OF CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED

IN THE SPECIFICATIONS.

3. MODIFIED BARRIER CURB (SD-203B) TO BE USED AT ALL INTERSECTION RADII, BACK LANE

RADII, AND BULL NOSES.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR

TO CONSTRUCTION.

5. ADD 200.00m TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATIONS.

6. CB OFFSETS ARE DIMENSIONED TO BOC.

7. FOR SIDEWALK DETAIL SEE STREETSCAPE DRAWINGS

These design documents are prepared solely for the use by the party with whom the design professional  has entered into a contract and there

are no representations of any kind made by the design professional to any party with whom the design professional has not entered into a contract.

NOTE:

MATCH EXISTING GRADES

MATCH EXISTING GRADES

MATCH EXISTING GRADES

MATCH EXISTING GRADES


