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INFORMATION PANEL ON CONC.

- SEE DTL. 6/L5.1

5 GRANITE COLUMNS TO

REMAIN & BE PROTECTED

GRANITE PAVERS JOHN HIRSCH

IN CONC. BLOCKOUT - ROADWAY

SEE DTL. 6/L7.2

BROADWAY PAVER 300 x 151

x100, 300 x 300 x 100, 600 x 300 x

100 BUFF RUNNING BOND IN

CONC. BLOCKOUT SEE DTL.

2/L7.2

EXISTING CURB TO REMAIN

CIP CONC. SIDEWALK TO

CW3310 & SD228A INCL. 3 x 12

SAW CUTS TO ALIGN

W/EXISTING

INDICATOR STRIP - ENDICOTT

PAVER SEE DTL. 4/L7.2

305 WIDE CIP CONC. HEADER

SEE CIVIL

13 LIGHT STANDARD ON CONC. PILE

SEE ELECTRICAL & DTL. 1/L7.2

1 GRANITE BOLLARD FROM STOCKPILE

SEE DTL. 2/L8.1

4 LIMESTONE BLOCKS SEE DTL. 1/L8.1PROVISIONAL ITEM: SINGLE

GARBAGE BIN ENCLOSURE

SEE DTL.1/L6.1

CIP CONC CURB SEE CIVIL

10 POST TRELLIS & GREENSCREEN

SEE DTL. 1/L5.1

3 POST TRELLIS & GREENSCREEN

SEE DTL. 1/L5.1

PROVISIONAL ITEM: DUAL

GARBAGE BIN ENCLOSURE

ON CONC. PAD

SEE DTL. 1/L6.2 & CIVIL

3 POST TRELLIS &

GREENSCREEN

SEE DTL. 1/L5.1

150 WIDE WHITE LINE

PAINTING: 5 PARKING & 1

LOADING AREA - SEE SPECS.

CIP CONC. CURB

SEE CIVIL

305 WIDE CIP CONC.

HEADER SEE CIVIL

3 TIMBER PLANTERS

SEE DTL. 2/L6.1

EXISTING TREES TO BE

PROTECTED SEE PLANTING PLAN

PROTECT WINDOW WELLS

DURING CONSTRUCTION

2 VICTOR STANLEY SURFACE

MOUNTED BENCH

SEE DTL. 3/L8.1

4 POST TRELLIS W/HORIZ. BEAM &

GREENSCREEN SEE DTL. 2/L5.1

150 WIDE CIP CONC. HEADER

SEE CIVIL

 BROADWAY PAVER 300 x 151

x100, 300 x 300 x 100, 600 x 300 x

100 BUFF RUNNING BOND IN

CONC. BLOCKOUT SEE DTL. 2/L7.2

INFORMATION PANEL ON CONC.

- SEE DTL. 6/L5.1

5 POST TRELLIS W/HORIZ. BEAM &

GREENSCREEN SEE DTL. 2/L5.1

5 I-BEAM BOLLARDS

SURFACE MOUNTED

SEE DTL. 3/L5.1
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6 MAGLIN BENCHES ON CIP

CONC. WALL. SEE DTL. 4/L7.1

PARKING SCREEN FENCE -

SURFACE MOUNTED SEE

DTL. 4/L5.1

PARKING SCREEN FENCE -

SURFACE MOUNTED

SEE DTL. 4/L5.1

6 MAGLIN BENCHES ON CIP

CONC. WALL. SEE DTL. 4/L7.1

WASTE RECEPTACLE

SEE DTL. 4/L8.1

6 I-BEAM BOLLARDS SURFACE

MOUNTED SEE DTL. 3/L5.1

305 WIDE CIP CONC. HEADER

SEE CIVIL

EXISTING CURB TO REMAIN

500 x  500mm CIP CONC.

PAY STATION PAD TO

CW3310 & SD228A

3 FLOOD LIGHTS

SEE ELECTRICAL

6 FLOOD LIGHTS - SEE

ELECTRICAL

PARKING SCREEN FENCE - IN-GROUND

SEE DTL. 4/L5.1

CIP CONC. ROADWAY W/3 x 12 SAW

CUTS @ 1.5 O.C. - SEE CIVIL

CIP CONC. CURB - SEE

CIVIL

SLOPE ASPHALT - SEE

DTL. 1/L7.1

TOP UP W/WOOD

MULCH

N.I.C.

305 WIDE CIP CONC.

HEADER SEE CIVIL

PARKING LOT

RETAINING WALL

1

L7.1

MATERIALS LEGEND:

APPROX. LIMIT OF

CONSTRUCTION

EXISTING TREES TO BE

RETAINED & PRUNED

BROADWAY PAVER 300 x 151

x100, 300 x 300 x 100, 600 x 300

x 100 BUFF RUNNING BOND

CIP CONC SIDEWALK SIM TO

CW3310 & SD228A

PLANTING BED

BENCH ON CIP CONC WALL

BENCH - SURFACE MOUNTED

LIMESTONE BLOCK

INFORMATION PANEL

I-BEAM BOLLARD - SURFACE

MOUNTED

TRELLIS POST &

GREENSCREEN INCL.

ELECTRICAL

CIP CONC HEADER &

ROADWAY PAVEMENT SEE

CIVIL

CIP CONC CURB SEE CIVIL

LIGHT STANDARD - SEE

ELECTRICAL

GRANITE COLUMN

TRELLIS POST W/ HORIZ.

BEAM & GREENSCREEN

INCL. ELECTRICAL

PARKING SCREEN

FENCE: IN-GROUND

OR SURFACE MOUNT

WASTE RECEPTACLE

FLOOD LIGHT - SEE

ELECTRICAL

INDICATOR STRIP: ENDICOTT

PAVERS DARK IRONSPOT IN

CONC. BLOCKOUT

SAW CUT  3 x 12 DEEP

STOCKPILED 200/400 x 150 x

60 GRANITE PAVERS IN

CONC. BLOCKOUT

GENERAL NOTES

1. REFER TO CIVIL ENGINEER'S DRAWINGS FOR DEMOLITION, LAYOUT AND GRADING INFORMATION.

2. ALL UTILITIES ARE SHOWN AS INFORMATION ONLY. CONTRACTOR TO CONFIRM LOCATION OF ALL

UTILITIES ON SITE PRIOR TO CONSTRUCTION.

3. CONTRACTOR SHALL PROVIDE QUALIFIED CREW TO LAY OUT STREETSCAPING ELEMENTS. THE

CREW SHALL BE EQUIPPED WITH ALL THE NECESSARY EQUIPMENT TO PROVIDE HORIZONTAL AND

VERTICAL LAYOUT IN ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS.

4. CONTRACTOR TO STAKE OUT LOCATION OF ALL WORKS FOR APPROVAL BY CONTRACT

ADMINISTRATOR PRIOR TO ANY REMOVALS OR CONSTRUCTION.

5. CONTRACTOR SHALL CONFIRM ALL DIMENSIONS ON SITE  AND REPORT ANY DISCREPANCIES TO

THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.

6. DURING CONSTRUCTION CONTRACTOR TO PROTECT TO CITY OF WINNIPEG STANDARDS ALL

EXISTING TREES, SIDEWALKS, CURBS, UTILITIES AND PAVING TO REMAIN. AREAS DAMAGED DURING

CONSTRUCTION TO BE REPAIRED TO CITY OF WINNIPEG STANDARDS AT NO COST TO THE CITY.

7. CONTRACTOR IS RESPONSIBLE FOR ALL REMOVALS AS REQUIRED TO CONSTRUCT ALL WORKS AS

SHOWN ON THE DRAWINGS. ALL ITEMS TO BE REMOVED MUST BE DISPOSED OF LEGALLY OFF SITE.

ALL ITEMS DESIGNATED FOR RE-USE SHALL BE CAREFULLY REMOVED AND STOCKPILED IN A

PROTECTED PLACE - SEE SPECIFICATIONS.

8. ALL WORK TO BE DONE IN ACCORDANCE WITH CITY OF WINNIPEG STANDARD CONSTRUCTION

SPECIFICATIONS UNLESS OTHERWISE INDICATED.

1

JOHN HIRSCH PLACE - MATERIALS PLAN

: 1:200L1.4

L1.4

MATERIALS PLAN

SURVEY LEGEND:

JOHN HIRSCH

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

05/25/16

JHISSUED FOR CITY OF WINNIPEG REVIEW 03/18/16

39

JHISSUED FOR UG STRUCTURES REVIEW 04/08/16

JHISSUED FOR TENDER 05/25/16


