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PVC CONDUIT PIPE EXTENDS

0.15 ABOVE CONCRETE

0.025 CONDUIT PIPE

FOR #10 AWG WIRING

CONCRETE FOUNDATION
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A TRANSIT SHELTER FOUNDATION SECTION

SCALE: 1:20

A

18 TRANSIT SHELTER FOUNDATION PLAN

SCALE: 1:20

025,028 ###

CT- CT-

SERVICE LEG TO DISPLAY (TYP.)

25 mm PVC CONDUIT PIPE (ELECTRICAL)

15M STEEL 450 mm O/C

SHELTER SUPPORT AND

STRUCTURE (BY OTHERS)

STREET DIRECTION OF TRAVEL

2.0 MIN CLEARANCE FOR

DISPLAY DOOR OPEN

NOTE:

NOT ALL SHELTERS REQUIRE ELECTRICAL SUPPLY

SEE SPECIFICATION FOR LOCATIONS

ELECTRICAL WIRES TO EXTEND 1.0 m ABOVE CONCRETE PAD

ELECTRICAL SUPPLY IS 120 VOLT 2.8 AMP, 60 CYCLE (BY OTHERS)
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CONDUIT TO EXTEND

2.0 BEYOND CONC. PAD

LAYOUT OF KIOSK VARIES WITH LOCATION. CONFIRM

FOUNDATION.  ENSURE BASE IS PLUMB AND FLUSH

SUPPLY AND INSTALL HOLLAND PAVERS.

SAWCUT TO FIT 45° CORNERS AS SHOWN

CONCRETE SIDEWALK WITH BLOCK OUT FOR

CONCRETE CURB

THICKENED EDGE OF SIDEWALK

UNIT PAVERS

CONCRETE SIDEWALK

CONCRETE SIDEWALK WITH BLOCK OUT FOR

HOLLAND PAVER

BLUE HOLLAND PAVER ON 13mm DEPTH SAND

SETTING BED

COMPACTED OR UNDISTRUBED SUBGRADE

GRANULAR LEVELING COURSE (50mm MIN.)

COMPACTED AS PER SPECIFICATION

CONTRACTOR TO INSTALL BOLTS AND METAL BASE.

BUS STOP FLAG AND ELITE POST TO BE SALVAGED
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4 - HOLLAND SQUARE PAVERS IN CENTRE WITH

HOLLAND PAVER AROUND. ALL NATURAL COLOUR

140±

OPENING FOR

ELITE POST

SECTION

PLAN

1
1

2

SALVAGE AND REINSTALL ELITE POST METAL

BASE (SUPPLIED BY CONTRACT

ADMINISTRATOR) ON CONCRETE

FOUNDATION, ENSURE POST IS PLUMB AND

FLUSH TO FOUNDATION

600 Ø x 1220 DEEP

CONCRETE FOUNDATION

600 Ø x 1220mm DEEP CONCRETE FOUNDATION

4-20M VERT

5-10M TIES

ANCHOR BOLTS SUPPLIED BY

CONTRACT ADMINISTRATOR

100 210 100

0.84

20 TRANSIT BUS STOP FLAG FOUNDATION AND STOP INDICATOR PAVERS

SCALE: NTS

057 077

CT- CT-

SUPPLY AND INSTALL BLUE HOLLAND PAVERS.

SAWCUT TO FIT 45° CORNERS AS SHOWN

CONCRETE SIDEWALK WITH BLOCK OUT FOR

CONCRETE CURB

THICKENED EDGE OF SIDEWALK

UNIT PAVERS

CONTRACTOR TO INSTALL BOLTS AND METAL BASE.

PLAN

0.84

21 STOP INDICATOR PAVERS

SCALE: NTS

025,028,034,039,040,042,043,051,055 077
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16-3353
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U-239-2016-C2-CT-

Member

WIEBE

D.B.

22480

17/01/09

WAVERLEY STREET UNDERPASS AT CN MILE 3.89 RIVERS SUB

CONTRACT 2: UNDERPASS STRUCTURES, RAILWORKS,

ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION

AND LANDSCAPING WORKS

C2-CT-
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