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HEAD DETAIL

SILL DETAIL

CONCRETE BLOCK LINTEL
SEE STRUCTURAL

INFILL VOID BETWEEN DOOR
FRAME AND AIR/VAPOUR

RETARDER w/ SPRAY FOAM
TO PROVIDE CONTINUITY OF

THE BUILDING ENVELOPE

SEALANT E.S.
FULL PERIMETER

FRAME TYPE A
c/w MASONRY HEADER

CUT INSULATION AT 45 DEGREES TO
ACCOMODATE AIR/VAPOUR BARRIER
FLASHING, OVERLAP AIR/VAPOUR
BARRIER MIN. 200mm

EXTEND AIR/VAPOUR
BARRIER FLASHING OVER
LINTEL

PT WOOD BLOCKING, TYP.

ALUMINUM THRESHOLD

INFILL VOID BETWEEN
DOOR FRAME AND
AIR/VAPOUR BARRIER w/
SPRAY FOAM TO PROVIDE
CONTINUITY OF THE
BUILDING ENVELOPE

SEALANT

STEEL DOOR FRAME
REFER TO SCHEDULE

SEALANT
JAMB DETAIL

190 CMU
FOR REINFORCING & CORE FILLS

SEE STRUCTURAL

AIR/VAPOUR RETARDER

102mm RIGID INSUL

140 222

GALV. L102x102x7.9
LOOSE LAID LINTEL
100mm MIN. BEARING E.S.

HEAD DETAIL

SILL DETAIL

190 CONC. BLOCK
BULLNOSE E.S.

JAMB DETAIL

LOUVER
REFER TO MECHANICAL

LOUVER
REFER TO MECHANICAL

LOUVER
REFER TO MECHANICAL

190 CMU
FOR REINFORCING & CORE FILLS

SEE STRUCTURAL

AIR/VAPOUR BARRIER

102mm RIGID INSUL

SEALANT E.S.

SEALANT E.S.

SEALANT E.S.

CONCRETE BLOCK LINTEL
SEE STRUCTURAL

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER

w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING ENVELOPE

PT WOOD BLOCKING, TYP.

PT WOOD BLOCKING, TYP.

PT WOOD BLOCKING, TYP.

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER

w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING

ENVELOPE

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER
w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING ENVELOPE

PRE-FINISHED
FLASHING

PRE-FINISHED
FLASHING

INSTALL WEEP HOLES
@ 600 o/c (MIN 2 PER DOOR)

EXTEND AIR/VAPOUR BARRIER
AND TERMINATE  BEHIND DOOR JAMB
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HEAD DETAIL

SILL DETAIL

JAMB DETAIL
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HEAD DETAIL

SILL DETAIL

JAMB DETAIL

GL

GL

EXTERIOR DOOR EXTERIOR LOUVER @ MASONRY WALL EXTERIOR LOUVER @ CONCRETE WALL INTERIOR DOOR

CUT INSULATION AT 45 DEGREES TO
ACCOMODATE AIR/VAPOUR BARRIER
FLASHING, OVERLAP AIR/VAPOUR
BARRIER MIN. 200mm

EXTEND AIR/VAPOUR
BARRIER FLASHING OVER
LINTEL

GALV. L102x102x7.9
LOOSE LAID LINTEL
100mm MIN. BEARING E.S.

INSTALL WEEP HOLES
@ 600 o/c (MIN 2 PER DOOR)

PRE-FINISHED
FLASHING

FRAME TYPE B
c/w MASONRY HEADER

FIRE SEALANT E.S.
FULL PERIMETER

CONCRETE BLOCK LINTEL
SEE STRUCTURAL

CONCRETE CURB,
REFER TO PLAN & SCHEDULE

CONCRETE CURB,
REFER TO PLAN & SCHEDULE

FIRE SEALANT E.S.
FULL PERIMETER

190 CMU
FOR REINFORCING & CORE FILLS

SEE STRUCTURAL

CONCRETE WALL,
REFER TO STRUCTURAL

CONCRETE WALL,
REFER TO STRUCTURAL

CONCRETE WALL,
REFER TO STRUCTURAL

CFI BOARD

DAMPPROOFING

AIR/VAPOUR BARRIER
FLASHING

LOUVER
REFER TO MECHANICAL

LOUVER
REFER TO MECHANICAL

PT WOOD BLOCKING, TYP.

PRE-FINISHED
FLASHING

PRE-FINISHED
FLASHING

RAMP, REFER
TO C2-BS-003

CFI BOARD

DAMPPROOFING

AIR/VAPOUR BARRIER
FLASHING

PT WOOD BLOCKING, TYP.

STONE VENEER

LEDGE ANGLE,
REFER TO STRUCTURAL

LOUVER
REFER TO MECHANICAL

CFI BOARD

DAMPPROOFING

AIR/VAPOUR BARRIER
FLASHING

PT WOOD BLOCKING, TYP.

FRAME TYPE B

SEALANT E.S.

SEALANT E.S.

PRE-FINISHED FLASHING

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER

w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING ENVELOPE

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER

w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING ENVELOPE

INFILL VOID BETWEEN LOUVER
FRAME AND AIR/VAPOUR BARRIER
w/ SPRAY FOAM TO PROVIDE
CONTINUITY OF THE BUIDLING ENVELOPE
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LOCATION OF UNDERGROUND STRUCTURES AS

THAT THE GIVEN LOCATIONS ARE EXACT.
THAT ALL EXISTING UTILITIES ARE SHOWN OR

BEFORE PROCEEDING WITH CONSTRUCTION.
OBTAINED FROM THE INDIVIDUAL UTILITIES
LOCATION OF ALL SERVICES MUST BE
CONFIRMATION OF EXISTENCE AND EXACT

AVAILABLE. BUT NO GUARANTEE IS GIVEN
SHOWN ARE BASED ON THE BEST INFORMATION
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UNDERGROUND STRUCTURES
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STD DETAIL
HEAD, SILL, JAMB
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