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FILL 1 CORE FULL HT.
c/w 1-15M VERT. E.S.
BUILDING. OPENING

METAL DOOR FRAME
REFER TO BUILDING. DWGS.

LINTEL SEE
SCHEDULE

REFER TO SCHEDULE
BEARING 200 MIN.

15M IN CORE FILLED
WITH CONCRETE
200 E.S. OF
OPENING FULL
HEIGHT

DOWEL TO WALL
BELOW, MATCH
SIZE & SPACING

CONC CURB
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(WATERTIGHT)
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316 SS ANCHOR BOLTS
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APPLY 2 COATS BITUMINOUS
PAINT
ON ALUMINUM IN CONTACT
WITH CONCRETE (TYP)

63Ø SCH. 40 ALUMINUM PIPE

SEE MASONRY WALL SCHED.
FOR ADD'L REINF.

1-15M IN CORE
FILLED WITH CONC.
DWL. BELOW TO CONC.

MASONRY WALL VERTICAL REINFORCING SHALL BE
INSTALLED AT ALL CORNERS IN MASONRY WALLS
& AT END OF MASONRY WALLS.

LAP HORIZONTAL
JOINT REINFORCING

INTERIOR MASONRY
WALL

1-15M VERT IN CONC.
FILLED CORES DWL. TO

CONC. BELOW E.S. OF
CONTROL JOINT

CONC. FILL JOINT
c/w BLDG. PAPER AGAINST

ONE SIDE OF MASONRY WALL
CAULK BOTH SIDES
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EXPANSION
ANNCHORS

STRINGERS 60x10
FLAT BAR DRILL
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REFER TO SCHEDULE
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BS-004 SCALE:  1 : 10

10
STD CMU DOOR JAMB
REINFORCING DETAIL

BS-004 SCALE:  1 : 20

12
STD CMU WALK-IN DOOR
DETAIL

BS-004 SCALE:  1 : 10
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STD DETAIL ALUM. HAND
HOLD
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STD CMU REINFORCING
DETAIL

BS-004 SCALE:  1 : 10
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STD CMU INTERSECTING
WALL DETAIL
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STD CMU CONTROL JOINT
DETAIL
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15 TYPICAL ALUM. LADDER BS-004 SCALE:  1 : 10
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TYPICAL ALUM. LADDER w/
COVER PLATE

BS-004 SCALE:  1 : 10
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TYPICAL ALUM. LADDER w/
EXTENSION
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CMU LOUVER OPENING
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