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MAIN LEVEL
EL. 233.890 m

B

LOWER LEVEL
EL. 221.600 m

INTERMEDIATE LEVEL
EL. 228.600 m

ED

ACCESS LEVEL
EL. 235.300 m

SL-5

CW-5CW-5

CW-3

CW-3

SL-6

2

BS-401

PVC WATERSTOP,
TYP.

PVC WATERSTOP,
TYP.

150 VOID

ALUMINUM GUARDRAIL,
REFER TO STD DETAIL
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BS-005

ALUMINUM GUARDRAIL,
REFER TO STD DETAIL
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BS-006

BELOW SLAB VAPOUR BARRIER,
WRAP UP SIDES & TERMINATE, TYP.

100mm LEAN MIX WORKING SLAB

IN-SITU MATERIAL

SL-3

SL-1

CW-1CW-1

7

BS-402

3

BS-403

CLASS 2 BACKFILL
AS PER CW2030, TYP.

PUMP COLUMN CONCRETE,
REFER TO DETAIL

4

BS-403

EL. 219.500 m

MIN. EXCAVATION

SUB-BASE MATERIAL
IN ACCORDANCE WITH CW 3110
MAX AGGREGATE SIZE: 100mm
MIN. BULK DENSITY: 2.6 (ASTM C127)
MAX LOS ANGELES ABRASION LOSS OF 35% (ASTM C131)
MAXIMUM SOUNDNESS LOSS OF 13% (ASTM C88)
THE MATERIALS SHALL BE MANUFACTURED FROM
SOUND GRANITE OR EQUIVALENT
PLACE IN MAX 200mm LIFTS AND COMPACT TO 100% OF SPMDD

NON-WOVEN GEOTEXTILE MEETING
OR EXCEEDING REQUIREMENTS
OF CW3130, WRAP UP SIDES OF
EXCAVATION

MAIN LEVEL
EL. 233.890 m

1 2 3

LOWER LEVEL
EL. 221.600 m

INTERMEDIATE LEVEL
EL. 228.600 m

ACCESS LEVEL
EL. 235.300 m

PLATFORM LEVEL
EL. 223.238 m

CW-4

CW-6

CW-3

CW-1

CW-6

SL-2

SL-4
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BS-401
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BS-002

BELOW SLAB VAPOUR BARRIER,
WRAP UP SIDES & TERMINATE,
TYP.

100mm LEAN MIX WORKING SLAB

IN-SITU MATERIAL

PVC WATERSTOP,
TYP.

PVC WATERSTOP,
TYP.

PVC WATERSTOP

CW-2

235.250 m 235.307 m

CLASS 2 BACKFILL
AS PER CW2030, TYP.

PUMP COLUMN CONCRETE,
REFER TO DETAIL

4

BS-403

EL. 219.500 m

MIN. EXCAVATION

IN-SITU MATERIAL SUB-BASE MATERIAL
IN ACCORDANCE WITH CW 3110
MAX AGGREGATE SIZE: 100mm
MIN. BULK DENSITY: 2.6 (ASTM C127)
MAX LOS ANGELES ABRASION LOSS OF 35% (ASTM C131)
MAXIMUM SOUNDNESS LOSS OF 13% (ASTM C88)
THE MATERIALS SHALL BE MANUFACTURED FROM
SOUND GRANITE OR EQUIVALENT
PLACE IN MAX 200mm LIFTS AND COMPACT TO 100% OF SPMDD

NON-WOVEN GEOTEXTILE MEETING
OR EXCEEDING REQUIREMENTS
OF CW3130, WRAP UP SIDES OF
EXCAVATION
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