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MAIN LEVEL
EL. 233.890 m

3

LOWER LEVEL
EL. 221.600 m

INTERMEDIATE LEVEL
EL. 228.600 m

PLATFORM LEVEL
EL. 223.238 m

CURB-1 SL-4

CW-3

CW-1

SL-2

CW-3

CW-1

SL-1

CW-1

MW-1

WALL PIPE PENETRATION,
REFER TO STD DETAIL
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BS-003

90

600 250

PVC WATERSTOP, TYP.

38 x 4.8 ALUM. GRATING
TYPE 30-102M

ALUMINUM LLV102x76x6.4
FASTENED WITH Ø16mm
HILTI S.S. HAS-E RODS
/w HILTI HIT HY 200 ADHESIVE,
MIN. 150mm EMBED

450

450

38 x 4.8 ALUM. GRATING
TYPE 30-102M

CONC. BEAM BEYOND

FINISHED GRADE,
REFER TO CIVIL

MONORAIL

HOUSEKEEPING PAD,
REFER TO STD DETAIL
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BS-003

GALV. L102x89x6.4 LEDGE ANGLE
c/w GALV. BACK TO BACK L102x102x6.4

200mm LG. HORIZ. & VERT. ADJUSTMENT
REFER TO FRAMING ELEVATIONS FOR

LOCATION, TYP.

BELOW SLAB VAPOUR BARRIER,
WRAP UP SIDES & TERMINATE, TYP.

100mm LEAN MIX WORKING SLAB
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BS-004

25M @ 225 o/c  T&B E.W.

500 500
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PIPE BRIDGE,
REFER TO TYP. DETAIL

1

BS-403

25M CONT.

CONT.
DAMPPROOFING

GALV. PL. 12x250X250 @ 1200 MAX. o/c
c/w 4-12.7Øx155 GALV. LG. NELSON STUDS
MAINTAIN 250mm FROM CONC. OR MASONRY
CORNER TO CENTRE LINE OF PLATE.  WHERE
L102x89 IS DISCONTINUOUS AT OPENINGS,
PROVIDE PLATE E.S. OF OPENING, MAINTAINING
250 DIMENSION FROM EDGE OF OPENING
TO CENTRE LINE OF PLATE

MAIN LEVEL
EL. 233.890 m

2

INTERMEDIATE LEVEL
EL. 228.600 m

ACCESS LEVEL
EL. 235.300 m

SL-6

CURB-2

CW-6

CW-6

SL-4

SL-3

SL-2

30
0

MW-1

90

PVC WATERSTOP

1.5%

30
0

200

90
0

CB-3

3-30M BOT

2-25M TOP

10M STIRRUPS
@ 250 o/c

450

1

LOWER LEVEL
EL. 221.600 m

INTERMEDIATE LEVEL
EL. 228.600 m

ACCESS LEVEL
EL. 235.300 m

CW-4

SL-3

SL-1

CURB-3SL-6

850

ALUMINUM GUARDRAIL,
REFER TO STD DETAIL
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21.2%

PVC WATERSTOP
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PVC WATERSTOP

450
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EXTENT CW-2 VERTICAL BARS
TO LAP CW-4 VERICALS, I.F.
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20M DOWELS TO MATCH
CW-4 VERTICALS,O.F.

SLAB PIPE
PENETRATION,
REFER TO STD DETAIL

6

BS-003

25M CONT.

BELOW SLAB VAPOUR BARRIER,
WRAP UP SIDES & TERMINATE, TYP.

CONT.
DAMPPROOFING

1

D

CW-5

TY
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L

45
0

TYPICAL

450

15M @  175 o/c
HORIZ.

15M @ 175 o/c
VERT.

CW-1

CW-2

WALL CORNER REINFORCING,
REFER TO STD DETAIL
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BS-003

C

LOWER LEVEL
EL. 221.600 m

INTERMEDIATE LEVEL
EL. 228.600 m

CW-5

SL-3

SL-1

300
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15M DOWELS TO
MATCH WALL REINF.

270

EXTEND VERTICAL
BARS TO SLAB

300
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BEFORE PROCEEDING WITH CONSTRUCTION.
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14BS-401 REF: BS-301 SCALE: 1 : 25

1 WALL SECTION

BS-401 REF: BS-301 SCALE: 1 : 25

3 WALL SECTION
BS-401 REF: BS-302 SCALE: 1 : 25

4 WALL SECTION

BS-401 REF: BS-101 SCALE:  1 : 20

5 PLAN DETAIL

BS-401 REF: BS-302 SCALE: 1 : 25

2 WALL SECTION
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