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CONSTRUCT 150 THICK

LIMESTONE BASE COURSE PAD

FOR SAND BARRELS
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STA: 1+818.207

OFF: 9.200 R

STA: 1+829.403

OFF: 12.200 R
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OFF: 1.350 R

STA: 1+824.645

OFF: 10.034 L

STA: 1+827.886

OFF: 10.650 L

STA: 1+811.696

OFF: 11.200 L

STA: 1+816.362

OFF: 11.639 L

STA: 1+826.019

OFF: 13.474 L

STA: 1+827.886

OFF: 13.650 L

R
=

2
5

R
=

1
0

STA: 1+882.787

OFF: 8.200 L

STA: 1+882.787

OFF: 10.527 L

STA: 1+882.139

OFF: 10.650 L

STA: 1+883.347

OFF: 13.474 L

STA: 1+881.480

OFF: 13.650 L

STA: 1+897.670

OFF: 11.200 L

STA: 1+893.004

OFF: 11.639 L

R
=

1
0

R
=

2
5

STA: 1+880.344
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STA: 1+877.348

OFF: 1.261 L

STA: 1+873.348

OFF: 1.350 L

STA: 1+872.348

OFF: 1.350 L

TEMPORARY

ASPHALT MEDIAN

RELOCATE BARRELS AFTER PHASE II (NB & SB)

SEE SHEET C2-CR-404 FOR

RAIL CROSSING DETAILS

B SAFETY CURB-SECTION
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STRUCTURE DETAILS

SD-206B SHAPE
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VARIES-MAX 2% VARIES-MAX 2%

2%

100 mm

ASPHALT

CURB

(TYP.)

60 TYPE IA ASPHALT

100 BASE COURSE MATERIAL

50 TYPE IA ASPHALT

70 TYPE III ASPHALT

75 BASE COURSE MATERIAL

150 SUB-BASE MATERIAL - 50 mm

300 SUB-BASE MATERIAL - 100 mm

SEPARATION GEOTEXTILE FABRIC

EXIST. GROUND
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SAND FILLED
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TRAFFIC
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300 MIN TO 600 MAX
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A

X
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700 lb.

(approx 320 kg)

(approx 635 kg)
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(approx 635 kg)

(approx 955 kg)

(approx 955 kg)
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WAVERLEY STREET UNDERPASS AT CN MILE 3.89 RIVERS SUB

CONTRACT 2: UNDERPASS STRUCTURES, RAILWORKS,

ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION

AND LANDSCAPING WORKS

C2-CT-

DETOUR PEDESTRIAN CROSSING DETAILS
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NOTE:

LAYOUT.

1. THE DESIGN CALCULATIONS APPLY ONLY FOR A FRONTAL

IMPACT IN EITHER A UNIDIRECTIONAL OR BIDIRECTIONAL
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DESIGN CALCULATIONS FOR A

POSTED VELOCITY OF 50 km/h (SEE NOTE 1)
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