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WAVERLEY STREET - STA. 1+740 (LOOKING NORTH)

SCALE: H=1:150, V=1:75
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WAVERLEY STREET - STA. 1+900 (LOOKING NORTH)
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CT- CT-

50 TYPE IA ASPHALT

70 TYPE III ASPHALT

70 TYPE III ASPHALT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

825 LIMESTONE SUB-BASE - 150 mm

SEPARATION GEOTEXTILE FABRIC

SUBGRADE COMPACTION

SUBDRAIN (CONTINUOUS)

100 TYPE IA ASPHALT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

300 LIMESTONE SUB-BASE - 100 mm

SEPARATION GEOTEXTILE FABRIC

SUB-GRADE COMPACTION

EXISTING GROUND

EXISTING GROUND

EXISTING PARKING LOT

(PIAZZA DE NARDI)

100 TYPE IA ASPHALT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

SEPARATION GEOTEXTILE FABRIC

SUB-GRADE COMPACTION

100 CONCRETE

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

SEPARATION GEOTEXTILE FABRIC

SUB-GRADE COMPACTION

SUBDRAIN (TYP)

SUBDRAIN (TYP)

EAST SWALE

SWALE

EAST SWALE

SWALE

SWALE

VARIES 8.15

6.00

CN ACCESS ROAD

1.00

SEPARATE CONCRETE

SPLASH STRIP SD-223B

(TYP)
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100 TYPE IA ASPHALT

70 TYPE III ASPHALT

75 LIMESTONE BASE COURSE
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825 LIMESTONE SUB-BASE - 150 mm

SEPARATION GEOTEXTILE FABRIC

SUB-GRADE COMPACTION

SUBDRAIN (CONTINUOUS)

0.50

50 TYPE IA ASPHALT

50 TYPE III ASPHALT

150 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

300 LIMESTONE SUB-BASE - 100 mm

SEPARATION GEOTEXTILE FABRIC

SUBGRADE COMPACTION

0.50

CRASH ATTENUATOR

SEE SHEET C2-CS- 085

EXIST. ROW

VARIES

SEPARATE CONCRETE

SPLASH STRIP SD-223B

0.50

SUBDRAIN (TYP)

SEE DETAIL THIS SHEET

7.40 11.10

7.40 14.45
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WEST SWALE

SUBDRAIN (TYP)

SEE DETAIL THIS SHEET

2%

V

A

R

I
E

S

-

M

A

X

 
4

:
1

1

0

:
1

M

a

x

.

1

0

:
1

V

A

R

I

E

S

-

M

A

X

.

 

4

:

1

4

:

1

4

:

1

2%

2%

4

:

1

2%

2%
2%

1

0

%

1

0

%

M

A

X

 
4

:
1

1

0

%

1

0

%

1

0

%

1

0

%

1

0

%

NORTHBOUND

CONTROL LINE

1

0

%

1

0

%

1

0

%

SOUTHBOUND

CONTROL LINE

2%

NORTHBOUND

CONTROL LINE

SOUTHBOUND

CONTROL LINE

2%

2%

4

:

1

V

A

R

I

E

S

-

M

A

X

 

4

:

1

V
A

R
IE

S

M
A

X
 1

0
:1

V
A

R
IE

S

M

A
X

 1
0
:1

2%

SWALE

1

0

%

EXISTING

ROW

EXISTING

ROW

224 224

4

:
1

M

a

x

.

4

:
1

M

a

x

.

TRAFFIC BARRIER

SEE STRUCTURAL DWGS FOR

REINFORCING AND LAYOUT DETAILS

RUMBLE STRIP (TYP. ALONG S/BP)

SEE SHEET C2-CT-076

RUMBLE STRIP (TYP. ALONG S/BP)

SEE SHEET C2-CT-076

150 CONC. PAV'T

MODIFIED BARRIER CURB & GUTTER (TYP)

SEE SHEET C2-CT-075

MODIFIED BARRIER CURB & GUTTER (TYP)

SEE SHEET C2-CT-075

75 LIP CURB & GUTTER (TYP)

OPPOSITE TRAFFIC BARRIER

75 LIP CURB & GUTTER (TYP)

IN FRONT OF TRAFFIC BARRIERS

SEE SHEET C2-CT-075 FOR DETAILS

SEE PLAN VIEWS FOR LIMITS

0.45

(TYP)

2%

1
.
0

1.0

2
.
0

0.6

STA 1+710 - 1+770,

STA 1+880 - 1+935

(NB-SB)

STA 1+770 -1+880

SUBDRAIN DETAIL

DRAINAGE GEOTEXTILE FABRIC

150 Ø DRAINAGE PIPE

1
0
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4.50
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DELINEATION PAINT LINE

(BY OTHERS)
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ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION
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