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CONCRETE PAVEMENT

ASPHALT

PAVEMENT

28.6 mm DOWEL @ 300 O/C

C/L TRANSVERSE JOINT

TRANSITION SLAB

50 TYPE IA ASPHALT

DEPTH VARIES - TYPE III ASPHALT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50mm

DEPTH VARIES LIMESTONE SUB-BASE - 150mm

SEPARATION GEOTEXTILE FABRIC (NON WOVEN)

SUBGRADE COMPACTION
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230 mm PLAIN DOWELLED CONCRETE PAVEMENT

75 mm - BASE COURSE

150 mm - 50 mm CRUSHED SUB-BASE

450 mm - 150 mm CRUSHED SUB-BASE

SEPARATION GEOTEXTILE FABRIC (NON WOVEN)

1 TRANSITION SLAB - ASPHALT TO CONCRETE W/OVERLAY

SCALE: H-1:50 V-1:25

025 075

CT- CT-

8 TRANSITION - MODIFIED BARRIER TO 75 LIP CURB AND GUTTER

SCALE: 1:25

025,028,031,034,058

CS-082
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CT- CT-

4 MEDIAN TRANSITION

SCALE: 1:25

036,037,047,048,056 075

CT- CT-

SAFETY MEDIAN

SD-226B

MONOLITHIC

CONCRETE MEDIAN

SLAB SD-226A

VARIES
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300150

10M CONTINUOUS

SOIL BACKFILL

100 mm LIMESTONE

SUBBASE

20 mm LIMESTONE

BASE COURSE

20M DEFORMED BAR

500 LONG @ 900 O/C

3 PINNED BARRIER CURB

SCALE: 1:10

001,041,043,066, 053, 054, 061 075

CT- CT-

SD-205 SHAPE

PLACE CURB ON OR AGAINST ASPHALT AS

DIRECTED BY CONTRACT ADMINISTRATOR

NON-WOVEN GEOTEXTILE

3.00

CONCRETE PAVEMENT

ASPHALT

PAVEMENT

28.6 mm DOWEL @ 300 O/C

C/L TRANSVERSE JOINT

TRANSITION SLAB

50 TYPE IA ASPHALT

DEPTH VARIES TYPE III ASPHALT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50mm

DEPTH VARIES LIMESTONE SUB-BASE - 150mm

SEPARATION GEOTEXTILE FABRIC (NON WOVEN)
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230 mm PLAIN DOWELLED CONCRETE PAVEMENT

75 mm - BASE COURSE

150 mm - 50 mm CRUSHED SUB-BASE

450 mm - 150 mm CRUSHED SUB-BASE

SEPARATION GEOTEXTILE FABRIC (NON WOVEN)

2 TRANSITION SLAB - ASPHALT TO CONCRETE

SCALE: H-1:50 V-1:25

025,034,042,045,047,051,081 075

CT- CT-

7 CONCRETE HEADER

SCALE: 1:25

025,035,042,048,051 075

CT- CT-

SAW OR BUTT JOINT
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MIN 1.0 FOR TRANSVERSE JOINTS

MATCH FOR LONGITUDINAL JOINTS
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ASPHALT

OVERLAY

5 75mm LIP CURB & GUTTER

SCALE: 1:10

025,028,031,034,058,060 075

CT- CT-
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6 MODIFIED BARRIER CURB & GUTTER

SCALE: 1:10

025,028,031,034,047,058,062 075
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10 DUAL TILE CURB RAMP

SCALE: 1:25

025,031,034,047,051 075
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DETECTABLE WARNING

SURFACE TILE

TRAFFIC SIGNAL POLE

(BY OTHERS)

TRAFFIC SIGNAL POLE

(BY OTHERS)

INDICATOR-STRIP

PAVING STONES

51 CURB RAMP AND GUTTER

SCALE: 1:10

025,028,031,043,058 075

CT- CT-
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52 SAFETY CURB

SCALE: 1:10
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50 BARRIER CURB AND GUTTER

SCALE: 1:10
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9 TRANSITION - MOUNTABLE TO BARRIER CURB AND GUTTER

SCALE: 1:25
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MOUNTABLE CURB

SD-201

16-3353

081
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Member

WIEBE

D.B.

22480

17/01/09

WAVERLEY STREET UNDERPASS AT CN MILE 3.89 RIVERS SUB

CONTRACT 2: UNDERPASS STRUCTURES, RAILWORKS,

ROADWORKS, LAND DRAINAGE SEWER, PUMPING STATION

AND LANDSCAPING WORKS

C2-CT-

DETAILS (1 OF 4)
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