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Cast concrete counter. 
See Landscape for 
dimensions and 
fabrication.

T/O Parapet
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U/S Wood Slats
102 135

T/O Concrete Bench
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U/S Truss
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See Landscape for
concrete slab at Covered
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WOMAN'S WASHROOM
Rm. 03

Continuous
conditioned

plenum

Structural
concrete slab.
See Structural
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T/O Parapet
Varies

T/O Roof Deck
Varies

T/O Finished Floor
100 000

U/S Truss
102 520

U/S Wood Screen
102 135

T/O Parapet
Varies
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Ceiling Assembly:
-16 thick GWB over underside of 
wood truss

Ceiling Assembly:
-16 thick GWB over 
underside of wood 
truss
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See Roof Plan for roof 
sheathing spot elevations
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T/O Roof Ridge
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T/O Finished Floor
100 000
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P1

Continuous
conditioned

plenum

Continuous 50 thick x
1220 wide rigid insulation

under slab around
interior perimeter of
conditioned space.

Typical.
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T/O Window Frame
102 135

See Landscape for
concrete slab at Covered

Patio

Batt denotes outline of
conditioned space.

Typical.

Cast concrete counter.
See Landscape for

dimensions and
fabrication.

Concrete bench beyond
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Structural concrete slab.
See Structural.
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Ceiling Assembly:
-16 thick GWB over underside of 
wood truss
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-16 thick GWB over underside of 
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Door operator

Continuous
conditioned

plenum

See Landscape for 
concrete slab at Covered 
Patio

Structural concrete slab. 
See Structural.
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Ceiling Assembly:
-16 thick GWB over 
underside of wood 
truss
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