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1.  ANY EXISTING-TO-REMAIN CONCRETE PAVING DAMAGED DURING THE
INSTALLATION OF THE NEW RAMP AND/OR NEW LANDSCAPING TO BE
REPAIRED BY CONTRACTOR.

2.  UNDERGROUND SERVICES SHOWN ON DRAWINGS ARE APPROXIMATE.
CONTRACTOR SHALL CONFIRM LOCATIONS & SATISFY THEMSELVES
THAT THEIR CONSTRUCTION AREAS INVOLVING THEIR EXCAVATION
AND/OR DRILLING ARE MANAGED IN A WAY THAT PREVENTS DAMAGE
TO EXISTING SERVICES.

GENERAL NOTES:

LEGAL DESCRIPTION:
SP LOT 1 PLAN 21864 WLTO IN RL 114 TO 117 PARISH OF ST. BONIFACE

INFORMATION EXTRACTED FROM '16-217 SITE PLAN', SURVEY
DRAWING NO. 1802675, DATED AUGUST 25, 2016, PREPARED BY
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This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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