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NEW SCUPPER, COLLECTOR BOX AND
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NEW SCUPPER,
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LOCATION
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NEW SCUPPER, COLLECTOR BOX AND
RWL IN EXIST LOCATION
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SLOPED VALLEY

SLOPED VALLEY

SLOPED VALLEY
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A552

EXISTING ELEVATOR & VESTIBULE
ROOF TO REMAIN

R2 - NEW INSULATION AND ROOF OVER
EXISTING SLOPED ROOF; BACKSLOPED

INSULATION AS INDICATED

R1 - NEW SLOPED INSULATION AND
ROOF OVER EXISTING FLAT ROOF

STRUCTURE; BACKSLOPED
INSULATION AS INDICATED

R1 - NEW SLOPED INSULATION AND ROOF
OVER EXISTING FLAT ROOF STRUCTURE;
BACKSLOPED INSULATION AS INDICATED

SLOPED VALLEY
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TO CREATE SLOPED

VALLEYS TO EXISTING
SCUPPER LOCATIONS TYP
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1%

1%

2%
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2%
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R4 - NEW ROOF (UNINSULATED) OVER
EXISTING FLAT ROOF STRUCTURE (CANOPY)

NOTE: REPLACE EXISTING ROOF IN-KIND;
PROVIDE SLOPE TO DRAIN

BACKSLOPES
MIN 5% TYP

BACKSLOPE 5% TYP BACKSLOPE 5% TYP

EXISTING SLOPED METAL
ROOF AND ENCLOSURE FOR
BASEMENT STAIR TO REMAIN

6

A551

EXISTING WINDOW
OVERLOOKING ROOF TYP EXISTING SCUPPER, RWL AND SPLASHPAD TO

REMAIN TYP; PROTECT DURING CONSTRUCTION AND
RETURN TO EXISTING CONFIGURATION

NEW SCUPPER, COLLECTOR BOX
AND RWL IN NEW LOCATION

NEW RECTANGULAR DOME
SKYLIGHT ON NEW ROOF CURB

IN EXISTING LOCATION TYP

NEW ROUND DOME SKYLIGHT ON
NEW ROOF CURB IN EXISTING
LOCATION TYP

NEW ROUND DOME SKYLIGHT ON
NEW ROOF CURB IN EXISTING

LOCATION TYP

2%

NEW SCUPPER, COLLECTOR BOX AND
RWL IN EXIST LOCATION
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A554

EXISTING MECHANICAL UNIT ON PRECAST
PAVERS; PROTECT DURING CONSTRUCTION
AND RETURN TO EXISTING CONFIGURATION

EXISTING PITCH POCKET AND ELECTRICAL CONDUIT -
RELOCATE AWAY FROM WALL AND REPLACE WITH
PREMANUFACTURED CONDUIT FLASHING; REFER TO SPEC

EXISTING MECHANICAL UNIT; PROTECT
DURING CONSTRUCTION AND RETURN TO
EXISTING CONFIGURATION - REINSTALL
UNIT ON NEW PRECAST PAVERS

EXISTING MECHANICAL HOODS; PROTECT
DURING CONSTRUCTION AND REINSTALL ON
NEW ROOF CURB

3'-6" PAINTED STEEL
GUARD

REMOVE AND REPLACE
EXISTING GUARD WITH
NEW 3'-6" PAINTED
STEEL GUARD

EXISTING ROOF HATCH;
PROTECT DURING
CONSTRUCTION AND
REINSTALL ON NEW ROOF
CURBS
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NEW HEAVY GAUGE, FULLY WELDED
SCUPPER PAN IN EXISTING LOCATION

C/W DRIP LEG; MATCH EXISTING
PROFILE & SIZE, COLLECTOR BOX AND

RWL IN EXIST LOCATION

MIN 1% TYP

R3 - NEW SLOPED INSULATION AND ROOF
OVER EXISTING FLAT ROOF STRUCTURE;
BACKSLOPED INSULATION AS INDICATED

NOTE: REPLACE EXISTING ROOF
INSULATION THICKNESS IN-KIND AS
NOTED; PROVIDE SLOPE TO DRAIN

R3 - NEW SLOPED INSULATION AND ROOF
OVER EXISTING FLAT ROOF STRUCTURE;
BACKSLOPED INSULATION AS INDICATED

NOTE: REPLACE EXISTING ROOF
INSULATION THICKNESS IN-KIND AS
NOTED; PROVIDE SLOPE TO DRAIN

ROOF AREA DIVIDER

2

A553

1

A553

NEW HEAVY GAUGE, FULLY WELDED
SCUPPER PAN IN EXISTING LOCATION C/W
DRIP LEG; MATCH EXISTING PROFILE & SIZE;
NO COLLECTOR BOX; SPLASH TO GRADE
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0" RELOCATE EXISTING PLUMBING VENT STACK.
REINSTALL IN NEW LOCATION WITH APPROVED
PREMANUFACTURED ROOF VENT FLASHING -
TYPICAL; SEE DETAIL 3/A105
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TERMINATE LOWER ROOF CURB INTO
BACK OF ROOF EDGE CURB TYP
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 DETAIL
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ETAL FASCIA AND REPLACE

REMOVE AND RETAIN EXISTING
COLUMN COVER THIS LOCATION;

SEE NOTES, REFER TO DETAIL

REMOVE AND RETAIN EXISTING
COLUMN COVER THIS LOCATION;

SEE NOTES, REFER TO DETAIL
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ALIGN TOP OF PARAPETS AT CORNERS
UNLESS OTHERWISE SPECIFIED
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SEE AXO DETAIL OF
CORNER 7/A551

LOWER ROOF CURB TERMINATES
INTO SIDE OF RAD
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2%

5%
BACKSLOPE

EXISTING LADDER TO BE
REMOVED AND
REINSTALLED. CONFIRM
WITH COW FOR ANY
SPECIAL INSTRUCTIONS
PRIOR TO REMOVAL AND
POSSIBLE RELOCATION
WITHIN ACCESS HATCH
OPENING

RELOCATE EXISTING PLUMBING VENT
STACK.  REINSTALL IN NEW LOCATION
WITH APPROVED PREMANUFACTURED
ROOF VENT FLASHING - TYPICAL; SEE
DETAIL 3/A105

EXISTING BRICK CHIMNEY;
NEW ROOF EDGE CURB
TO SUIT AND PROVIDE
REGLET FLASHING AS PER
DETAIL NOTED

39
' -

 0
"

C
O

N
FI

R
M

 S
LO

PE
D

 V
AL

LE
Y 

C
O

N
D

IT
IO

N
 T

YP

+/
- 1

8'
 - 

9 
1/

4"

UPSTAND FLASHING TO
JOIN AT SIDE OF BRICK TO

BEHIND COLUMN COVER

ALIGN TOP OF PARAPETS AT
CORNERS UNLESS

OTHERWISE SPECIFIED TYP

ADJUST SETBACK OF NEW CURB
THIS LENGTH ONLY TO ALIGN
OUTSIDE FACE OF CURB WITH
INSIDE FACE OF EXIST COLUMN
COVER
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SEE AXO DETAIL
OF CORNER 1/A554

SEE AXO DETAIL
OF CORNER 2/A554
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NEW ROOF TYPES
NEW ROOF OVER EXISTING FLAT WOOD DECKR1
• 2 PLY MODIFIED BITUMEN ROOF MEMBRANE - HEAT WELDED CAP SHEET (BASIS OF DESIGN SOPREMA COLVENT TRAFFIC CAP-860)
• MANUFACTURER APPROVED SUBSTRATE (BASIS OF DESIGN 26.4mm BITUMEN FACED RIGID MINERAL FIBRE PANEL)
• SLOPED TYPE II EXPANDED POLYSTYRENE BOARD INSULATION (MIN 1% SLOPE TYP, MIN 2% BACKSLOPES & CRICKETS TYP)
• 152mm TYPE II EXPANDED POLYSTYRENE BOARD INSULATION
• 25mm TYPE II EXPANDED POLYSTYRENE BOARD INSULATION ; GROOVED TO SUIT EXISTING ELECTRICAL CONDUIT
• FULLY ADHERED SBS MODIFIED BITUMEN AIR/VAPOUR BARRIER MEMBRANE; INSTALL OVER EXISTING ELECTRICAL CONDUIT
• EXISTING WOOD DECK

NEW ROOF OVER EXISTING SLOPED WOOD DECKR2
• 2 PLY MODIFIED BITUMEN ROOF MEMBRANE - HEAT WELDED CAP SHEET (BASIS OF DESIGN SOPREMA COLVENT TRAFFIC CAP-860)
• MANUFACTURER APPROVED SUBSTRATE (BASIS OF DESIGN 26.4mm BITUMEN FACED RIGID MINERAL FIBRE PANEL)
• 203mm TYPE II EXPANDED POLYSTYRENE BOARD INSULATION (STAGGER JOINTS BOTH DIRECTIONS)
• 25mm TYPE II EXPANDED POLYSTYRENE BOARD INSULATION ; GROOVED TO SUIT EXISTING ELECTRICAL CONDUIT
• FULLY ADHERED SBS MODIFIED BITUMEN AIR/VAPOUR BARRIER MEMBRANE; INSTALL OVER EXISTING ELECTRICAL CONDUIT
• EXISTING WOOD DECK

NEW ROOF TO MATCH EXISTING OVER EXISTING DECKR3
• 2 PLY MODIFIED BITUMEN ROOF MEMBRANE - HEAT WELDED CAP SHEET (BASIS OF DESIGN SOPREMA COLVENT TRAFFIC CAP-860)
• MANUFACTURER APPROVED SUBSTRATE (BASIS OF DESIGN 26.4mm BITUMEN FACED RIGID MINERAL FIBRE PANEL)
• SLOPED TYPE II EXPANDED POLYSTYRENE BOARD INSULATION (1% SLOPE TYP, 2% BACKSLOPES & CRICKETS TYP)
• 51mm TYPE II EXPANDED POLYSTYRENE BOARD INSULATION; GROOVED TO SUIT EXISTING ELECTRICAL CONDUIT
• FULLY ADHERED SBS MODIFIED BITUMEN AIR/VAPOUR BARRIER MEMBRANE
• EXISTING DECK AS NOTED

NEW ROOF TO MATCH EXISTING OVER EXISTING FLAT CANOPYR4
• 2 PLY MODIFIED BITUMEN ROOF MEMBRANE - HEAT WELDED CAP SHEET (BASIS OF DESIGN SOPREMA COLVENT TRAFFIC CAP-860)
• MANUFACTURER APPROVED SUBSTRATE (BASIS OF DESIGN 6.4mm BITUMEN FACED SUPPORT PANEL)
• SLOPED TYPE II EXPANDED POLYSTYRENE BOARD INSULATION (MIN 1% SLOPE TYP, MIN 2% BACKSLOPES & CRICKETS TYP)
• FULLY ADHERED SBS MODIFIED BITUMEN AIR/VAPOUR BARRIER MEMBRANE
• EXISTING PLYWOOD DECK

EXISTING ROOF TYPES
EXISTING INSULATED ROOFEX1
• ROOFING (TO BE REMOVED)
• 2" FIBREGLASS INSULATION (TO BE REMOVED)
• 1" FIBREBOARD INSULATION; TO SUIT ELECTRICAL CONDUIT (TO BE REMOVED)
• VAPOUR BARRIER AND UNDERLAY (TO BE REMOVED)
• EXISTING DECK AS INDICATED (TO REMAIN); SLOPE AS INDICATED

EXISTING UNINSULATED CANOPYEX2
• ROOFING (TO BE REMOVED)
• 3/4" PLYWOOD DECK (TO REMAIN)

EXISTING ROOF ASSEMBLIES NOTES:
• EXISTING ROOF ASSEMBLY DESCRIPTIONS ARE BASED ON EXISTING BUILDING

DOCUMENTATION AND HAVE NOT BEEN CONFIRMED BY SITE INVESTIGATION
• THE CONTRACTOR IS TO CONFIRM EXISTING ROOF ASSEMBLIES

EXISTING ROOF SUBSTRATE PREPARATION NOTES:
• REMOVE ALL EXISTING ROOFING, INSULATION, FIBREBOARD, BARRIERS AND UNDERLAY

DOWN TO EXISTING DECK (WOOD, CONCRETE, PLYWOOD AS INDICATED)
• CLEAN EXISTING DECK OF ALL EXISTING ADHESIVE AND BARRIER MATERIAL, DIRT, OIL AND

GREASE AND PREPARE DECK TO RECEIVE FULLY ADHERED AIR/VAPOUR BARRIER
MEMBRANE AS NOTED AND ACCORDING TO MANUFACTURER'S INSTRUCTIONS

EXISTING ITEMS TO BE REMOVED AND RETAINED:
• CAREFULLY REMOVE AND DISASSEMBLE ITEMS IDENTIFIED IN A NON-DESTRUCTIVE

MANNER
• DO NOT CUT, BEND, WARP, OR DAMAGE EXISTING ITEMS DURING REMOVAL; REMOVE IN

WHOLE UNITS OR PIECES
• NOTIFY CONTRACT ADMINISTRATOR IF NON-DESTRUCTIVE REMOVAL IS NOT POSSIBLE PRIOR

TO PROCEEDING
• WRAP AND STORE ITEMS IDENTIFIED FOR STORAGE AND NOTIFY THE CONTRACT

ADMINISTRATOR
• DOCUMENT ALL EXISTING MTL PROFILES, LOCATIONS AND EXTENTS FOR ANY MATERIALS TO

BE REMOVED OR DISASSEMBLED
• CAREFULLY DOCUMENT ALL EXISTING FASTENER LOCATIONS, MATERIALS, PROFILES, AND

TYPES. NEW FASTENERS ARE TO BE OF IDENTICAL PROFILE AND TYPES ETC AND
REINSTALLED IN IDENTICAL LOCATIONS

• ALL NEW MATERIALS TO BE IDENTICAL TO EXISTING IN TYPE, MATERIAL, LOCATION ETC.
UNLESS OTHERWISE SPECIFICALLY STATED

• WHENEVER ITEMS ARE REMOVED, INSPECT UNDERLYING FOUND CONDITIONS AND INFORM
CONTRACT ADMINISTRATOR OF ANY UNSOUND CONDITIONS. SOME REMEDIATION SHALL BE
CONSIDERED AS PART OF THE WORK

ROOF GENERAL NOTES:
• SHOP DRAWINGS INCLUDING SLOPES OF VALLEYS, CRICKETS AND BACKSLOPES SHALL BE CLEARLY PRESENTED

FOR CONTRACT ADMINISTRATOR'S APPROVAL PRIOR TO MANUFACTURE AND INSTALLATION. ALTERNATIVES OR
SUGGESTIONS MUST HAVE WRITTEN APPROVAL BY CONTRACT ADMINISTRATOR PRIOR TO INSTALLATION

• "INDUSTRY STANDARD" SHALL NOT BE NOT BE ACCEPTED AS SUFFICIENT JUSTIFICATION OF INSTALLING
ROOFING COMPONENTS OR MATERIALS CONTRARY TO CONTRACT DOCUMENTS WITHOUT PRIOR WRITTEN
AUTHORIZATION FROM CONTRACT ADMINISTRATOR

• NO PENETRATIONS OF ROOFING SYSTEM (HORIZONTAL AND VERTICAL SURFACES) WITHIN 300mm OF ROOF
DECK INCLUDING THROUGH ROOF CURBS, PARAPETS, AND/OR THROUGH FLASHINGS WITHOUT SPECIFIC
AUTHORIZATION BY CONTRACT ADMINISTRATOR

• ALL PENETRATIONS THROUGH ROOF MEMBRANE WITHIN 300mm OF ROOF DECK TO UTILIZE PRE-
MANUFACTURED COMPONENTS, INSTALLED AS PER MANUFACTURES INSTRUCTIONS AND APPROVED BY
CONTRACT ADMINISTRATOR

• ALL PENETRATIONS OF MEMBRANES TO BE PATCHED AND/OR REPAIRED TO THE SATISFACTION OF CONTRACT
ADMINISTRATOR AND ROOFING SYSTEM MANUFACTURE SO AS JUDGED TO BE EQUAL TO, OR EXCEED, THE
PERFORMANCE AND LONGEVITY OF THE ROOFING SYSTEM ITSELF

• EXISTING PENETRATIONS TO BE CHECKED AND MADE GOOD WITH APPROVED PRE-MANUFACTURED
COMPONENTS UNLESS OTHERWISE EXPRESSLY STATED

REFINISH OR REPLACE EXISTING METAL
FASCIA AS NOTED WITH NEW FASTENERS

AS NOTED; REFER TO SHEET A201

SET BACK AS NOTED
VARIES
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NEW FLASHING TO MATCH
EXISTING DIMENSION TYP

NEW ROOF CURB AS NOTED; PT WOOD
STUD FRAMING @ 16" O.C. TYP

ROOF SYSTEM INSTALLED ON EXISTING
WOOD DECK; ROOF TYPE AS NOTED -
ENSURE MINIMUM SLOPES AS NOTED
INCLUDING SLOPED VALLEYS, PANS,
BACKSLOPES AND CRICKETS
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EXISTING FURRING TO SUIT EXISTING FASCIA
DIMENSION AND BRICK; REPLACE WITH NEW PT

WOOD BLOCKING TO SUIT EXISTING

PACK ALL DISCOVERED VOIDS IN
WALL AND BLOCKING WITH

MINERAL BATT INSULATION - TYP

NOTES:
• REFER TO DETAILS FOR SPECIFIC CONDITIONS
• ALL EXISTING ROOFS TO BE REPLACED AS NOTED
• ALL EXISTING ROOF EDGE CONDITIONS TO BE

REWORKED AS NOTED
• NEW FLASHINGS TO MATCH EXISTING WHERE NOTED
• INSULATE ALL DISCOVERED VOIDS
• ALL NEW WOOD BLOCKING ABOVE ROOF DECK LEVEL

OR IN EXTERIOR WALLS TO BE PRESSURE TREATED

NEW PT WD BLOCKING, HEIGHT
TO MATCH EXISTING

EXISTING WALL SYSTEM AND STRUCTURAL
MEMBERS; CONDITIONS VARY, GENERAL
CONTRACTOR TO CONFIRM EXISTING
CONDITIONS

EXISTING ROOF DECK WITH CONDUIT
ABOVE ROOF DECK; NEW ROOF SYSTEM
TO SUIT EXISTING CONDUIT AND OTHER
CONDITIONS, CONTRACTOR TO CONFIRM
EXISTING CONDITIONS

LINE OF EXISTING COLUMN; WHERE OCCURS

LAP BASE AND CAP
SHEETS AS SHOWN

MIN 3"MIN 6"

LAP MIN 6"

PREMANUFACTURED STACK VENT
FLASHING W/ REMOVABLE CAP, 12"
HIGH W/ 4" DECK FLANGE; REFER TO
SPECIFICATION

ADJUST LOCATION OF EXISTING STACK
VENT AT UNDERSIDE OF EXISTING
WOOD PURLIN OR AS REQUIRED FOR
CLEARANCE TO NEW ROOF CURB

~ 0' - 5"

+/- 2" - 1'-10"
VARIES

1'
 - 

0"

CLEARANCE REQ'D
~ 1' - 5"

APPROXIMATE MIN CLEARANCE
REQ'D TO NEW ROOF CURB

NEW ROOF ASSEMBLY ON EXISTING
SLOPED ROOF; REFER TO DETAIL

This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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ROOF PLAN1
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TYPICAL ROOF EDGE DETAIL2
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PLUMBING STACK VENT RELOCATION3




