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METAL COLUMN COVERS TO BE
REFINISHED TYP.

EXISTING ELECTRICAL
PANELS TO REMAIN TYP.

EXISTING LIGHTING TO
REMAIN, TYP.

EXISTING LIGHTING
TO REMAIN TYP.

EXISTING LIGHTING TO
REMAIN TYP.

NEW STEEL GUARD RAILING;
PAINTED, WHITE FINISH

NEW STEEL GUARD
RAILING; PAINTED,
WHITE FINISH

EXISTING
ACCESS LADDER
TO REMAIN

NEW RWL IN NEW LOCATION; REFER
TO DETAIL 5 ON THIS PAGE

NEW RWL IN EXIST LOCATION

MODIFY STUCCO WALL BASE
DETAIL TO SUIT NEW ROOF

THICKNESS AND MAKE GOOD;
REFER TO DETAILS 1, 2 & 3/A552
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ROOF AREA DIVIDER
BEYOND

NEW BOOK RETURN;
REFER TO SPECIFICATION

NEW RWL IN EXIST LOCATION

EXISTING CHAINLINK FENCING TO
REMAIN

EXISTING CHAINLINK FENCING TO
REMAIN

REPAINT EXIST FOUNDATION TYP

RECAULK EXISTING
OPENINGS TYP

EXIST BOLLARDS TO
REMAIN TYP

EXISTING LIGHTING
TO REMAIN TYP.

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP
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Sim

MAIN FLOOR
100' - 0"

GRADE
98' - 6"

T/O ROOF BEAMS 2
118' - 4 1/2"

654321 T/O ELEV PARAPET HI
124' - 8"

T/O ELEV PARAPET LOW
122' - 0"

EXISTING AWNING SOFFIT AND
FASCIA TO BE REFINSIHED

D103A

NEW METAL FASCIA PANELS TO BE
REMOVED AND REPLACED WITH
NEW TO MATCH EXISTING

NEW EXTERIOR LIGHTING FIXTURES IN
EXISTING LOCATIONS; REFER TO ELECTRICAL

NEW RWL IN EXISTING
LOCATION

NEW CONCRETE SLOPED WALKWAY C/W NEW
PAINTED STEEL GUARD RAILING, WHITE FINISH

NEW METAL FASCIA TO BE INSTALLED TO SUIT
NEW PARAPET, MATERIAL AND FINISH TO MATCH

EXISTING; REFER TO DETAILS 4 & 5/A554

NEW RWL IN EXISTING LOCATION

EXISTING SPLASH PAD TO REMAIN

EXISTING SPLASH PAD TO REMAINNEW "OPEN" SIGN; REFER TO ELECTRICAL

MODIFY STUCCO WALL BASE
DETAIL TO SUIT NEW ROOF
THICKNESS AND MAKE GOOD;
REFER TO DETAILS 1, 2 & 3/A552

ROOF AREA DIVIDER
BEYOND

NEW STEEL GUARD RAILING;
PAINTED, WHITE FINISH

METAL COLUMN COVERS TO BE
REFINISHED TYP

REPAINT EXIST FOUNDATION TYP

NEW VINYL 152mm HIGH VINYL
DECAL  ADDRESS SIGNAGE

METAL COLUMN COVERS TO BE
REFINISHED TYP.

NEW CONCRETE STAIR C/W NEW PAINTED
STEEL GUARD RAILING, WHITE FINISHRECAULK EXISTING

OPENINGS TYP

RECAULK EXISTING
OPENINGS TYP

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP

EXISTING METAL FASCIA TO BE REMOVED,
REFINISHED AND RE-INSTALLED IN EXISTING
LOCATION TYP

EXISTING METAL STAIR
ENCLOSURE TO REMAIN

RECAULK STAIR ENCLOSURE
CONNECTION TO BUILDING TYP

Sim

4
A552

Sim

4
A552

EXISTING METAL FASCIA TO
BE REMOVED, REFINISHED

AND RE-INSTALLED IN
EXISTING LOCATION TYP

NEW METAL FASCIA PANELS TO BE
REMOVED AND REPLACED WITH
NEW TO MATCH EXISTING

EXISTING METAL FASCIA TO
BE REMOVED, REFINISHED
AND RE-INSTALLED IN
EXISTING LOCATION TYP

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-

INSTALLED IN EXISTING LOCATION TYP

NEW METAL FASCIA PANELS TO BE
REMOVED AND REPLACED WITH NEW

TO MATCH EXISTING

EXISTING METAL FASCIA TO
BE REMOVED, REFINISHED AND
RE-INSTALLED IN EXISTING
LOCATION TYP

16

A705

NEW SIGNAGE
LIGHTING; REFER
TO ELECTRICAL

MAIN FLOOR
100' - 0"

GRADE
98' - 6"

A

D BE CF

T/O ELEV PARAPET HI
124' - 8"

T/O ELEV PARAPET LOW
122' - 0"

D114

ALL METAL FASCIA PANELS ALONG
THE WEST FACE OF ONE-STOREY
BUILDING TO BE REMOVED AND
REPLACED WITH NEW TO MATCH
EXISTING

NEW SIGNAGE LIGHTING;
REFER TO ELECTRICAL

EXISTING LIGHT FIXTURE
TO BE REMOVED

EXISTING SIGNAGE
TO REMAIN

LIGHTS TO ALIGN WITH
EDGE OF DOOR FRAME

EDGE OF RAILING TO ALIGN
WITH FRAME OF DOOR

METAL COLUMN COVERS TO
BE REFINISHED TYP.

RECAULK EXISTING
OPENINGS TYP

REMOVE AND REPLACE METAL
FASCIA PANEL AT EXIST LIGHT TO
BE REMOVED

SIGNAGE LIGHTING

+/- 16'-0"

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP

NEW RWL IN EXISTING LOCATION

REPAINT EXIST FOUNDATION TYP

MODIFY STUCCO WALL BASE
DETAIL TO SUIT NEW ROOF
THICKNESS AND MAKE GOOD;
REFER TO DETAILS 1, 2 & 3/A552

NEW CONCRETE SLOPED WALKWAY C/W NEW
PAINTED STEEL GUARD RAILING, WHITE FINISH

EXISTING RAMP, STAIR AND
RAIL TO REMAIN

NEW STEEL GUARD RAILING;
PAINTED, WHITE FINISH

MAIN FLOOR
100' - 0"

GRADE
98' - 6"

A

DB EC F

T/O ELEV PARAPET HI
124' - 8"

T/O ELEV PARAPET LOW
122' - 0"

NEW RWL IN EXIST
LOCATION

METAL COLUMN COVERS TO
BE REFINISHED TYP

EXISTING LIGHTING TO
REMAIN TYP

EXISTING LIGHTING TO
REMAIN TYP

NEW RWL IN
EXIST LOCATION

REFER TO DETAIL 2/A554
FOR TYPICAL NEW

PARAPET CORNER DETAIL

EXISTING METAL FASCIA TO BE
REMOVED, REFINISHED AND RE-
INSTALLED IN EXISTING LOCATION TYP

REFER TO DETAIL 1/A554 FOR TYPICAL
NEW PARAPET CORNER DETAIL

NEW METAL FASCIA TO BE INSTALLED
TO SUIT NEW PARAPET, MATERIAL

AND FINISH TO MATCH EXISTING;
REFER TO DETAILS 4 & 5/A554

NEW BOOK DROP; REFER
TO SPECIFICATION
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7
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Sim

EXISTING CHAINLINK
FENCING TO REMAIN

EXISTING ELECTRICAL
PANELS TO REMAIN TYP

EXIST BOLLARDS TO
REMAIN TYP

REPAINT EXIST FOUNDATION TYP

RECAULK EXISTING
OPENINGS TYP

EXISTING METAL STAIR
ENCLOSURE TO REMAIN

RECAULK STAIR ENCLOSURE
CONNECTION TO BUILDING TYP

EXISTING METAL FASCIA TO BE REMOVED,
REFINISHED AND RE-INSTALLED IN EXISTING
LOCATION TYP

Sim

4
A552

EXISTING METAL FASCIA TO BE REMOVED,
REFINISHED AND RE-INSTALLED IN EXISTING
LOCATION.

EXTERIOR FINISHES LEGEND

EXISTING METAL FASCIA TO BE REMOVED AND
REPLACED WITH NEW TO MATCH EXISTING

NEW METAL FASCIA TO SUIT NEW PARAPET.
PANEL TO MATCH EXISTING MATERIAL AND FINISH.

MAIN FLOOR
100' - 0"

GRADE
98' - 6"

A

NEW RWL IN NEW
LOCATION

EXISTING CHAINLINK
FENCING TO REMAIN

EXISTING MECHANICAL
UNITS TO REMAIN

NEW STEEL GUARD RAILING;
PAINTED, WHITE FINISH

EXISTING METAL FASCIA TO BE REMOVED,
REFINISHED AND RE-INSTALLED IN
EXISTING LOCATION TYP

RECAULK EXISTING
OPENINGS TYP

METAL COLUMN COVERS
TO BE REFINISHED TYP

This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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EXTERIOR
ELEVATIONS

1605

6 Fermor Ave.     Winnipeg, MB

St. Vital Library

 3/16" = 1'-0"

SOUTH ELEVATION1

 3/16" = 1'-0"

NORTH ELEVATION2

 3/16" = 1'-0"

WEST ELEVATION3  3/16" = 1'-0"

EAST ELEVATION4

GENERAL NOTES:
• ALL EXISTING FOUNDATION WALLS TO BE CLEANED AND REPAINTED;

EXISTING PAINT TO BE SCRAPED AND FOUNDATION WALL TO BE
CLEANED PRIOR TO PAINTING.

• ALL EXISTING METAL COLUMN COVERS AND COLUMN CAPS TO BE
CLEANED & REFINISHED.

• ALL EXISTING METAL FASCIA TO BE REMOVED, REFINISHED, OR
REPLACED AS NOTED.  USE NEW FASTENERS TO MATCH EXISTING.

• WHERE METAL FASCIA IS REPLACED PROVIDE NEW PT WOOD BLOCKING
FOR FASCIA ATTACHMENT

 3/16" = 1'-0"

EAST ELEVATION AT NEW RWL5

• ITEMS NOTED TO BE REFINSHED SHALL BE STRIPPED OF EXISTING
PAINT, HAVE RUST REMOVED, AND  BE SANDED TO RECEIVE
PRIMER AND PAINT.

• REFER TO SPECIFICATION FOR PAINTING PROCEDURES.

• ALL RAINWATER LEADERS TO BE REMOVED AND REPLACED WITH
NEW TO MATCH EXISTING. LEADERS TO BE PREFINISHED METAL,
COLOUR TO MATCH BROWN ROOF FLASHING.

• NEW FASCIA TO BE PRIMED & PAINTED.

• ALL EXISTING OPENINGS (WINDOWS, DOORS, SERVICES) TO BE
RECAULKED; REMOVE EXISTING CAULKING, CLEAN SURFACES
TO BE SEALED AND INSTALL NEW CAULKING (WITH BACKER
ROD WHERE REQUIRED)

• INSTALL NEW PREFINISHED METAL CLOSURE/FLASHING AT ALL
EXISTING WINDOW HEADS AT METAL FASCIA AS PER DETAIL
4/A552




