
ALUMINUM POWERED
ENTRANCE DOOR
SYSTEM AS NOTED

CUT-BACK EXISTING LAMINATED GYPSUM  BOARD
FINISH MIN 100mm TO EXPOSE EXISTING VAPOUR

BARRIER MEMBRANE

LAP AND SEAL ADHERED AIR/VAPOUR BARRIER
MEMBRANE TO EXISTING VAPOUR BARRIER MEMBRANE

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

RETURN WALNUT PLWD INTO OPENING OR PROVIDE SOLID
WALNUT STRIP; NO EXPOSED GWB SUBSTRATE PERMITTED

SEALANT & BACKER ROD;
LEAVE 6mm FOR SEALANT

CLEAN EXISTING BRICK OF OLD
SEALANTS/CAULKING AFTER REMOVAL
OF EXISTING DOOR SYSTEM

CUT-BACK OR REMOVE EXISTING
EMBEDDED BLOCKING

SEALANT & BACKER ROD; LEAVE
6mm FOR SEALANT

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER WOOD BLOCKING
AND EXISTING BRICK

NEW BLOCKING AND GYPSUM
BOARD  TO ALIGN WITH

EXISTING

EXISTING EXTERIOR WALL

1/4" WALNUT VENEER PLWD; EDGE BANDING TO ALL
EXPOSED EDGES, FINISHED TO MATCH FACE

ALUMINUM POWERED
ENTRANCE DOOR
SYSTEM AS NOTED

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

J-MOULDING TYP

SEALANT & BACKER ROD;
LEAVE 6mm FOR SEALANT

NEW WOOD BLOCKING TO SUIT

SEALANT & BACKER ROD;
LEAVE 6mm FOR SEALANT

EXISTING INTERIOR
WALL

1/4" WALNUT VENEER PLWD; EDGE
BANDING TO ALL EXPOSED EDGES,

FINISHED TO MATCH FACE
RETURN WALNUT PLWD INTO OPENING OR
PROVIDE SOLID WALNUT STRIP; NO
EXPOSED GWB SUBSTRATE PERMITTED

BREAK METAL CLIP TYP

1/8" BRAKE FORMED METAL
CLOSURE TO MATCH
ENTRANCE SYSTEM FRAMING

ALUMINUM POWERED
ENTRANCE DOOR

SYSTEM AS NOTED

ALUMINUM SIDELITE FRAMING TO
MATCH ENTRANCE SYSTEM
FRAMING

DUAL GLAZING AS NOTED

EXISTING METAL
SOFFIT TO REMAIN

TRANSOM FRAMING; ALUMINUM POWERED
ENTRANCE DOOR SYSTEM AS NOTED

SEALANT & BACKER ROD;
LEAVE 6mm FOR SEALANT

VESTIBULE INSULATED CEILING ASSEMBLY
• NEW 5/8" G1S FIR PLWD
• EXISTING PLWD SHEATHING
• EXISTING WOOD STRUCTURE
• EXISTING INSULATION AND VAPOUR BARRIER
• EXISTING PLWD CEILING
• EXISTING METAL SOFFIT

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

SEALANT & BACKER ROD;
LEAVE 6mm FOR SEALANT

NEW GYPSUM BOARD CEILING; PAINTED

VESTIBULE CEILING ASSEMBLY
• NEW 5/8" G1S FIR PLWD
• EXISTING PLWD SHEATHING
• EXISTING WOOD STRUCTURE
• EXISTING PLWD CEILING
• NEW GYPSUM BOARD FINISH

INTERIOR

INTERIOR EXTERIOR

EXIST WD FRAMING

CONT PT WD BLOCKING

1'
 - 

0"

1"

4 3/4"

TRANSOM FRAMING; ALUMINUM POWERED
ENTRANCE DOOR SYSTEM AS NOTED

WD FRAMING TO SUIT

SEALANT & BACKER ROD TYP;
LEAVE 6mm FOR SEALANT

CORNER MOULDING OVER
GYPSUM BOARD EDGE TYP

EXISTING VESTIBULE CEILING
WOOD STRUCTURE

VESTIBULE CEILING ASSEMBLY
• NEW 3/4" FIR G1S PLWD
• EXISTING PLWD SHEATHING
• EXISTING WOOD STRUCTURE
• EXISTING PLWD CEILING
• NEW GYPSUM BOARD FINISH

3/4" x 3/4" QUARTER ROUND
SOLID WD TRIM; FIR TO
MATCH PLWD, CLEAR SEALED

GYPSUM BOARD PAINTED TYP

WD BLOCKING TO SUIT

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

EXISTING LAMINATED GYPSUM BOARD

NEW GYPSUM BOARD CEILING; PAINTED

GYPSUM BOARD FINISH CONTINUOUS
BEHIND ENTRANCE FRAMING

CONT WD BLOCKING

MAIN FLOOR
100' - 0"

FLOORING ULAY TYP

FLOORING AS NOTED

FLOORING TO EXTEND
UNDER ENTRANCE FRAMING

SEALANT & BACKER ROD TYP;
LEAVE 6mm FOR SEALANT

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

SIDELITE FRAMING; ALUMINUM POWERED
ENTRANCE DOOR SYSTEM AS NOTED

WD SHIMS

CONT BLOCKING TO MATCH
ULAY THICKNESS

FABRICATED STEEL LINTEL;
REFER TO STRUCTURAL

PT WD BLOCKING TO
SUPPORT EXIST BRICK

J MOULDING AROUND
OPENING TYP

J MOULDING AROUND
OPENING TYP

3/4" x 1 1/2" S4S WALNUT TRIM AT
PLWD PANELLING

1/4" WALNUT VENEER PLWD
AS INDICATED

CUT-BACK EXISTING LAMINATED GYPSUM
BOARD FINISH MIN 100mm TO EXPOSE
EXISTING VAPOUR BARRIER MEMBRANE

LAP AND SEAL ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO EXISTING
VAPOUR BARRIER MEMBRANE

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

SEALANT & BACKER ROD TYP

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER WOOD

BLOCKING AND EXISTING BRICK

NEW BLOCKING AND GYPSUM
BOARD TO ALIGN WITH EXISTING;
FILL CAVITY WITH MINERAL FIBRE
BATT INSULATION

EXISTING BRICK W/ WOOD
FURRING EXTERIOR WALL

EMBED BOOKDROP
FACEPLATE IN SEALANT

EMBED BOOK DROP
FACEPLATE IN SEALANT

SEALANT & BACKER ROD

CUT-BACK EXISTING LAMINATED GYPSUM
BOARD FINISH MIN 100mm TO EXPOSE
EXISTING VAPOUR BARRIER MEMBRANE

NEW BLOCKING AND GYPSUM
BOARD TO ALIGN WITH EXISTING;
FILL CAVITY WITH MINERAL FIBRE
BATT INSULATION

PT WD BLOCKING AS
PER MANUFACTURER

FILL CAVITY WITH
MINERAL FIBRE
BATT INSULATION

BOOK DROP; SEE SPEC

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER STEEL LINTEL
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PROFILE OF OPENING
AS PER BOOK DROP
MANUFACTURER

WALL FINISH TO MEET
BOOK DROP TYP
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6

INSULATED AND THERMALLY
BROKEN STEEL DOOR AND FRAME

J MOULDING AROUND
OPENING TYP

CUT-BACK EXISTING LAMINATED GYPSUM
BOARD FINISH MIN 100mm TO EXPOSE

EXISTING VAPOUR BARRIER MEMBRANE

LAP AND SEAL ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO EXISTING

VAPOUR BARRIER MEMBRANE

NEW BLOCKING AND GYPSUM BOARD
TO ALIGN WITH EXISTING; FILL CAVITY

WITH MINERAL FIBRE BATT INSULATION

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

SEALANT & BACKER ROD TYP;
LEAVE 6mm FOR SEALANT

CLEAN EXISTING BRICK OF OLD
SEALANTS/CAULKING AFTER REMOVAL
OF EXISTING DOOR SYSTEM

CUT-BACK OR REMOVE EXISTING
EMBEDDED BLOCKING

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER WOOD BLOCKING
AND EXISTING BRICK

CORNER MOULDING AROUND
OPENING TYP

6" 1 1/2"

NEW GYPSUM BOARD JAMB

NEW WD BLOCKING TO ALIGN WITH
EXISTING BRICK OPENING

MAIN FLOOR
100' - 0"

6

INSULATED AND THERMALLY
BROKEN STEEL DOOR AND FRAME

J MOULDING AROUND
OPENING TYP

CUT-BACK EXISTING LAMINATED GYPSUM
BOARD FINISH MIN 100mm TO EXPOSE

EXISTING VAPOUR BARRIER MEMBRANE

LAP AND SEAL ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO EXISTING

VAPOUR BARRIER MEMBRANE

NEW BLOCKING AND GYPSUM BOARD
TO ALIGN WITH EXISTING; FILL CAVITY

WITH MINERAL FIBRE BATT INSULATION

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL

SEALANT & BACKER ROD TYP;
LEAVE 6mm FOR SEALANT

CLEAN EXISTING BRICK LINTEL OF OLD
SEALANTS/CAULKING AFTER REMOVAL
OF EXISTING DOOR SYSTEM

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER WOOD BLOCKING
AND EXISTING BRICK LINTEL

CORNER MOULDING AROUND
OPENING TYP

6" 1 1/2"

NEW GYPSUM BOARD JAMB

NEW WD BLOCKING TO ALIGN
WITH EXISTING BRICK OPENING

THERMALLY BROKEN THRESHOLD;
EMBED IN SEALANT

WEATHERSTRIPPING

EXTEND FLOORING & ULAY
UNDER THRESHOLD

SEALANT

7"

THRESHOLD OVER  FOUNDATION
& EXTERIOR SLAB JOINT

FLOORING ULAY TYP

FLOORING AS NOTED

~ 1"

EXISTING LINTEL

EXISTING WD BLOCKING

PT WD OR COMPOSITE SHIMS
(ADDITIONAL PT WD BLOCKING TO
SUIT FLOOR BUILD-UP RM 108 ONLY)

ADDITIONAL PLWD SUBFLOOR BUILD-
UP AS NOTED IN RM 108 ONLY;

REFER TO A903
RM 108 ONLY: WRAP PT WD
BLOCKING IN 16 GA. FORMED
ALUMINUM FLASHING TO MATCH
THRESHOLD

MAIN FLOOR
100' - 0"

FLOORING ULAY TYP

FLOORING AS NOTED

FLOORING AND ULAY CONTINUOUS
UNDER THRESHOLD

EMBED THRESHOLD IN SEALANT

SEALANT

ALUMINUM THRESHOLD; ALUMINUM POWERED
ENTRANCE DOOR SYSTEM AS NOTED

PT WD  OR COMPOSITE SHIMS

MAIN FLOOR
100' - 0"

PT WD BLOCKING AS
REQUIRED

J MOULDING AROUND
OPENING TYP

FILL SHIM SPACE WITH LOW
EXPANDING FOAM AIR SEAL TYP

SEALANT & BACKER ROD TYP

ADHERED AIR/VAPOUR BARRIER
MEMBRANE OVER WOOD BLOCKING

AND EXISTING BRICK

NEW BLOCKING AND GYPSUM
BOARD TO ALIGN WITH EXISTING
ADJACENT BACKUP WALL; FILL
CAVITY WITH MINERAL FIBRE BATT
INSULATION

EXISTING OPAQUE PANEL IN
EXISTING WINDOW SYSTEM

EMBED BOOKDROP
FACEPLATE IN SEALANT TYP

NEW BLOCKING AND GYPSUM
BOARD TO ALIGN WITH EXISTING;
FILL CAVITY WITH MINERAL FIBRE
BATT INSULATION

PT WD BLOCKING AS PER MANUFACTURER

FILL CAVITY WITH MINERAL
FIBRE BATT INSULATION

BOOK DROP; SEE SPEC

ADHERED AIR/VAPOUR BARRIER IN OPENING
ALL SIDES; LAP ON  EXTERIOR  AND
INTERIOR FACE OF OPAQUE PANEL

PROFILE OF OPENING
AS PER BOOK DROP
MANUFACTURER

WALL FINISH TO MEET
BOOK DROP TYP

EXIST GYPSUM BOARD
BACKUP WALL BEYOND

J-MOULDING TO EXIST FRAME

CORNER MOULDING TYP

MIN 2" LAP ON INTERIOR FACE
OF OPAQUE PANEL/FRAME

NEW PT WD BLOCKING BETWEEN INTERIOR
AND EXTERIOR PANELS OF EXISTING

OPAQUE PANEL TO SUIT

PROFILE OF OPENING AS PER
BOOK DROP MANUFACTURER

NOTE: RECAULK EXISTING
WINDOW SYSTEM TO ADJOINING

ASSEMBLIES; REFER TO A201
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WALL BASE AND FLOORING AS NOTED

CONT CAULK J-MOULDING
TO EXIST FRAME

1 
1/

2"
1 

1/
2"

1 1/2"

1 1/2" SOLID PERIMETER

MOUNTING ANGLE BEHIND C/W
RECESSED STAINLESS STEEL

HARDWARE TO SECURE SHROUD;
SHROUD TO BE REMOVABLE

PERFORATED METAL FIELD,
3/8" ROUND, 1/2" STAGGERED,

51% OPEN AREA

1/8" THICK PERFORATED STAINLESS
STEEL SHEET W/ 1 1/2" SOLID

PERIMETER

PLWD WALL PANELLING
CONTINUOUS BEHIND RADIATOR
AND SHROUD

WALL BASE AND FLOORING
CONTINUOUS BEHIND RADIATOR
AND SHROUD

MOUNTING ANGLE BEHIND C/W
RECESSED STAINLESS STEEL

HARDWARE TO SECURE SHROUD;
SHROUD TO BE REMOVABLE

1/8" THICK PERFORATED STAINLESS
STEEL SHEET W/ 1 1/2" SOLID

PERIMETER

WALL

FLOOR
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1 1/2" CLEARANCE
ON ALL SIDES TYP

1/8" THICK PERFORATED
STAINLESS STEEL SHEET W/ 1

1/2" SOLID PERIMETER

TO
 S

U
IT

TO SUITTOP ELEVATION

FRONT ELEVATION

LINE OF EXIST RADIATOR;  EXTEND
SHROUD PAST ENDS 1 1/2" TYP

LINE OF EXIST RADIATOR;  EXTEND
SHROUD PAST ENDS 1 1/2" TYP

SECURE ANGLES TO WALL
USING STAINLESS STEEL
HARDWARE INTO SOLID
BLOCKING

SECURE ANGLES TO FLOOR USING
STAINLESS STEEL SCREW ANCHORS

1 1/2" STAINLESS STEEL
MOUNTING ANGLE, 1 1/2" LONG

1 1/2" STAINLESS STEEL ANGLE
MOUNTING ANGLE; 1 1/2" LONG

SECTION

90 DEGREE BEND; SHROUD
TO BE A SINGLE PIECE

This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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SECTION DETAIL - EXTERIOR POWERED ENTRANCE DOOR HEAD4
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SECTION DETAIL - INTERIOR POWERED ENTRANCE DOOR HEAD5
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SECTION DETAIL - INTERIOR POWERED ENTRANCE DOOR SIDELITE SILL6
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SECTION DETAIL - NEW BOOK RETURN AT BRICK7
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PLAN DETAIL - NEW HM DOOR JAMB8
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SECTION DETAIL - NEW HM DOOR HEAD AND SILL9
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SECTION DETAIL - ENTRANCE DOOR THRESHOLD10
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SECTION DETAIL - NEW BOOK RETURN AND FURRING WALL AT EXIST WINDOW SYSTEM11
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RADIATOR SHROUD DETAILS12




