
ACOUSTIC CEILING TILE & CEILING
FRAMING AS NOTED

LINE OF JAMB BEYOND
VENEER PLWD JAMB
AS NOTED

GYPSUM BOARD
CORNER BEAD TYP

J-MOULDING TO UNDERSIDE OF
EXIST STEEL MEMBER

GYPSUM BOARD
BULKHEAD SIM TO IW1

PROVIDE WOOD BLOCKING
FASTENED TO EXIST STRUCTURE
AS REQUIRED TO SUPPORT NEW
BULKHEAD

EXIST GUARD PICKET BEYOND

TO SUIT ALIGN NEW GYPSUM BOARD
SUBSTRATE WITH EXIST AT
OPENINGS

RETURN PLWD FINISH AT OPENING
TO FACE OF BULKHEAD

SCREW ANCHOR TO EXIST
STRUCTURE

BASEMENT
90' - 0"

STRUCTURAL GLAZING ALUMINUM
BASE SHOE W/ SATIN ANODIZED

ALUMINUM CLADDING

STRUCTURAL GLAZING
ALUMINUM BASE SHOE W/ SATIN
ANODIZED ALUMINUM CLADDING

MODIFY EXISTING SUSPENDED CEILING AS
REQUIRED TO SUIT NEW BULKHEAD; MAKE
GOOD EXISTING CEILING FRAMING FINISH

WHERE DAMAGED BY WORK TYP

NEW CEILING PERIMETER
ANGLE TYP

ADDITIONAL HANGER WIRE AS
NEEDED FOR NEW CEILING

LAYOUT TYP

NEW GYPSUM BOARD AND STEEL
STUD BULKHEAD WALL ; BULKHEAD

FRAMING TO BE DESIGNED TO
SUPPORT TOP OF  GLAZING

1/2" TEMPERED AND
LAMINATED GLASS

CONT BLOCKING TO MATCH
ULAY THICKNESS

SCRIBE FLOORING TO
BASE SHOE TYP

SADDLE; SECURE TO EXISTING
CONCRETE AS PER MANUFACTURER'S
RECOMMENDATIONS

CLADDING

SADDLE; SECURE TO BULKHEAD
AS PER MANUFACTURER'S
RECOMMENDATIONS

CLADDING

DIAGONAL BRACING TO U/S OF
EXISTING CONCRETE SLAB TO

SUPPORT BULKHEAD; SPACING BY
CONTRACTOR

NEW SUSPENDED GYPSUM BOARD CEILING
• 5/8" GYPSUM BOARD; PAINTED
• 7/8" STEEL STUD FURRING @ 16" O.C.
• CEILING FRAMING CHANNEL; SIZE AND SPACING BY

CONTRACTOR

HANGER WIRE

TYP1 1/2"2 1/2" F
INISHED

CUT BACK EXISTING WALL AS
NOTED, DIMENSION FROM
FACE OF EXIST COLUMN

NEW WD BLOCKING

NEW GYPSUM BOARD SUBSTRATE

NEW GYPSUM BOARD CORNER BEAD TYP;
FINISH TO EXISTING GYPSUM BOARD

1/4" WALNUT VENEER PLWD TO
MATCH EXISTING; EDGE BANDING
TO ALL EXPOSED EDGES,
FINISHED TO MATCH FACE

1/4" WALNUT VENEER PLWD TO
MATCH EXISTING; EDGE BANDING

TO ALL EXPOSED EDGES,
FINISHED TO MATCH FACE

EXISTING STEEL COLUMN

EXISTING  PARTITION WALL

CORNER GUARD AS NOTED TYP

LAP FACE PLWD OVER JAMB

LINE OF GYPSUM BOARD ABOVE

FLOOR SUPPORTED WALL
PROTECTION RAIL AS NOTED
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1/2"CUT BACK EXISTING WALL AS
NOTED, DIMENSION FROM

FACE OF EXIST COLUMN

NEW WD BLOCKING

NEW GYPSUM BOARD SUBSTRATE

NEW GYPSUM BOARD CORNER BEAD TYP;
FINISH TO EXISTING GYPSUM BOARD

1/4" WALNUT VENEER PLWD TO
MATCH EXISTING; EDGE BANDING
TO ALL EXPOSED EDGES,
FINISHED TO MATCH FACE

1/4" WALNUT VENEER PLWD TO MATCH
EXISTING; EDGE BANDING TO ALL EXPOSED

EDGES, FINISHED TO MATCH FACE

EXISTING STEEL COLUMN

EXISTING  PARTITION WALL

LINE OF GYPSUM BOARD ABOVE
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18 GAUGE ALUM REVEAL
STRIP FULL HEIGHT; SATIN
ANODIZED FINISH

1/4" WALNUT VENEER PLWD;
EDGE BANDING TO ALL
EXPOSED EDGES, FINISHED
TO MATCH FACE

1/2"

NEW OR EXISTING WALL
CONSTRUCTION AS NOTED

1"

PLYWOOD PANELING NOTES:
• PLYWOOD TO BE SECURED USING ADHESIVE OR CONCEALED

FASTENERS OR A COMBINATION OF BOTH METHODS
• PLYWOOD PANELING ATTACHMENT METHOD TO BE

APPROVED BY CONTRACT ADMINISTRATOR
• NAILS AT SOLID WOOD TRIMS TO BE COUNTER-SUNK AND

CONCEALED USING COLOR-MATCHED WOOD FILLER

1/4" WALNUT VENEER PLWD; EDGE
BANDING TO ALL EXPOSED EDGES,
FINISHED TO MATCH FACE

EXISTING STEEL FLOOR STRUCTURE EDGE MEMBER

3/4" x 1 1/2" S4S WALNUT TRIM AT
PLWD PANELLING

EXISTING PARTITION WALL

EXISTING STEEL GUARD PICKET BEYOND

NOTES:
• ALIGNMENT OF EXISTING WALL AND EXISTING STEEL FLOOR

STRUCTURE EDGE MEMBER MAY VARY, CONFIRM
DIMENSIONS ON SITE

• PROFILE OF NEW WALNUT TRIM TO MATCH EXISTING

PLYWOOD PANELING NOTES:
• PLYWOOD TO BE SECURED USING ADHESIVE OR CONCEALED

FASTENERS OR A COMBINATION OF BOTH METHODS
• PLYWOOD PANELING ATTACHMENT METHOD TO BE

APPROVED BY CONTRACT ADMINISTRATOR
• NAILS AT SOLID WOOD TRIMS TO BE COUNTER-SUNK AND

CONCEALED USING COLOR-MATCHED WOOD FILLER

NEW CEILING PERIMETER
ANGLE TYP

ADDITIONAL HANGER WIRE AS
NEEDED FOR NEW CEILING
LAYOUT TYP

NEW GYPSUM BOARD AND STEEL
STUD BULKHEAD WALL ; BULKHEAD
FRAMING TO BE DESIGNED TO
SUPPORT TOP OF  GLAZING

DIAGONAL BRACING TO U/S OF
EXISTING CONCRETE SLAB TO
SUPPORT BULKHEAD; SPACING BY
CONTRACTOR

NEW SUSPENDED GYPSUM BOARD CEILING
• 5/8" GYPSUM BOARD; PAINTED

• 7/8" STEEL STUD FURRING @ 16" O.C.
• CEILING FRAMING CHANNEL; SIZE AND SPACING BY

CONTRACTOR

HANGER WIRE

U/S EXIST ACT

U/S NEW GWB CEILING

SCREW ANCHOR TO EXIST
STRUCTURE

LOCKERS

5/8" GWB, TYP.
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STL FRAMING
AS RE. TYP.

ACOUSTIC CEILING TILE &
CEILING FRAMING AS NOTED

GYPSUM BOARD
CORNER BEAD, TYP.

GYPSUM BOARD
BULKHEAD SIM TO IW1

NEW SUSPENDED GYPSUM BOARD CEILING
• 5/8" GYPSUM BOARD; PAINTED

• 7/8" STEEL STUD FURRING @ 16" O.C.
• CEILING FRAMING CHANNEL; SIZE AND SPACING BY

CONTRACTOR

HANGER WIRE, TYP.

TYPICAL RUBBER WALL BASE DETAIL; REFER TO
ROOM FINISH SCHEDULE FOR RUBBER WALL
BASE (RBI) LOCATIONS.

RUBBER WALL AS PER SPEC

WALL CONSTRUCTION
AS NOTED

FLOORING ULAY TYP

FLOORING AS NOTED
COVE SUPPORT AS PER SPEC

FINISH CAP AS PER SPEC

0'
 - 

4"
 T

YP

VINYL SHEET FLOORING
COVE WALL BASE

WALL CONSTRUCTION
AS NOTED

TYPICAL VINYL SHEET COVE WALL BASE DETAIL;
REFER TO ROOM FINISH SCHEDULE FOR COVE
WALL BASE (COVE) LOCATIONS.

FLOORING ULAY TYP

VINYL SHEET FLOORING AS NOTED

TYPICAL ALUMINUM WALL BASE DETAIL; REFER
TO ROOM FINISH SCHEDULE FOR ALUMINUM
WALL BASE (ALUM) LOCATIONS.

WALL CONSTRUCTION AS NOTED

FLOORING ULAY TYP

FLOORING AS NOTED
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0'
 - 

0 
1/

4"

18 GAUGE ALUM WALL BASE;
SATIN ANODIZED FINISH

1/4" WALNUT VENEER PLWD; EDGE
BANDING TO ALL EXPOSED EDGES,

FINISHED TO MATCH FACE

COVE BEND

SEALANT AS RECOMMENDED BY
FLOORING MANUFACTURER

TOP EDGE OF WALL BASE TO
ABUT ALUM REVEAL STRIPS

STEEL STRINGER BEYOND

EXISTING CONCRETE TOPPING IN
STEEL TREAD PAN

COLOUR CONTRASTING VINYL NOSING
STRIP AC/NW EMBEDDED
CARBORUNDUM WARNING STRIP, TYP.

EXISTING STEEL ANGLE TREAD PAN
SUPPORTS AT STRINGER

EX
IS
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N

G

RUBBER TREAD, REFER TO STAIR FINISH
NOTES ON EaEXISTING

PAINT EXISTING RISERS, REFER TO
STAIR FINISH NOTES ON Ea

STEEL STRINGER BEYOND

EXISTING CONCRETE TOPPING IN
STEEL TREAD PAN

COLOUR CONTRASTING VINYL NOSING
STRIP AC/NW EMBEDDED
CARBORUNDUM WARNING STRIP, TYP.

EXISTING STEEL ANGLE TREAD PAN
SUPPORTS AT STRINGER

EX
IS

TI
N

G

CARPETED TREAD, REFER TO STAIR
FINISH NOTES ON EA

EXISTING

This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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SECTION DETAIL - NEW OPENING IN EXISTING WALL HEAD5
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SECTION DETAIL - INTERIOR GLAZED PARTITION HEAD AND SILL6
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PLAN DETAIL - NEW OPENING IN EXISTING WALL1  3" = 1'-0"

PLAN DETAIL - EXISTING PLWD TO NEW PLWD PANELLING9

 6" = 1'-0"

PLAN DETAIL - TYPICAL PLWD PANELLING REVEAL8
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SECTION DETAIL - TYPICAL TOP OF PLWD PANELLING2
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SECTION DETAIL - BULKHEAD AT EXIST AND NEW ACT10
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SECTION DETAIL - BULKHEAD AT LOCKERS11
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RUBBER WALL BASES12
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COVE WALL BASE13  6" = 1'-0"

ALUMINUM WALL BASE14
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SECTION DETAIL - TYPICAL STAIR TREADS @ BASEMENT TO MAIN15  1 1/2" = 1'-0"

SECTION DETAIL - TYPICAL STAIR TREADS @ MAIN TO MEZZANINE16




