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GENERAL NOTES

KEY PLAN

1. DEVICES, CABLE ROUTING AND SYSTEMS SHOWN ARE AT THEIR APPROXIMATE
LOCATION. CONFIRM EXACT LOCATION AND ROUTING ON SITE, TO AVOID DAMAGE TO
EXISTING SYSTEMS, AND TO AVOID FUTURE WORK AREAS. REVIEW THE SURVEY PLAN
DRAWING PRIOR TO WORK.

REFER TO DWG. 1-0102-ESCH-A002 FOR LUMINAIRE SCHEDULE.

CLOUDED PORTIONS INDICATE REMOVALS OR MODIFICATIONS TO EXISTING SYSTEMS.

SPECIFIC _NOTES

REMOVE EXISTING LUMINAIRE TYPE 'CC’ AFTER CONSTRUCTION IS COMPLETE,

AND SITE IS BEING DE—MOBILIZED.

RETROFIT AND REPLACE ALL EXISTING LUMINAIRES TYPE 'BB’. REPLACE

EXISTING METAL HALIDE LUMINAIRE WITH NEW LED TYPE 'DD'. RE-USE
EXISTING POLE AND CIRCUIT NUMBER.

REMOVE ROADWAY LUMINAIRE, LAMP STANDARD, AND CONCRETE BASE
ADJACENT (SOUTH SIDE) TO THE ENTRY TO THE WINNIPEG RADIO CONTROL
AREA. DISCONNECT, AND REMOVE UN-USED WIRING. PROVIDE FILL AND
PERFORM LANDSCAPING TO MATCH EXISTING. ENSURE THAT THE 1
REMAINING ROADWAY LUMINAIRE AT THE CORNER OF THE SNOW DUMP
ENTRY REMAINS CONNECTED, AND IS OPERATIONAL. ALL THE EXISTING SNOW
DUMP LIGHTING IS NOT SHOWN, AND IS TO REMAIN.

DISCONNECT AND REMOVE EXISTING LUMINAIRE. REMOVE UN-USED WIRING.

TURN OVER LUMINAIRE TO

THE CITY CONTRACT ADMINISTRATOR.
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