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EXTERIOR LIGHTING CONTROL, LC-C726 SCHEMATIC AND WIRING DIAGRAM
SCHEDULE, LUMINAIRE AND EXIT SIGNS
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GENERAL NOTES
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1. ALL WIRING SHALL BE TECK90 C/W ALL FITTINGS, ACCESSORIES, SUPPORTS, ETC.
AS REQUIRED.

2. LIGHT SWITCHES SHALL BE TAGGED (WITH A HARD PLASTIC LAMACOID NAMEPLATE)

TO INDICATE THE CIRCUIT NUMBER, AND WHAT AREA EACH LIGHT SWITCH CONTROLS.

3. ALL LUMINAIRES TO BE HARDWIRED, AND THE INSTALLATION SHALL BE A MINIMUM
OF NEMA 4X RATED (WATERTIGHT) AND CORROSION RESISTANT — OR HIGHER TO
SUIT THE AREA.

4. CONNECTION OF LIGHT FIXTURES SHALL BE VIA DIRECT BURIED TECK390 CABLING.
NOT ROUTE CABLING HORIZONTALLY ALONG THE FENCE BETWEEN LUMINAIRES.
AVOID INTERFERENCES WITH SUBSTATION GROUND GRID AND OTHER SYSTEMS.
PROVIDE ALL NECESSARY ENCLOSURES, FITTINGS, ATTACHMENT HARDWARE FOR A
COMPLETE INSTALLATION.

5. REFER TO DRAWING 1-0102—-ESCH-A002 FOR LUMINAIRE SCHEDULE. REFER TO

SUBSTATION DRAWINGS 1-0102—-EGAD-Y004, 1-0102-EGAD-YO005,
1-0102—-EGRD-Y003 FOR ADDITIONAL DETAILS.

SPECIFIC _NOTES

PERIMETER FENCE LUMINAIRES (CCT. 7A AND 8A) TO BE CONTROLLED BY LIGHTIN
CONTACTOR LC-C726. SEE DWG. ELTG—-C007 LIGHTING CONTROL SCHEMATIC.

REFER TO DETAIL 'D’ ON DRAWING EGRD-Y003. TYPICAL.

LUMINAIRE TO BE MOUNTED ON THE ‘A’ FRAME STRUCTURE AT AN ELEVATION OF
4000mm ABOVE GRADE LEVEL. TYPICAL.

BURIED ROUTING TO CONTROL SWITCH LOCATIONS, SEE DWG. EGAD-YOO03.

DO

G

PROVIDE SLIP-FITTER ADAPTER POST FOR MOUNTING OF LUMINAIRE ON FENCE POST.

SINGLE, MAINTAINED, TOGGLE STYLE LIGHT SWITCH FOR 'A’ FRAME AND TRANSFORMER
TASK LIGHTING FIXTURES. SEE DWG. ELTG-C007 FOR LIGHTING CONTROL SCHEMATIC.

FOR EXIT LOCATIONS OF CABLES C-Y701-8 AND C-Y702-8 AT CABLE VAULTS AND

CH2MHILL.
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