
C
H

2
M
 

H
IL

L
 
2
0
1
7
. 
 

A
L
L
 

R
IG

H
T
S
 

R
E

S
E

R
V

E
D
.

c

2017\04\02PLOT DATE:

A
1
 

S
IZ

E
 
-
 

5
9
4

m
m
 

x
 

8
4
1

m
m

DATEREVISIONSNO. CHECK

ENGINEER’S SEAL

CHECKED BY:

DATE:

APPROVED  BY:

DATE:

SCALE:

DRAWN BY:

DESIGNED BY:

CONSULTANT NO.:

CITY DRAWING NUMBER SHEET REV. SIZE

DESIGN

BY:

FILE NAME:

Certificate of Authorization

CH2M HILL Canada Ltd.

WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

2017/04/05

J. SHUMKA

KEY PLAN
NTS

REMOVE BACK TO SOURCE

ELECTRICAL CONNECTIONS THAT MAY REMAIN AND

CONTRACTOR TO REVIEW ANY EXISTING PIPING OR

THIS PUMP PREVIOUSLY REMOVED/DISCONNECTED.

OVERFLOW DROP SHAFT

BETWEEN GRID LINES R1 AND R2 ON FACE OF

TO SOUTH END OF GALLERY 5 ALONG GRID LINE 20

BACK TO SOURCE.AND RELOCATE EXISTING SAMPLE PUMP

ASSOCIATED PIPING AND ELECTRICAL CONNECTIONS

REMOVE EXISTING SAMPLE PUMP SA-P502

NOTE: THIS DRAWING SUPERSEDES DRAWING SEP-60

CLOUDING ON THIS DRAWING.

RESPONSIBILITY ONLY FOR AREAS IDENTIFIED BY

SEALING ARCHITECT OR ENGINEER ACCEPTS

(SEE PNID’S 1-062-PPID-P103, P104)

POINT ABOVE LIQUID LEVEL IN EFLUENT CHANNEL.

PUMP DISCHRGE LINE THUR EFFLUENT SAMPLER BACK TO A

ABOVE CHANNEL BASE SLAB TO SAMPLE PUMP. PROVIDE

CHANNEL ABOVE FROM LOCATION APPROXIMATELY 600MM

SAMPLER. RUN SAMPLE LINE DIRECTLY FROM EFFLUENT

RELOCATED SAMPLE PUMP SA-P502, PROVIDE EFFLUENT
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R. THORLEY

SOUTH END WATER POLLUTION CONTROL PLANT

PRIMARY CLARIFIER GALLERY 5

SAMPLE PUMP SA-P502 RELOCATION
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