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EL 227.534

BASEMENT PLAN

EL 227.534

STAIR
EL 227.504

EL 225.534

SUMP

WASTE SLUDGE

ASSEMBLY, TYP
SUMP PUMP

P-K502

P-K501

GALLERY

SERVICE

PUMP ROOM

041-0102-MGAD-K501

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
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A1

HIGH RATE CLARIFICATION BUILDING

  

S.S.00 J.C.

  

1

MGAD-K504
HV-1

HV-1

HV-1

MECHANICALR. ARCHER

T. TRAN

PLUMBING - BASEMENT PLAN

100-VTA-CI01

75-VTA-CI01, UP

2210-720 ,TYP

SEE DETAIL

HOSE RACK

2210-300 ,TYP

HOSE VALVE

INTERIOR 

CO-1

RUNNING TRAP

FROM GROUND LEVEL
100-D-CI01

BOTTOM OF RISER

C/W CLEAN OUT AT 

DOWN THRU FLOOR 

100-D-CI01

2-45” BENDS

FROM ABOVE WITH

100-D-CI01

 

FLEXIBLE COUPLING
EXPANSION JOINT

UP
75-SPD-SS01

20-NPW-CU01, DN

TO FUTURE CHEMICAL BUILDING
CAPPED FOR CONNECTION
50-NPW-CU01

20-NPW-CU01

50-NPW-CU01
20-NPW-CU01

20-NPW-CU01

20-NPW-CU01, UP

     ISOMETRICS.

3.   REFER TO DRAWING NUMBER 1-0102-MISO-K501 THRU 1-0102-MISO-K504 FOR PLUMBING

APPROPRIATE. FIELD-ROUTE TO HRC BUILDING THROUGH EXISTING SERVICE GALLERY 5.

GALLERY 3, SOUTH SIDE, (EXISTING DRAWING SEP-348) AND CONNECT 50-NPW-CU01 TO IT WHERE 

LOCATE EXISTING 50mm SEAL WATER LINE IN THE PIPING RACK OF THE PRIMARY CLARIFIER 2.

ALL DRAINS ARE 100 DIAMETER AND ARE INSTALLED AT 1% SLOPE UNLESS NOTED OTHERWISE.1.

NOTES:

UP
50-NPW-CU01

UP
20-NPW-CU01 

SK-1

DISCHARGE TO GUTTER
40-D-CU0101
12-DHW-CU01

2017/04/05

ISSUED FOR TENDER

20000 1000 40003000 5000

25-NPW-CU01

25-NPW-CU01, UP

01 S.S.09/2015 J.CISSUED FOR ADDENDUM NO. 3

01

02 S.S.10/2015 J.C.ISSUED FOR CONSTRUCTION

12-PW-CU01

FROM ABOVE
12-DHW-CU01
12-PW-CU01

REFER TO NOTE 2
FROM PRIMARY GALLERY
50-NPW-CU01
50-PW-CU01 03

03

03

03 S.S.11/2015 J.C.ISSUED FOR 90% PRELIMINARY REVIEW

04 S.S.2017/04/05 J.C. H.T. FRIEHAMMER

D. CUDDINGTON

FROM ABOVE

100-D-CI01

ISSUED FOR CONSTRUCTION - 976-2016

300-HRS-CS01

FOR CONTINUATION
SEE 1-102-MGAD-R502
FIELD RUN FROM BNR
100-SPD-SS01

FOR CONTINUATION
SEE 1-102-MGAD-C501
100-SPD-SS01

VERT, TYP OF 2
CONNECT ON
100-SPD-SS01


