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ITEM QY  |DESCRIPTION MANUFACTURER CATALOG NUMBER
1 1 NEMA 12 ENCL. WALL MOUNT — 406x508x203mm HOFFMAN A162008LP
2 1 BACK PANEL FOR ITEM 1 HOFFMAN A20P16
3 | AS REQ'D |35mm DIN RAIL PHOENIX CONTACT 0801733
4 1 THERMAL MAGNETIC CIRCUIT BREAKER, 4AMP, 1 POLE PHOENIX CONTACT 0902056
5 | AS REQ'D |TERMINAL BLOCK MARKER PHOENIX CONTACT 1004348
6 | AS REQ'D |TERMINAL END CLAMP PHOENIX CONTACT 1201442
7 | AS REQ'D |FEED THROUGH TERMINAL PHOENIX CONTACT 3046184
8 | AS REQ'D |TERMINAL END PLATE PHOENIX CONTACT 3047141
9 | AS REQ'D |PLUG=IN BRIDGE, 2 POSITION PHOENIX CONTACT 3030336
LIGHTING CONTACTOR C/W MOV SURGE SUPPRESSOR, 4 POLES, _
10 1 D RAL TouNT ALLEN BRADLEY 100L—C20ND4
1 1 TIME CLOCK TORK DG100A
12 | AS REQ'D |NARROW SLOT WIRE DUCT AND COVER 1.75" W X 2.12”" H PANDUIT F1.5X2LG6
13 1 GROUND BAR, 6 TAPS ILSCO D167—6
508 14 1 SELECTOR SWITCH C/W ON—OFF—AUTO LEGEND PLATE ALLEN BRADLEY 800TC—J2A
15 | AS REQ'D |LAMACOIDS - -
* THIS BILL OF MATERIALS MAY NOT INCLUDE ALL MISCELLANEOUS MATERIALS REQUIRED, AND IS INTENDED TO BE USED AS GENERAL
ARG GUIDELINE ONLY. IT IS THE RESPONSIBILITY OF THE VENDOR / FABRICATOR TO PROVIDE ALL REQUIRED MATERIALS FOR A COMPLETE AND
WORKING SYSTEM.
SEE NOTE 10 , L
o .
LC-K725 O~ o GENERAL NOTES:
EXTERIOR LGHTIG > O 8 1. CONTROL WIRING TO BE TEW/MTW, 600V RATED (FOR CIRCUTS 120V & BELOW AND FOR 347V WIRING), 105'C
@—/ INSULATION, STRANDED COPPER, 14 AWG OR LARGER.
I R o
L 8 2. COMPONENTS ARE TO BE LABELED AS SHOWN ON THE DRAWINGS.
1
1 3. TEST ALL WIRING AND COMPONENTS FOR FUNCTIONAL OPERATION, CORRECT CONNECTION AND CONTINUITY.
2 66 DOCUMENT ALL TEST RESULTS.
— [ |
Py N 4. ALL MAJOR COMPONENTS INSIDE THE PANEL ARE TO BE LABELED WITH LAMACOIDS IN ACCORDANCE WITH MAJOR
@ @ S DESCRIPTIONS ON THE DRAWINGS.
| | 5. PROVIDE WIRE BARREL FERRULES FOR ALL WIRING WHERE POSSIBLE.
/@ @\q B0 ] 6. ALL TERMINAL BLOCKS SHALL BE NUMBERED AS SHOWN IN THE DRAWINGS, COMPLETE WITH GROUP LABELING.
11
1 500 7. ALL WIRES SHALL BE MARKED AS INDICATED ON THE DRAWINGS.
S 8. JUMPER BARS SHALL BE USED INSTEAD OF WIRE JUMPERS WHERE POSSIBLE.
SPARE
| | 9. THE PANEL IS TO BE FABRICATED BY A CSA CERTIFIED PANEL SHOP. PROVIDE METAL CSA CERTIFICATION PLATE
| O RIVETED TO ENCLOSURE DOOR
/ / 10. A WARNING LABEL SHALL BE LOCATED AT THE TOP LEFT CORNER OF THE DOOR STATED AS FOLLOWS:
CON—1 347VAC & 120VAC POWER PRESENT FROM
MULTIPLE SOURCES. ISOLATE SOURCES
/ BEFORE WORKING IN THIS CABINET.
/ POWER SOURCES
347VAC CIRCUITS : K722-7
120VAC CIRCUITS : K713U—6
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