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J. SHUMKA

1
1:10

CONTROL DEVICE, TYP

MORTAR DROPPING

DAMPPROOF FLASHING, TYP

VENT WEEPHOLE, TYP

TYP 

MIN 300mm BELOW GRADE

RIGID INSULATION CARRIED 

CEMENT FACED PERIMETER 

MIN 1200mm BELOW GRADE 

INSULATION CARRIED 

50mm PERIMETER RIGID 

SECTION DETAIL

3
1:10

SECTION DETAIL

4
1:10

SECTION DETAIL

SET IN SEALANT BED, TYP

ALUMINUM THRESHOLD 

CHECKER PLATE SILL, TYP 

6mm THICK ALUMINUM BENT

CONCRETE, TYP  

EMBEDDED 200mm INTO

HILTI HY 150 ADHESIVE 

@ 600mm o.c. MAX WITH 

HILTI M12 SST ANCHORS 

TO CONCRETE WITH 

BENTPLATE ANCHORED 

GALVANIZED STEEL 

50 X 200 X 8mm LLV

MIN 1200mm BELOW GRADE 

INSULATION CARRIED 

50mm PERIMETER RIGID 

TYP 

MIN 300mm BELOW GRADE

RIGID INSULATION CARRIED 

CEMENT FACED PERIMETER 

BOTH SIDES, TYP

ROD ALONG PERIMETER 

JOINT SEALANT ON BACKER

METAL FLASHING, TYP

BETWEEN, TYP

WOOL INSULATION 

FRAMING WITH MINERAL

PLYWOOD ON WOOD 

19MM EXTERIOR GRADE

B1

BOTH SIDES, TYP

ROD ALONG PERIMETER 

JOINT SEALANT ON BACKER

METAL FLASHING, TYP

FRAME ASSEMBLY, TYP

ALUMINUM WINDOW 

B1

CONTROL DEVICE, TYP

MORTAR DROPPING

DAMPPROOF FLASHING, TYP

VENT WEEPHOLE, TYP

TYP 

MIN 300mm BELOW GRADE

RIGID INSULATION CARRIED 

CEMENT FACED PERIMETER 

MIN 1200mm BELOW GRADE 

INSULATION CARRIED 

50mm PERIMETER RIGID 

CONCRETE, TYP  

EMBEDDED 200mm INTO

HILTI HY 150 ADHESIVE 

@ 600mm o.c. MAX WITH 

HILTI M12 SST ANCHORS 

TO CONCRETE WITH 

BENTPLATE ANCHORED 

GALVANIZED STEEL 

150 X 225 X 10mm LLH

B

VENT WEEPHOLE, TYP

METAL CLOSURE TRIM, TYP

FIBRE CANT, TYP

TYP

OVER WOOD COPING 

CARRIED UP PARAPET 

(BASE AND CAP SHEET) 

ROOFING MEMBRANE 

5
1:10

-

AND FRAME 

STEEL DOOR 

6
1:10

-

BGAD-K006, K009, K011

BGAD-K008

BGAD-K004

PANEL (TYPE-2), TYP

PREFORMED METAL

A

METAL SILL FLASHING, TYP

CAST STONE STILL, TYP

DAMPPROOF FLASHING, TYP

TYP

METAL COPING FLASHING

TYP

WOOL INSULATION BETWEEN 

STRAPPING WITH MINERAL

PLYWOOD ON 40mm WOOD 

19MM EXTERIOR GRADE

TYP

OVER WOOD COPING 

CARRIED UP PARAPET 

(BASE AND CAP SHEET) 

ROOFING MEMBRANE 

JOINT SEALANT, TYP

SHIM, TYP 

CONTINUOUS WOOD 

PLYWOOD, TYP

19mm EXTERIOR GRADE

FRAMING, TYP

WOOD TRUSS COPING 

FLASHING CLIP, TYP 

CONTINUOUS METAL 

TYP

ANCHOR @ 600mm o.c. 

10M GALVANIZED 

TYP

METAL COPING FLASHING

WITH MASONRY GROUT,TYP

FILL VOIDS IN CMU PARAPET 

METAL FLASHING, TYP

FIBRE CANT, TYP

B

TYP

WOOL INSULATION BETWEEN 

STRAPPING WITH MINERAL

PLYWOOD ON 40mm WOOD 

19MM EXTERIOR GRADE

JOINT SEALANT, TYP

SHIM, TYP 

CONTINUOUS WOOD 

PLYWOOD, TYP

19mm EXTERIOR GRADE

FRAMING, TYP

WOOD TRUSS COPING 

FLASHING CLIP, TYP 

CONTINUOUS METAL 

TYP

ANCHOR @ 600mm o.c. 

10M GALVANIZED 

TYP

METAL COPING FLASHING

METAL FLASHING, TYP

FIBRE CANT, TYP

B1

OVER WOOD COPING, TYP

CARRIED UP PARAPET 

(BASE AND CAP SHEET) 

ROOFING MEMBRANE 

200mm CMU, TYP

200mm CMU, TYP

TYPICAL PARAPET AT METAL PANEL TYPE 2

SECTION DETAIL -

VENT WEEPHOLE, TYP

SILL, TYP

AIR BARRIER RETURNED AT 

TYPE 1, TYP

PREFORMED METAL PANEL TYPE 2, TYP

PREFORMED METAL PANEL 

5 TYP 6 TYP

BDTL-K007

6

A

TYPICAL PARAPET AT METAL PANEL TYPE 1

BDTL-K007

6

TYP

METAL SILL FLASHING, TYP

FLASHING CLIP, TYP 

CONTINUOUS METAL 

JOINT SEALANT, TYP

STONE VENEER TYPE 2

SECTION DETAIL -

WITH MASONRY GROUT, TYP

FILL VOIDS IN CMU PARAPET 
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SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
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A1

B. KOLIS-HUPA

HIGH RATE CLARIFICATION BUILDING

SECTION DETAILS - PART 1

BUILDINGH.T. FRIEHAMMERR. BATHAN

BOTH SIDES, TYP

MINIMUM 100mm BEYOND OPNG 

CONCRETE, CARRY BENTPLATE 

EMBEDDED 200mm INTO

HILTI HY 150 ADHESIVE 

@ 600mm o.c. MAX WITH 

HILTI M12 SST ANCHORS 

TO CONCRETE WITH 

BENTPLATE ANCHORED 

GALVANIZED STEEL 

150 X 150 X 8mm  

LINTEL TYPE S1, TYP

LINTEL TYPE S2, TYP

BACKER ROD, TYP

JOINT SEALANT ON 

FILLER, TYP

PREFORMED JOINT 
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TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

TYP

METAL FLASHING, 

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 


