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FLANGE

DOUBLE TEE

SST ROD

FLANGE CONNECTION

WELD
SEE NOTE 5

W/ WELDED WIRE REINF

CONCRETE TOPPING

CONCRETE TOPPING

WEB

DOUBLE TEE

DOUBLE TEE

x 300 LG @ 300 C TO C

WITH 10mm SST STUDS

SST L200x200x12 CONT

W/ VERTICAL SLOTTED HOLE

WELDABLE SST PLATE

CONCRETE CORBEL

CONCRETE WALL

600

STILL PERMIT VERTICAL MOVEMENT

DURING TOPPING INSTALLATION AND

AND SEAL TO KEEP CONCRETE OUT

PACK SLOT IN INSERT WITH ETHAFOAM

TOPPING CONTRACTOR NOTE:

PLATE SIZE TO SUIT AS REQUIRED.

MIN 8mm THICK

CAST-IN PLATE W/ WING BARS

EACH SIDE OF INSERT

2-10M U-BAR

@ 2000 C TO C MAX

CAST IN  CONCRETE WALL

INSERT JVI OR EQUAL

"PSA" VERTICALY SLOTTED

BY DESIGN

AS REQUIRED

50mm WIDE BY JVI OR EQUAL

"PSA" STRAP ANCHOR

ARRANGEMENT

TO SUIT STRAND

x 300 LG @ 300 C TO C

WITH 10mm SST STUDS

SST L200x200x12 CONT

HOLE IN DOUBLE TEE

SEE NOTE 2

SUIT + 2 NUTS MIN AND WASHERS.

OVERSIZED HOLE x LENGTH TO

20mm DIA MIN SST BOLT IN

PADS U/S EACH DOUBLE TEE WEB

x LENGTH TO SUIT NEOPRENE

150 WIDE x 12mm THK MIN

6

SEE NOTE 5

W/ WELDED WIRE REINF,

50mm MIN CONCRETE TOPPING
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PORTION OF SUPERIMPOSED DEAD LOAD ALLOWANCE FOR PIPES, DUCTS, TRAYS, ETC. IS 1.0 kPa. 

COORDINATE HANGER SUPPORT CONNECTIONS WITH PRECAST MANUFACTURER.6.

REINFORCE WITH WELDED WIRE REINFORCEMENT 102 x 102 x MW25.4 x MW25.4.

PROVIDE CONCRETE TOPPING MINIMUM 50mm THICK OVER ENTIRE PRECAST FLAT ROOF.5.

ALL PLATES, ANGLES, CONNECTIONS, ETC. EXCEPT SST HARDWARE SHALL BE HOT-DIP GALVANIZED.4.

COORDINATE FINAL LOCATIONS AND DETAILS WITH CONTRACT ADMINISTRATOR.3.

APPROPRIATE SIZES PER THEIR DESIGN. GIVEN VALUES ARE MINIMUM REQUIREMENTS.

PROFESSIONAL ENGINEER FROM PRECAST SUPPLIER TO DESIGN AND PROVIDE2.

MANUFACTURER SHALL DESIGN AND PROVIDE ALL CONNECTIONS.

GENERAL CONCEPT FOR CONNECTIONS SHOWN.1.

GAP

GAP

MIN

Bk

SIM

MIRROR

SEE NOTE 6
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PRECAST DOUBLE TEE ROOF DETAILS
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