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STRUCTURALC. RYNARD H.T. FREIHAMMER

RDT ROOM

00
G.O.00 J.C.

1:75

RDT ROOM

RDT ROOM

0330-080

0330-056

TYPE F, TYP

EQUIPMENT PAD

UP

UP UP

UP

GRATING, TYP

OPEN SERRATED

METAL STUD WALL

CONCRETE CURB UNDER

200 WIDE x 150 HIGH

0330-080

NOTES:

ALUMINUM EQUIPMENT PLATFORM NOTES:

0552-804

0552-818

J. THANNICKAL E. LUI

MEZZANINE PLAN

GROUND FLOOR AND MEZZANINE PLANS

EL 237.602

NOTES:

SELFWEIGHT OF COMPOSITE DECKING IS 3 kPa.2.

DESIGN LIVE LOAD ON MEZZANINE IS 4.8 kPa.1.

RDT ROOM

TYPE DEPTH PANEL WIDTH THICKNESS

STRENGTH Fy

MINIMUM YIELD MINIMUM S MINIMUM I

SHEAR CAPACITY

MINIMUM DIAPHRAGM FINISH

FLOOR DECK

COMPOSITE 76mm 813 1.22 230 MPa 35.34 mm x 10 1724.2 mm x 10

ZF75

GALV

TYPE DEPTH TYPE

STEEL DECK ATTACHMENT SCHEDULE

FLOOR DECK

COMPOSITE 76mm

FASTENER

POWDER ACTUATED

SHEET

NO. PER

5

TYPE

FASTENER

POWDER ACTUATED

SPACING

300mm

TYPE SPACING

300mm

AT SIDELAPS

SCREWS

SELF-DRILLING

3 3 34

AT PERPENDICULAR SUPPORTS AT PARALLEL SUPPORTS

203

EL 237.602

3200

1
1
9
4
9

STEEL DECK PROPERTIES

812 PANEL WIDTH

1
6
6

FLOOR DECK PROFILE
NTS

15M@300

10M BAR IN EVERY FLUTE

0330-080

CONCRETE CURB

150x150

8

SDTL-D001

 

0330-056

TYPE E

EQUIPMENT PAD

ROOM A

ELECTRICAL

TYP

PLATFORM NOTES,

EQUIPMENT

SEE ALUMINUM

REPAIR AND PATCH HOLES IN FLOOR ACCORDING TO SPECIFICATION 03 01 33.3.

DESIGN LIVE LOAD IN ELECTRICAL ROOM A = 15 kPa.2.

DESIGN LIVE LOAD IN RDT ROOM IS 4.8 kPa + EQUIPMENT LOADS.1.

FLOOR DECK

COMPOSITE

76mm

10 kN/m
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900

1100

TYP OF 4

CONCRETE CURB

GANTRY CRANE

300 WIDE x 300 HIGH

EL 235.477
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TYPE E

EQUIPMENT PAD

0330-056
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REMOVABLE GUARDRAILS SIM TO

SIDE MOUNTED GUARDRAILS AS PER

TOP MOUNTED GUARDRAIL AS PER

RDT EQUIPMENT.

REMOVABLE GUARDRAILS ARE REQUIRED ADJACENT TO

300mm HIGHER OR GREATER THAN ADJACENT LEVELS.

PROVIDE GUARDRAILS ON PLATFORM WHERE PLATFORM IS6.

PLATFORMS TO EXTEND WITHIN 25-50mm OF RDT EQUIPMENT.5.

PROVIDE BRACING AS REQUIRED FOR LATERAL STABILITY.

ACCESS REQUIREMENTS AND TO MEET BUILDING CODE.

COORDNATE LOCATIONS TO SUIT EQUIPMENT AND

LAYOUT SHOWN IS SUGGESTION ONLY.4.

REQUIRES SERVICING OR ACCESS.

GANTRY CRANE AND OTHER NEARBY EQUIPMENT THAT

COORDINATE PLATFORM LAYOUT WITH RDT EQUIPMENT,3.

DESIGN LOAD IS 4.8 kPa.2.

CONTRACTOR AS PER SPECIFICATION 05 50 02.

ALUMINUM PLATFORM TO BE DESIGNED BY GENERAL1.

0552-811


