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THICKENERS

BUILDING

W. YU

     

AS SHOWN

DETAILS 2 OF 2

1

BGAD-D002

PLAN DETAIL
1:5

SILL, TYP

BENT CHECKER PLATE 

6mm THICK ALUMINUM 

ASSEMBLY, TYP

ROLLING METAL DOOR 

REMAIN

WALL ASSEMBLY TO 

EXISTING EXTERIOR 

STRUCTURAL DWGS

PAINTED TYP. SEE 

JAMBS AND HEAD, 

BENTPLATE AT 

GALVANIZED 

JOINT SEALANT, TYP

1-0102-BDTL-D003.dgn

3

BGAD-D003

SECTION DETAIL

2
SECTION DETAIL

BGAD-D003

1:5

AIR SEAL, TYP

METAL FLASHING, TYP

FILL, TYP

INSULATION 

BATT 

TYP.

ROOFING ASSEMBLY-1

MODIFIED BITUMEN

METAL FLASHING, TYP

WOOD COPING, TYP

CARRIED UP CANT OVER 

(BASE & CAP SHEET) 

ROOFING MEMBRANE 

BGAD-D004

BGAD-D004

DWGS

HVAC UNIT, SEE MECHANICAL 

PAD

CARRIED UP AND OVER CURB/ 

BASE ROOFING MEMBRANES 

3 LAYERS: 1 TOP AND 2 

DWGS

DECKING, SEE STRUCTURAL 

CONCRETE SLAB ON METAL 

HVAC LOCATIONS

METAL FLASHING ONLY AT 

PLYWOOD

19mm EXTERIOR GRADE 

WOOD BLOCKING TO SUIT

HORIZONTALLY ON CONC SLAB

OVERLAPPED 200mm 

UP ON PLYWOOD AND 

VAPOUR RETARDANT CARRIED 

TYP.

ROOFING ASSEMBLY-1

MODIFIED BITUMEN

TOPPING

EXISTING CONCRETE 

CANT

TOPPING

REMOVED CONCRETE 

CONCRETE TO FILL IN 

RE-CAST-IN-PLACE 

SPRAY FOAM INSULATION

150mm THICK MINIMUM 

SEE STRUCTURAL DWGS

STEEL BEAM/ BENT PLATE, 

4
SECTION DETAIL
1:5

1:5

200 MAX

CURB/ PAD

AND CARRIED UP ON CONCRETE 

EXISTING, LAP EXISTING 200 MIN 

ROOFING MEMBRANE TO MATCH 

JOINT SEALANT ON BACKER ROD

DWGS

WEARING SLAB, SEE STRUCTURAL 

80-100mm THICK CONCRETE 

50mm THICK RIGID INSULATION

NEW ROOFING ASSEMBLIES.

EXISTING SURFACES TO INSTALL 

CLEAN ROOFING MEMBRANE AND 

CURB/ PAD. PREPARE AND 

AROUND PERIMETER OF NEW 

INSULATION AT 200mm MAX 

CONCRETE WEARING SLAB AND 

SAW CUT AND REMOVE EXISTING 

CONCRETE CURB/ PAD

CONCRETE CURB/ PAD

RETAINER

INSULATION 

EXPANSION JOINT

ALLOW FOR EXPANSION

CRIMP FLASHING TO 

5

SECTION DETAIL 

NTS

2017/04/05

TO REMAIN

EXISTING WOOD COPING 

REMAIN

ASSEMBLY TO 

EXISTING ROOFING 

DUCT/ PIPE SUPPORT & WEARING SLAB

6

SECTION DETAIL 

NTS

EXTERIOR FLOOR HATCH & WEARING SLAB

ASSEMBLIES, TYP

EXISTING SURFACES TO INSTALL NEW ROOFING 

PREPARE AND CLEAN ROOFING MEMBRANE AND 

MAX AROUND PERIMETER OF NEW CURB/ PAD. 

WEARING SLAB AND INSULATION AT 200mm 

SAW CUT AND REMOVE EXISTING CONCRETE 

HOLD OPEN ARM

MECHANISM

SPTING LIFTING

METAL COVER TO SUIT

MINERAL WOOL INSULATION 

SLAM LOCK

AROUND, TYP

NEOPRENE BUMPER ALL 

COVER

PATTERN PLATE 

ALUMINUM DIAMOND 

ANCHORS, TYP

WITH RECESSED 

METAL CHANNEL FRAME

SEE STRUCTURAL DWGS

CONCRETE WEARING SLAB, 

80-100mm THICK 

INSULATION, TYP

50mm THICK RIGID 

BACKER ROD, TYP

JOINT SEALANT ON 

CURB/ PAD, TYP

UP ON CONCRETE 

MIN AND CARRIED 

LAP EXISTING 200 

TO MATCH EXISTING, 

ROOFING MEMBRANE 

HOT PIPE

4
5
7

ASSEMBLIES, TYP

TO INSTALL NEW ROOFING 

MEMBRANE AND EXISTING SURFACES 

PAD. PREPARE AND CLEAN ROOFING 

AROUND PERIMETER OF NEW CURB/ 

INSULATION AT 200mm MAX 

CONCRETE WEARING SLAB AND 

SAW CUT AND REMOVE EXISTING 

CLAMPING COLLAR

SEALANT
METAL FLASHING

INSULATION FILL

SEALANT

PIPE

(SET IN SEALANT)

INSULATED METAL CURB 

PREFABRICATED 

FIRE STOP INSULATION

EXISTING ROOF DECK

PLATE TO SUIT

SST ESCUTCHEON 

RAIN CAP FOR HOT PIPES

CONTINUOUSLY WELDED 

INSULATION, TYP

50mm THICK RIGID 

SEE STRUCTURAL DWGS

CONCRETE WEARING SLAB, 

80-100mm THICK 

BACKER ROD, TYP

JOINT SEALANT ON 

CURB/ PAD, TYP

CARRIED UP ON CONCRETE 

EXISTING 200 MIN AND 

MATCH EXISTING, LAP 

ROOFING MEMBRANE TO 
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