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SECTION DETAIL-DUCT PENETRATION THROUGH ROOF 

WOOD BLOCKING

CURB AND OVER

CARRIED UP METAL 

ROOF MEMBRANE

BED TYP

CURB SET IN SEALANT 

INSULATED METAL 

PREFABRICATED 

ROOFING SYSTEM 

MODIFIED BITUMINOUS

FIBER CANT TYP

JOINT SEALANT TYP

METAL FLASHING, TYP

JOINT SEALANT TYP

COLLAR TO SUIT, TYP

METAL CLAMPING 

WOOD BLOCKING,TYP

FOR DUCT SIZE ) 

( SEE MECH  DWGS 

HVAC DUCT  

METAL FLASHING, TYP
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SECTION DETAIL-DUCT/HVAC UNIT SUPPORT AT ROOF

HVAC DWGS )

HVAC/ DUCT (SEE

TO SUIT

GALVANIZED STRAP

OF SUPPORT, TYP

CARRIED OVER FLANGE 

ROOFING MEMBRANE

ROOFING SYSTEM 

MODIFIED BITUMINOUS
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HVAC/ DUCT SUPPORT UNIT

UP & OVER METAL CURB

METAL FLASHING CARRIED

SIZE AND LOCATION

SEE HVAC DWGS FOR 

ROOF PENTHOUSE UNIT

SET IN SEALANT BED, TYP

ROOF PENTHOUSE UNIT

ROOF DECK
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SECTION DETAIL-ROOF PENTHOUSE UNIT

FIBER CANT, TYP

SEALANT, TYP

IN SEALANT)

METAL CURB (SET 

PREFAB INSULATED

SEALANT, TYP

ROOFING SYSTEM 

MODIFIED BITUMINOUS

METAL CURB, TYP

CARRIED UP AND OVER 

(BASE AND CAP SHEET)

ROOFING MEMBRANE
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LADDER SUPPORT

OF SLEEVE

CARRIED UP TO TOP

ROOFING MEMBRANE 

ROOFING ASSEMBLY
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SECTION DETAIL-ROOF LADDER SUPPORT 

TOP OF ROOF SLAB / METAL DECK 

COMPOSITION) 

OF ANCHORS TO SUIT ROOF DECK 

SST ANCHORS ( SIZE AND TYPE 
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LADDER (SEE STRUCT DWGS)

ALONG PERIMETER 

BACKER ROD, TYP

JOINT SEALANT ON 

LADDER (SEE STRUCT DWGS)
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SECTION DETAIL-LADDER SUPPORT AT STONE VENEER    
6

1:8

SECTION DETAIL SECTION DETAIL 

SECTION DETAIL-LADDER SUPPORT AT PREFORMED METAL PANEL   

SECTION DETAIL-LADDER SUPPORT AT METAL PANEL   

JOINT SEALANT, TYP 

JOINT SEALANT, TYP 

METAL FLASHING, TYP

TYP AT JAMBS AND SILL 

METAL CLOSURE FLASHING, 
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PIPE THROUGH EXTERIOR WALL (@ METAL WALL PANELS)

STAINLESS STEEL PIPES.

SLEEVES AND PLATES FOR 

*USE STAINLESS STEEL PIPE 

JOINT SEALANT, TYP

INSULATION

FILL VOID SOLID WITH 

INSULATON AND JACKETING

GLAVANIZED SLEEVE

METAL FLASHING, TYP

TYP

METAL CLOSURE FLASHING, 

TYP

JOINT SEALANT, 

WALL PANEL LOCATIONS

PLATE TYP AT METAL 

8mm THICK GALVANIZED 

ALUMINUM BENT PLATE

200mm x 13mm 

ALUMINUM BENT PLATE

200mm x 13mm 1
2
0 1
2
0

ANCHOR, TYP

M12x125/30 

HILTI HDA-PR 

ANCHOR, TYP

M12x125/30 

HILTI HDA-PR 

PANEL LOCATIONS

TYP AT METAL WALL 

GALVANIZED PLATE 

6mm THICK 

8
NTS

SECTION DETAIL- ROOF FALL ARREST ANCHOR 

(BOLT AROUND OWSJ)
9

NTS

SECTION DETAIL- ROOF FALL ARREST ANCHOR 

(FOR DOUBLE T-JOIST)
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R. ZAKKO
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ISSUED FOR TENDER

ISSUED FOR CONSTRUCTION

ISSUED FOR 90% PRELIMINARY REVIEW

 

 

LADDER (SEE STRUCT DWGS)

BACK PLATE

CONTINUOUS WELD
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2016/09/06

ISSUED FOR CONSTRUCTION - 976-2016

04 R.B.2017/07/19 J.C.ISSUED FOR ADDENDUM 6 - 976-2016

CEMENT 

IN LAYER OF PLASTIC 

EMBED DECK FLANGE 

TOP CHORD OF OWSJ

FLANGE, TYP

CARRIED OVER DECK 

ROOFING MEMBRANE

SLEEVE, TYP

BONDED TO METAL 

EPDM BASE SEAL 

AND HOT DIP GALVANIZED

WELDED TO HSS PIPE

FORGED EYE AND BASE 

STACK JACK FLASHING 

ROOFING SYSTEM 

MODIFIED BITUMINOUS

HSS

LOCK WASHER AND NUT

STAINLESS STEEL PLATE

STRUCTURAL DRAWINGS

CONCRETE TOPPING, SEE 

PRECAST DOUBLE TEE AND 

CEMENT 

IN LAYER OF PLASTIC 

EMBED DECK FLANGE 

FLANGE, TYP

CARRIED OVER DECK 

ROOFING MEMBRANE

SLEEVE, TYP

BONDED TO METAL 

EPDM BASE SEAL 

LOCK WASHER AND NUT

STAINLESS STEEL PLATE

ROOFING SYSTEM 

MODIFIED BITUMINOUS

STACK JACK FLASHING 

AND HOT DIP GALVANIZED

WELDED TO HSS PIPE

FORGED EYE AND BASE 

04 04


