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LOWER LEVEL PLAN

EL 228.905

2380-427

2380-436

2337-809

02

03

ROOM

SERVICE

CABLE

38-CDS-SS01

65-CDS-SS01

38-CDS-SS01

UP TO ACU

REFRINGENT LINES

CU-G641

CU-G642

38-CDR-SS01

65-CDR-SS01

CU-G643

AND DUCT

ELECTRICAL CABLES

TO AVOID EXISTING

PIPE OFFSET 

NOTES:

LEGEND

02
SEE DWG. MGAD-G609, MGAD-G610

PHOTO LOCATION AND DIRECTION

FLOOR

UP TO GROUND

150-HWS/R-CS21

CL EL 231.56

75-CDS-SS01

CL EL 213.56

75-CDS-SS01

P-G677

P-G678

TYP OF 5

CONSTRUCTION DETAIL

DRAWING FOR

PASSAGE. SEE STRUCTURAL

FOR HYDRONIC PIPING

THROUGH CHANNEL

INSTALL 250 DIA PIPE SLEEVE

EXISTING SLABS AND

CORE HOLE THROUGH 

(113 L/s)

SR-G610-1

300x150

UH-G617

UP

250X250-EA

UP

200-SA

FLOOR

UP TO GROUND

75-CDR-SS01

20-HWS/R-CS21

(113 L/s)

ER-G611-7

250x250

CL EL 231.56

75-CDR-SS01

CL EL 231.56

75-CDR-SS01

BOD 231.70

200-SA

CL EL 213.56

75-CDR-SS01

CL EL 213.41

75-CDR-SS01

CL EL 231.26

CL EL 231.16

20-HWS/R-CS21

FD-G611-1

BOD 231.68

250X250-EA

UP 

75-CDS-SS01

V-G676
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SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
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T. TRANR. BLACKWOOD

K. FONG

GRIT AND SCREENINGS BUILDING

HVAC - LOWER LEVEL PLAN

MECHANICAL

GALLERY 2

GALLERY 3 BOILER ROOM

2017/04/05

ISSUED FOR CONSTRUCTION - 976-2016

01 JBC2017/07/20ISSUED FOR ADDENDUM 7 - 976-2016

ABATEMENT PROCEDURES.

TO ASBESTOS ABATEMENT SPECIFICATIONS FOR

IN HEATING WATER FITTINGS INSULATION. REFER

CONFIRMED ASBESTOS CONTAINING MATERIAL3.

CABLE SERVICE ROOM.

ROOM TO CU UNITS IN LOWER LEVEL 

ACU UNITS IN GRIT/SCREENING ELECTRICAL

FIELD RUN REFRIGERANT PIPES (CU02) FROM2.

REFER TO DUCT SCHEDULE FOR MATERIAL1, 

01

01
NOTE 3

TO EXISTING 150-HWS/R-CS21

CUT AND CONNECT 150-HWS/R-CS21


