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PROFESSIONAL SEALS

THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, 
DATUMS AND LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL 
ERRORS AND OMISSIONS TO BE REPORTED IMMEDIATELY TO THE 
LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE 
DRAWINGS SHALL NOT BE CARRIED OUT WITHOUT WRITTEN 
PERMISSION FROM THE LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE 
PERMISSION OF THE LANDSCAPE ARCHITECTS, IN WHICH CASE 
THE REPRODUCTION MUST BEAR THEIR NAME AS LANDSCAPE 
ARCHITECTS.
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L1.0

EXISTING TIMBER EDGING 
TO BE REMOVED 
- SEE L1.1 LAYOUT PLAN  
FOR PLAY AREA EXTENSION

AREA TO BE 
RE-GRADED
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BE PROTECTED
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DEMOLITION NOTES: 
 
1. THE FOLLOWING NOTES AND DRAWINGS ARE 
INTENDED TO ASSIST THE CONTRACTOR IN 
DETERMINING THE EXTENT OF DEMOLITION AND 
REPAIR WORK NECESSARY IN ORDER TO CONSTRUCT 
THE NEW WORK CONTAINED IN THE FOLLOWING 
CONTRACT DOCUMENTS. 
 
2. THE DEMOLITION SHOWN INCLUDES BUT IS NOT 
NECESSARILY LIMITED TO THE NOTES INDICATED ON 
THESE DRAWINGS. 
 
3. OWNER TO HAVE RIGHT OF FIRST REFUSAL FOR 
ALL ITEMS INDICATED TO BE REMOVED FROM AREAS 
OF DEMOLITION, INCLUDING SIGNAGE, SITE 
FURNISHINGS, ETC. (THE OWNER WILL TAG ALL ITEMS 
TO BE SALVAGED).

SUGGESTED CONSTRUCTION ACCESS POINT - TO BE VERIFIED ON SITE 
EXISTING TREES TO BE PROTECTED; ALL DAMAGES TO BE REPAIRED; IF BOLLARDS 
ARE REMOVED, THEY MUST BE STORED AND RE-INSTALLED BY THE CONTRACTOR 
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