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FERMOR AVENUE WESTBOUND CONSTRUCTION NOTES:
HIGH PT STA: 14026.35 1. LEGAL PLAN AND UNDERGROUND INFORMATION
233.5 HIGH PT ELEV: 232.970 233.5 FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
PVI STA: 7+023.62 VERIFY ALL UNDERGROUNDS IN THE FIELD.
PVI ELEV: 233.073 2. ISOLATE MISCELLANEOUS ITEMS IN NEW
L\ch -23'224 CONCRETE WORKS AS PER SD-228C.
- b -— 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
0| 2|3 TO AVOID DAMAGE FROM CONSTRUCTION
=Ihs ol ACTIVITIES TO TREES WITHIN THE LIMIT OF
'Ct’ & WB CONTROL LINE E & EXISTING EDGE OF PAVEMENT CONSTRUCTION.
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4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
3|9 o 3|19 STA = 7+060.00 STA = 74076.57
233.0 =@ =W ELEV = 232.785 ELEV = 232.702 | - TO CONTROL EROSION BY USING STRAW
STA = 6+983.61  — T ELEV = 232.506 5. LOCATION OF ALL EXISTING SERVICES TO BE
ELEV = 232.672 e . ' _ \o\ . 0795, STA = 7+4127.88 CONFIRMED IN THE FIELD BY CONTRACTOR.
/ ) = = £ —. ELEV = 232548 | 6. CONTRACTOR SHALL CONFIRM EXISTING LEAD
1.00%_— e . -0.5009 INVERT ELEVATIONS PRIOR TO INSTALLATION.
° — m.‘ .7 \ .
. _ —_— 7. ADJUST MH AND CB RIMS TO NEW GRADES.
0.50%, ~ o= \ / 8. REFER TO LAND DRAINAGE DRAWINGS FOR
- -0.509 ~L 169, EXISTING MEDIAN GUTTER ADDITIONAL UNDERGROUND INFORMATION
QoY% Tollee) = 0
A
= 312 WE 7.4 ) LANE EDGL 9 A IS — : 0.12% 4&\ REGARDING MANHOLES, CATCH BASINS, CULVERT
—— 0.50% S - | - I ELEVATIONS, AND OUTLET DETAILS.
232.5 ol HIGH PT ELEV: 232.858 2l - 232.5
~| PVI STA: 7+023.62 ™l 9. REFER TO LANDSCAPE DRAWINGS FOR DETAILS
8o PVI ELEV: 232.961 810 : ON ISLANDS, AND ADDITIONAL SURFACE WORK
STA = 6+983.61 4P K: 26.00 S | STA =7+060.00 _| . DETAILS
ELEV = 232.561 o LVC: 46.54 W ELEV = 232.673 : STA = 7+093.38 ELEV = 232.506 '
- = ~ ELEV = 232.506
: STA = 7+110.00
ELEV = 232.394
: FACE OF MEDIAN CONCRETE BARRIER
232.0 232.0
y STA = 7+130.00 |
, ELEV = 232.240
PEDESTRIAN/CYCLIST OVERPASS \
SEE SHEET CT-048
231.5 231.5
6+975 7+000 7+025 7+050 7+075 7+100 7+125
HIGH PT STA: 5+022.32
233.5 HIGH PT ELEV: 232.936 FERMOR AVENUE EASTBOUND 233.5
PVI STA: 5+019.63
PVI ELEV: 233.037
K: 25.64
LVC: 45.89
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-~ . 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
~ 1239
8|5 e = . LOCATION OF EXCAVATION.
©|© HIGH PT STA: 5+022.32 ik ~—
3o HIGH PT ELEV: 232.825 S|m ~ . 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
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