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1 TRANSITION SLAB - ASPHALT TO CONCRETE W/OVERLAY

SCALE: H-1:50 V-1:25

013,026,038 058

CT- CT-
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1

50 TYPE 1A ASPHALT

230 PLAIN DOWELLED CONCRETE PAVEMENT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

450 LIMESTONE SUB-BASE - 150 mm

SEPARATION NON-WOVEN GEOTEXTILE FABRIC

C/L TRANSVERSE JOINT

28.6 mm DOWEL @ 300 O/C

50 TYPE 1A ASPHALT

TYPE III ASPHALT (DEPTH VARIES)

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

750 LIMESTONE SUB-BASE - 150 mm

SEPARATION NON-WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTION

2 TRANSITION SLAB - ASPHALT TO CONCRETE

SCALE: H-1:50 V-1:25

011,013,035 058

CT- CT-
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230 PLAIN DOWELLED CONCRETE PAVEMENT

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

450 LIMESTONE SUB-BASE - 150 mm

SEPARATION NON-WOVEN GEOTEXTILE FABRIC

C/L TRANSVERSE JOINT

28.6 mm DOWEL @ 300 O/C

50 TYPE 1A ASPHALT

TYPE III ASPHALT (DEPTH VARIES)

75 LIMESTONE BASE COURSE

150 LIMESTONE SUB-BASE - 50 mm

750 LIMESTONE SUB-BASE - 150 mm (DEPTH VARIES)

SEPARATION NON-WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTION
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3 MOUNTABLE CURB & GUTTER

SCALE: 1:10

011,013,016,019,026,029 058

CT- CT-
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4 MODIFIED BARRIER CURB & GUTTER

SCALE: 1:10

016,019 058
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6 TRANSITION - BARRIER CURB AND GUTTER TO MOUNTABLE

SCALE: 1:20

011,013 058

CT- CT-

MOUNTABLE CURB

SD-201

7 TRANSITION - BARRIER CURB AND GUTTER TO MODIFIED BARRIER

SCALE: 1:20

011,013,035,039 058

CT- CT-

MODIFIED BARRIER CURB

AND GUTTER

5 TRANSITION - MOUNTABLE CURB TO 75 LIP CURB AND GUTTER

SCALE: 1:20

011,013 058

CT- CT-

75 mm LIP CURB

V

A

R

I

E

S

EXCAVATED 1.0m WIDE AND PLACE

DRAINAGE STONE AS PER CW 3120

FILL MATERIAL
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WRAP WITH

SEPARATION

GEOTEXTILE

FABRIC

0.30 MIN

8 FRENCH DRAIN

SCALE: H-1:100 V-1:50

013,016,026,029,032 058

CT- CT-

230 PLAIN DOWELLED CONCRETE

75 BASE COURSE MATERIAL

150 SUB-BASE MATERIAL - 50 mm

450 SUB-BASE MATERIAL - 150 mm

SEPARATION GEOTEXTILE FABRIC

2.00 6.00 2.00

TOP OF 180 CURB

CT- CT-
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SECTION

SCALE: HORZ. 1:100 VERT. 1:50
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