
PN 11G DEEP BEAM

GUARDRAIL 12GA x 3.810 LG

PN 11G DEEP BEAM

GUARDRAIL 12GA x 3.810 LG

PN 10967G DEEP BEAM

GUARDRAIL 12GA x 2.858 LG

NOTE:

INSTALL RAIL PARALLEL TO

ROADWAY EDGE LINE.

WHEN FLARE IS REQUIRED BY

DESIGN ENGINEER, A

25:1 FLARE RATE, OR FLATTER,

OVER THE LENGTH OF

SYSTEM IS ALLOWABLE.

SEE DETAIL "J"

PN 704A CABLE ANCHOR

PN 33795G STRUT 76 mm x 76 mm

PN 3000G CABLE ASSEMBLY

PN 19258A BEARING PLATE

GUARDRAIL EXIT SLOT

AWAY FROM TRAFFIC
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PN 995A GUARDRAIL EXTRUDER

TRAFFIC

DO NOT ATTACH RAIL TO POST #1

PN 32G DEEP BEAM

GUARDRAIL 12GA x 3.810 LG
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SYSTEM LENGTH = 12.38

STANDARD LINE POSTS

POST 8 AND BEYOND

16 mm Ø x 32 mm LG H.G.R.

SPLICE BOLTS & NUTS

16 mm Ø x 32 mm LG H.G.R.

SPLICE BOLTS & NUTS

10 mm x 38 mm HEX HD BOLT

w/ WASHER, HEX NUT & FENDER

WASHER (PLACE FENDER WASHER

AT INSIDE POST FLANGE)
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AFTER FINAL ASSEMBLY,

RECHECK CABLE TO BE

SURE IT IS TAUT AND

HAS NOT RELAXED

SEE DETAIL "K"

PN 15000G POSTS

NOTES:

1. DO NOT ATTACH GUARDRAIL TO POST #1

2. MANUFACTURER SUGGESTS CUSTOMER TO PROVIDE

REFLECTORIZATION OF TERMINAL

3. 305 mm DEEP WOOD OFFSET BLOCKS (ROUTED) ARE

ACCEPTABLE ALTERNATES

11 mm Ø x 38 mm (2) HEX BOLTS

W/ (1) FLAT WASHER UNDER

BOLT HEAD OVER SLOT, (1) LOCK

WASHER, (1) HEX NUT &

(1) PLATE WASHER EACH

PN 33795G STRUT 76 mm x 76 mm

PN 33795G STRUT

76 mm x 76 mm

PN 3000G CABLE ASSEMBLY

19 mm Ø x 64 mm HEX HD BOLT

W/ WASHER & LOCK

WASHER UNDER HEX NUT

PN 33873A POST

(LOWER) W6 x 8.5

10 mm Ø x 51 mm HEX HD BOLT W/

WASHER & LOCK WASHER UNDER

HEX NUT

PN 3000G CABLE ASSEMBLY

W/ 25 mm Ø HEX NUT &

WASHER EACH END

PN 49398A POST

(UPPER) W6 x 8.5

PN 19948G

PLATE WASHER

16 mm Ø x 356 mm LG H.G.R. BOLT

W/ HEX NUT

PN 15000G POST

W6 x 8.5

PN 6740B

COMPOSITE BLOCK

ROUTED (SEE NOTE 3)

21 mm Ø HOLES

APPROXIMATELY

CENTERED ON

GROUND LINE

GROUND

LINE

16 mm Ø x 32 mm LG

H.G.R. BOLT W/HEX NUT

GROUND LINE

PN 15000G POST

W6 x 8.5

SEE DETAIL "H"

TRAFFIC SIDE

PN 19258A BEARING PLATE

PL 16 mm x 203 mm x 203 mm
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TRAFFIC SIDE

21 mm Ø HOLES

APPROXIMATELY

CENTERED ON

GROUND LINE

DETAIL "K"

POST #1

SECTION "K-K"

SECTION "B-B"

POST #2

DETAIL 'J'

DETAIL "H"

POST #2

SECTION "A-A"

TYPICAL @ POSTS #3 TO #8)

SECTION "L-L"
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